
INTRODUCTION
In the early stage of digital phase and prototype experimental phase, 
the identification of the operational force on the components and the 
most important paths of the vibration correlated to one of the 
evaluation points, such as steering, seats, and passenger ears, is 
required for optimizing the dynamic characteristics of the subsystem 
components of the vehicle. When the finite element (FE) model 
accuracy is high enough, it is possible to optimize the dynamic 
characteristics of the vehicle to improve noise and vibration 
performance by using vibro-acoustic analysis. However, due to the 
lack of FE model accuracy, transfer path analysis and force 
identification are conducted only for the component design while 
validation of the FE model typical occurs with the prototype vehicle 
or production car.

The study of transfer path analysis (TPA) [2,3] using the frequency 
domain technique, such as road noise analysis, is mainly classified in 
the two following techniques. The first technique was developed 
based on the theory of separating one structure into substructures. 
The force was estimated in the attachment joints of substructures by 
applying this theory to an automotive vehicle. The transfer path 
contribution was calculated with the transfer functions of the 
substructures multiplied by the estimated forces. The second 
technique calculates the transfer path acceleration contribution 
without separating one structure into the substructures. This 
technique calculates the contribution without estimating the forces for 
the substructures by using the acceleration responses under the 
operational condition. Since the former technique can estimate the 

forces for the substructures, it is conducted for setting component 
design requirements and validating FE model accuracy before the 
design phase. The latter is not used for the design phase because this 
technique does not estimate the forces for the substructures. The latter 
may be used as a tool to analyze the problem in the prototype 
development phase.

In the former technique, the widely used technique measures the 
acceleration responses at the connections of the substructures under 
the operational condition at first. Secondly, the full impedance matrix 
at all the connections of the substructures is measured by the unit 
force at each connection for the substructure including the evaluation 
location. Thirdly, the force is estimated with the inverse matrix of the 
impedance matrix multiplied by the accelerations of the connections 
under the operational condition. However, conducting this TPA 
technique is costly and requires a significant amount of time. Based 
on this technique, a new technique has been studied to have the same 
precision level with a shorter time period.

This paper presents a new technique to estimate the coherent 
operational forces with respect to the evaluation location at the 
connections of the separated passive substructures using reciprocity. 
Since the TPA is conducted with respect to the evaluation location, 
the forces for the substructures are, therefore, required only to 
estimate the projected forces with respect to the evaluation location. 
The theoretical development is explained in the following chapter. 
Then the technique is applied to two case studies. The first case study 
uses a simple 4 beam system FE model to verify the proposed 
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technique by comparing with exact results. In the second case study, 
a vehicle FE model consisting of several million degrees of freedom 
is used to validate the proposed technique by comparing the exact 
result with the estimated result.

2. THEORY
The theory of classical TPA is reviewed as an introduction of the 
proposed TPA method at first. The next section outlines the 
methodology of the proposed technique and explains the detailed 
theoretical development.

2.1. Theory of Classical TPA
In this section, the theory of classical TPA in the frequency domain is 
reviewed as an introduction to the proposed TPA method because the 
newly developed technique is based on classical TPA. In the case 
study of the automotive structure as shown in Picture.1, the 
suspension structure including the tires is defined as the active part. 
The cabin body structure is defined as the passive part. At first, the 
acceleration frequency response function (FRF), { }, is measured 
at the connections, which are the input locations, of the substructures 
under driving condition. At the next step, the impedance matrix, [G], 
is measured as the acceleration responses at all the connections on the 
separated passive substructure excited by the unit force at each 
connections. Finally, the operational force FRF, {Fop}, is estimated 
with the acceleration FRF, { } pre-multiplied by the inverse 
matrix of the impedance matrix at all the connections of the 
substructures. The two equations of the force estimation and the TPA 
are formulated as follows.

The operational force at the connections of the passive substructure in 
each frequency discretization “ω” is

(1)

where the superscript “op” shows the operational data. The subscript 
“n” is the number of excitation, which is the number of connections 
multiplied by the number of directions. The subscript “m” is the 
number of measured responses. {Fop}n, which is n × 1 vector size, is 
the force FRF at the connections of the passive substructure. [G]mn is 
m × n matrix size and is the impedance matrix at the connections of 
the passive substructure.  is m × 1 vector size and is the 
acceleration FRF of the measured responses, typically at all the 
connections, for the passive substructure in the driving condition at 
the proving ground.

The sum of the noise transfer functions (NTF) multiplied by the 
estimated forces at each connection of the passive substructure in each 
frequency discretization “ω” gives the operational sound pressure.

(2)

where the subscript “s” is the number of the evaluation locations, 
which in this study are the passenger's ear locations. {Pa}s is s × 1 
vector size and is the sound pressure FRF at the passenger's ear 
location. [H]sn is s × n matrix size and is a NTF from the connections 
of the disassembled passive substructure to the evaluation locations, 
such as the driver's ear locations.

Picture.1. Image of the vehicle substructures and the paths

2.2. Theoretical Development
In this section, the newly developed technique for TPA is explained 
with the concept of the subspaces as presented in Picture.2. The 
theoretical background is briefly described as follows. The TPA is 
conducted with respect to the evaluation location, “i”. The result, 
{Pa}i, is the inner product of the row vector of  and the column 
vector of {Fop}n from the equation (2). Therefore, only the projected 
force vector, {Fi−op}n, on the subspace, , is required for the 
TPA calculation. The superscript “i” of {Fi−op}n shows the projection 
of the operational force, {Fop}n, onto the subspace, , as shown 
in Picture.2. The TPA equation (2) with respect to the location “i” in 
each frequency discretization “ω” can be reformulated with the 
projected force, {Fi−op}n, as

(3)

where the subscript “i” is the evaluation location, which in this study 
is the passenger's ear locations. {Pa}i is the sound pressure at the 
passenger's ear location. [H]in is the NTF from the connections of the 
passive substructure to the evaluation locations, such as the driver's 
ear locations.

In order to estimate the force, {Fop}n, the impedance matrix, [G]mn, is 
normally measured as shown in the equation (1). However, the 
proposed technique estimates the projected force vector, {Fi−op}n, on 
the subspace, [H]in. Therefore, the projected impedance matrix, 
[Gi]mn, on the subspace, [H]in, is required for this projected force 
estimation. The projected force, {Fi−op}n, is the inner product of the 

row vector of  and the column vector of . The force 
estimation equation (1) with respect to the location “i” in each 
frequency discretization “ω” can be reformulated with the projected 
impedance matrix, [Gi]mn, as
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(4)

The projection, [Gi]mn, of the impedance matrix, [G]mn, onto the 
subspace, [H]in, is constructed with the output and input element 
vectors on the subspace, [H]in. Those element vectors are estimated 
by decomposing the acceleration FRFs measured at the connections 
of the passive substructure by the reciprocal excitation at the 
evaluation location “i”.

Picture.2. Image of the vehicle component subspaces at each frequency 
discretization “k”

The methodology of the proposed technique was explained above. 
Each steps of the methodology is explained with the detailed 
theoretical development as follows. 

1.	 Measure FRFs, {h}ii & {h}ei, by the reciprocal excitation 
2.	 Decompose FRFs into the modal ‘k’ summations, Σ{hk}ee 
3.	 Estimate the projected FRFs, , for diagonal term 
4.	 Decompose the FRFs into the element vectors,  

5.	 Estimate the projected FRFs, , for off-diagonal term 
6.	 Construct the projected impedance matrix, [Gi]nn 
7.	 Estimate the projected forces, {Fi−op}n 
8.	 Calculate TPA with the data of 1) and 7)

1). Measure FRFs, {h}ii & {h}ei, by the Reciprocal Excitation
The reciprocal excitation, the shaker excitation for this theory 
explanation, is set at the evaluation location, such as steering 
vibration. The acceleration FRF, {h}ii, at the driving point and the 
other acceleration FRFs, {h}ei, at the joints of the passive 
substructures are measured with the reciprocal excitation of the 
shaker unit force, {f}i. These FRFs are measured as the relationship 
between output and input as follows.

(5)

(6)

From equation (5), the acceleration FRF, , is the inner product of 
the row vector of  and the column vector of unit force {f}i. In 
order to explain the concept, the FRFs, {h}ii and{h}ei, are assumed to 
be the inner product of the output element vector and the input 
element vector though the theoretical background is explained in the 
next section. Since equation (5) is the driving point measurement that 
has the same location for the output and the input, the output element 
vector and the input element vector become the same element vector. 
Therefore, there are no phase differences between the output element 
vector and the input element vector. On the other hand, as presented 
in the equation (6), the acceleration FRF, , is the inner product of 
the row vector of  and the column vector of unit force {f}i. 
Based on this concept, the  can be decomposed into the two 
vectors, the output element vector and the input element vector. This 

 can be also considered as the subspace created by those 
element vectors at the output and input locations in each frequency 
discretization “ω”.

For the sound pressure evaluation at the driver's ear location, the 
speaker unit volume acceleration, , is utilized for the reciprocal 
excitation and the sound pressure response in the equation (7) is 
measured for the driving point measurement. The acceleration FRFs 
at the joints of the passive substructure are also measured by this 
reciprocal speaker as shown in the equation (8).

(7)

(8)

2). Decompose FRFs into the Modal Summations, Σ{hk}ee
For the exact FRF estimation with the proposed technique, all the 
reciprocal FRFs measured by the reciprocal speaker in the previous 
section need to be decomposed into the modal summations by 
experimental modal parameter estimation as follows.

(9)

where “k” is mode number, ωdk is damped natural frequency, σk is 
modal damping, ξk is modal participation, {φk} is mode shape, and 
[Zr] is residual term.

As presented in equation (9), the FRFs are decomposed into the first 
term in the form of modal “k” representation and the second term in 
the form of residual “r” representation. Each FRF representation of 
the right hand side in equation (9) is reformulated as equation (10). 
The representation of equation (10) is kept until the construction of 
the coherent impedance matrix at section 6).

(10)
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