
INTRODUCTION
With the progress in Advanced Driver Assistance Systems (ADAS), 
more vehicles being manufactured today are equipped with 
pedestrian and bicyclist Autonomous Emergency Braking (AEB) 
systems because of their potential to reduce car-to-person crashes [1]. 
Compared to the car-to-car AEB systems, which have been well 
evaluated using standardized scenarios and processes [2, 3], the 
evaluation methods for car-to-pedestrian and car-to bicyclist AEB 
systems are still being formalized and are expected to be applied in 
the Euro NCAP in 2016 and 2018 [3, 4]. Similar standardized AEB 
tests may also be applied in the U.S. in the upcoming years. Under 
these circumstances, many efforts are made worldwide in finding the 
most critical car-to-person crash scenarios by developing the most 
representative pedestrian and bicyclist crash test surrogates [3, 4] [11, 
12, 13, 14, 15, 16]. Besides many key variables that researchers from 
different groups are trying to harmonize, there are some debates on 
the adoption of limb motions in the AEB crash test, especially when 
insufficient empirical data are available in the literature.

Limb motions for the pedestrian and bicyclists are important to 
increase the efficiency and accuracy of detection algorithms. For 
camera-based algorithms, various studies about general human 
detection [5], pedestrian detections [6, 7, 8], and human pose 
recognitions [9,10,20] all emphasize on the importance of human 
limb motions and corresponding posture changes, which provide 
strong clues in achieving better image-processing results. Some 
studies about pedestrian crash test surrogates designs [11, 12] also 
pointed out the changes of human body Radar Cross Section (RCS) 
with limb motions, and suggested introducing moving pedestrian 
crash dummies to simulate such RCS variations. The pedestrian limb 
motion refers to the movements of the arms and the legs, and the 
bicyclist limb motion refers to the movements of the legs as well as 
the pedals.

In the currently published studies about the pedestrian AEB crash 
test, some researchers use static pedestrian crash surrogate with fixed 
pre-defined postures [14], while some other researchers tried to 
develop moving crash dummies with natural full-body limb motions 
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[16] and adopt different limb motions in the crash tests [15]. Similar 
differences are also taking place towards the bicyclist AEB crash test 
designs. With obvious advantages and disadvantages of these two 
methods in terms of cost and reliability, it is important to estimate the 
necessity of introducing limb motion in the AEB crash test based on 
the behaviors of pedestrians and bicyclists in the natural road 
environment. In other words, the best answers to include or not 
include limb motions in AEB evaluation process will be based on the 
existence and measures of these motions in the actual situations 
where they may have strong effects on AEB system performances.

As summarized in [17], most pedestrian behavior studies are mainly 
focused on step frequency, walking speeds, crossing decision-
making, and gestures/postures. The total number of bicyclist limb 
motion related studies is limited. To our best knowledge, there is no 
study focusing on analyzing the pedestrian and bicyclist limb motion 
in order to support the AEB crash test design, especially towards the 
overall road environment. Thus in this study, we will try to analyze 
empirical limb motion data of pedestrians and bicyclists in the 
naturalistic road environment. The results of this study will provide 
details on pedestrians and bicyclists limb motions across all road 
locations and all types of man-vehicle encounters, including 
percentages of pedestrians/bicyclist with limb motions when crossing 
the road, the frequency of the limb motions, the differences between 
crossing and non-crossing cases, and any effects of different seasons 
on pedestrian limb motions.

The analysis is based on the TASI (Transportation Active Safety 
Institute) 110-car naturalistic driving video data set [17, 18, 19]. This 
dataset was constructed by the TASI researchers at Indiana University 
- Purdue University at Indianapolis. As one large scale driving data 
set, it contains the video files recording outward views of the road 
from 110-vehicles continuously for a period of one year. Multi-step 
data analysis was performed on the collected 94TB of data to detect 
all the encounters with pedestrians and bicyclists, assign scenario 
labels, and then calculate comprehensive road and driving features. 
For more details about the TASI 110-car naturalistic driving dataset, 
please refer to the earlier publications [17, 18, 19].

METHODOLOGY FOR ANALYZING LIMB 
MOTIONS
In this section, the methodology applied for limb motion analysis will 
be described. The research scope will be firstly discussed with 
research questions defined. The following video data analysis and 
limb motion data analysis are all based on the research question 
definitions. Then the process for limb motion video preparation as 
well as video analysis process is demonstrated. Finally, the limb 
motion data analysis method is presented.

Description of the Research Questions
As described earlier, this study is focusing on studying the limb 
motions of the pedestrians and bicyclists, specifically the arm motion 
of pedestrians and the leg motion of bicyclists, in order to support the 
AEB evaluations. The reasons to focus on the arm motion of the 
pedestrians include: (1) the pedestrians always have leg motions and 
the current debating point for AEB testing surrogate development is 

whether the arm motion is needed, and (2) when there are arm 
motions, the frequencies of the arm and leg motions are usually the 
same. For the bicyclists, considering that most of them do not have 
notable and regular arm motions, only the leg motions should be 
focused. Also because that it is still not clear whether or not the 
bicyclists usually have leg motions when crossing the streets, there 
are debates about if leg motions are necessary for AEB testing 
surrogate development. The limb motion data will be sampled from a 
large amount of pedestrian and bicyclist moving video database 
collected from the driver’s view, and they are defined as:

Pedestrian limb motion refers to the arm swinging motion while 
walking. The whole arm (including the hand) needs to be clearly 
visible from the side of the pedestrian in order to be considered as 
swinging. The left arm and the right arm of the pedestrians are 
studied separately. One limb motion cycle (arm swing cycle) starts 
when the arm swings to the very backward position, and ends after 
the arm swing forward and back to the very backward position again.

Bicyclist limb motion refers to the leg kicking motions when moving 
the pedals. One limb motion cycle is the same as one pedal rotation 
cycle.

Since the scenarios for encounters between pedestrians and bicyclists 
are very complicated, it will be important to study the limb motions 
in the cases that are most relevant to the AEB system performance, 
and ignore the less relevant variables. In this study, we have defined 
five vehicle-pedestrian and vehicle-bicyclist encountering scenarios 
to study the corresponding limb motions, as illustrated in Figure 1, 
including: 

1.	 Pedestrian crossing from both directions 
2.	 Pedestrian walking with/against the traffic out of the roadway at 

both sides of the road 
3.	 Bicyclist crossing from both directions 
4.	 Bicyclist riding with/against the traffic in the roadway at both 

sides of the road 
5.	 Bicyclist riding with/against the traffic out of the roadway at 

both sides of the road

In all of these selected scenarios, the driving direction of the vehicle 
is not limited because the limb motions of the pedestrians and 
bicyclists can be studied independently without concerning about the 
interactions with the vehicles. In the five selected scenarios, the two 
crossing scenarios are the most important ones mainly because that 
the limb motions will have most effect on image processing 
algorithms and radar RCS values when the pedestrians and bicyclists 
show their sides to the vehicle. Also, considering that the limb 
motions will be almost symmetric for the AEB system no matter 
which side of the pedestrian or bicyclist is seen, the left-to-right 
crossing and right-to-left crossing cases are combined together in 
these two crossing scenarios.

When the pedestrians/bicyclists are traveling along the road, they are 
mainly showing their front or back to the vehicle. In these situations 
the limb motions have less effect on object detection and AEB 
performances. Since the effects of limb motion in these cases on AEB 
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evaluation are comparatively small no matter what the moving 
directions and locations are, along the road cases for pedestrians/
bicyclists are combined including both directions (with and against 
the traffic) and both locations (at the left and right side of the roads). 
However, since along the road cases are used as the control group to 
be compared with the crossing cases in terms of limb motions, we 
have separated the bicyclists riding along the road cases into two 
categories: in the roadway and out of the roadway, because these two 
situations happen quite frequently for the bicyclists with quite 
different behaviors associated with them.

Figure 1. Four common vehicle-to-pedestrian and vehicle-to-bicyclist 
encounters when the vehicle is moving straight forward.

Please note that the pedestrian in-road walking with/against traffic 
scenario is not included in this study. This is mainly because of two 
reasons: (1) for pedestrian walking along the road situations, the 
effects of limb motions on AEB systems are not quite different no 
matter if the pedestrian is walking in-road or out-of-road; and (2) 
when walking along the road, the pedestrian behaviors are not as 
different as the bicyclists for in-road and out-of-road situations, and 
thus are not investigated in this study.

For the crossing cases, one important measure is the existence of the 
limb motion during the crossing period. In this study, the definition of 
crossing period can be described as:

The crossing period starts when the pedestrian enters the road, and 
ends when the pedestrian leaves the roads.

On the contrary, existence of limb motion or not for moving along the 
road cases is not a valid question, because there are no clear 
boundaries for these cases and the answer is totally relying on where 
the sample is selected and how long the duration is.

Due to the scope of this research, we only included one environment 
variable towards the limb motion analysis: seasons. At different 
seasons, the temperature varies significantly, and may thereby affect 
the limb motions. Such difference is expected to be more prominent 
for the pedestrians. This is because when the temperature changes, 

the pedestrians may wear different amount of clothing, hide their 
hands in the pockets, or take some other poses while walking. The 
seasons defined in this study rely on the monthly average 
temperatures in Indiana, where the naturalistic driving data collection 
was completed. The temperature data are collected from the website 
(www.weather.com) which defines the following three seasons:

Summer season includes May, June, July, August, and September 
with average high temperature above 70°F.

Spring/Fall season includes March, April, October, and November 
with average high temperature from 50°F to 60°F.

Winter season includes December, January, and February with 
average high temperature below 40°F.

To summarize the discussions, we mainly have four detailed research 
questions as listed below, and the data analysis will be performed to 
try to answer all of these questions: 

•	 What are the percentages of pedestrians/bicyclists who have 
limb motions while crossing the road? 

•	 What are the average limb motion frequency and the 
corresponding distributions for the pedestrians and bicyclists 
crossing cases? 

•	 What are the differences in limb motion behaviors between 
crossing and non-crossing cases for the pedestrians and the 
bicyclists? 

•	 What are the effects of seasons on the limb motions when the 
pedestrians/bicyclists are crossing the road?

Video Data Analysis Process

Figure 2. Pedestrian and bicyclist limb motion video data preparation process.
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