
INTRODUCTION
As vehicle emissions have moved to the forefront of global 
legislation the initiative for lighter vehicles and improvements to 
conventional, hybrid, fuel cell and EV powertrains, has become a 
primary design objective for manufacturers. However, these advances 
also call for a more refined aerodynamic package to maintain vehicle 
stability in cross wind conditions and to reduce the drag to lower the 
energy consumption and increase range.

The squareback vehicle is of particular interest in the European 
market due to its popularity for small hatchback vehicles, estates and 
SUVs as well as commercial vehicles because of the large cabin and 
load space that they provide. Square-back vehicles are characterized 
by a large wake volume and associated suction region on the base 
that contributes up to 30% of the aerodynamic drag [1]. When a time 
averaged result is observed the wake is described as toroidal in 
structure [2] and contained by shear layers emanating from the 
vehicle sides, roof and floor. However, its highly three dimensional 
and unsteady nature leaves many questions to be answered regarding 
the relationship between the wake structures and base pressure. 
Ahmed [3] originally showed the presence of upper and lower 
counter-rotating vortices on the vehicle centerline in a wide ranging 
paper on wake structures. This result has regularly re-appeared in 
time average flow structures for square-backs, including in the work 
of Littlewood & Passmore [4]. Here a more detailed picture of the 
near wake along the vehicle centerline was found using planar PIV 

where the time averaged field was compared to the instantaneous 
images that were taken to construct it. From this it was shown that 
while the time averaged structure may be a useful overall description, 
the dominant vortex cores are not seen to exist as a coherent structure 
within the wake field instantaneously.

Duell and George [5] found that at the trailing edge of a squareback 
geometry the boundary layer is shed as vortices over a range of 
frequencies which are then paired as they are convected downstream, 
reducing the characteristic frequency of the shear layer and giving 
some indication of the unsteadiness within the wake. This shedding 
results in a longitudinal fluctuation at the free stagnation point as 
these vortices are shed, giving the wake a “pumping” motion. 
Littlewood and Passmore [4] described the shedding process as a 
‘Markov chain’.

Volpe, Devinant & Kourta [6] report pressure measurements and 
planar PIV measurements in the wake of a 25% scale model of a 
squareback Ahmed geometry at Reynolds numbers of 5.11x105 and 
7.7x105. They demonstrated that the wake is a bi-stable structure, 
switching between sides in the horizontal plane. In this case the 
complete wake topology was created through the interpolation of 
multiple planes of two component PIV data that were conditionally 
averaged in to the “left” and “right” conditions. They also showed 
that when data is collected for a sufficiently long period the time 
averaged result returns to the traditional steady state symmetrical 
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torus. When the bi-stable wake conditions are compared to the base 
pressures, the entire wake is in suction but a lower pressure is 
associated with the larger lobe of the torus structure.

The work of Volpe, Devinant & Kourta [6] also shows that there is a 
strong sensitivity to small yaw angles (±0.5°) with any deviation 
from 0° resulting in a bias of the bi-stability to the leeward side of the 
model and the time averaged result no longer seen to be symmetric. 
With angles of ±1° there is no longer any hint of bi-stability in the 
wake structure with a complete shift towards the leeward condition.

The complexity and three dimensional nature of the wake makes it 
desirable to capture the whole wake structure in a single measurement. 
This would allow an investigation of the torus structure in both the 
instantaneous and time averaged fields, whilst also resolving the 
unsteady nature of the field. Particle Image Velocimetry( PIV) 
techniques have been around for many years and have increased in 
capability, with larger fields of view possible and stereoscopic 
techniques widely reported. However, with the increasing power of 
computers combined with increased resolution and sensitivity of CCD 
and CMOS sensors it has become realistic to apply tomographic PIV 
(3 component volume PIV) techniques to a large volume.

The use of two component, two dimensional PIV is well documented 
in a variety of situations [4,7,8,9,10] and traditionally involves a 
single camera that is normal to the measurement plane, a pulsed laser 
passing through a plano-concave lens to create a diverging sheet of 
light focused to a thickness of around 1mm, neutrally buoyant 
seeding particles (such as DEHS solution which has been atomized to 
form 1μm particles) and a computer containing a timing board that 
allows for the control of the system. This technique is particularly 
accurate when there is only a small amount of through plane motion 
so that the majority of the particles captured by the camera in the 
double frame image pair remain within the light sheet.

Once there is a sizeable amount of out of plane motion, then 
stereoscopic PIV should be considered. This requires an additional 
camera in the setup with both cameras focusing on the same field of 
view with, ideally, an angle of greater than 30° between them. The 
cameras are corrected for the schiempflug principle [11] and through 
the use of a 3D calibration plate the perspective of the cameras can be 
used to compute the out of plane velocity component, resulting in a 
three component, planar (2D) technique. This added component to the 
velocity however is costly in both processing time and data volume.

Both these two dimensional techniques resolve the velocity in a slice 
through the wake structure with a thickness determined by the laser 
sheet. If sufficient planes are acquired the full volume can be 
reconstructed, however, this is time consuming and even then may not 
provide the data resolution required and it does not produce a full field 
instantaneous image. The alternative is to use a volume method that 
employs multiple cameras and allows each of the 2D camera images to 
be reconstructed into a three dimensional volume. Such tomographic 
reconstruction algorithms have been around for many years, perhaps 
the most relatable modern day example is an MRI machine or a CAT 
scanner taking multiple two dimensional images through a subject and 
then reconstructing to form a three dimensional volume.

Tomographic reconstruction techniques have also been used in PIV but 
typically only for a relatively small volume due to the experimental 
limitations associated with the camera sensitivity and available light. 
There are several available algorithms to reconstruct the planar images 
into a three dimensional volume and these have been analyzed by 
Elsinga et al. [12]. All such techniques are computationally expensive 
and should only be considered when a highly three dimensional flow is 
under investigation, however the technique does give a three 
component, three dimensional velocity field.

A main limitation to scaling tomographic PIV up to volumes 
sufficiently large for studying typical automotive problems is the 
intensity of light reflected from the seeding particles, particularly 
when the volume is large in all three dimensions. This paper utilizes a 
new seeding medium, employing 300μm helium filled soap bubbles 
to capture a large volume (500 x 500 x 500mm) and apply 
tomographic techniques to the highly three dimensional squareback 
wake structure of a Windsor model. The results are compared to 
planar 2D PIV data.

EXPERIMENTAL METHODOLOGY
Testing was performed in the Loughborough University Wind Tunnel, 
full details of which can be found in Johl, Passmore & Render [13]. 
The operating velocity in the test section was up to 40m/s. The 
freestream turbulence intensity is approximately 0.2% and flow 
uniformity ±0.4%.

Model
A quarter scale Windsor Model, Figure 1, as used in [4,7,8,14,15] 
was used for this work. The model is constructed of a machinable 
model board and gives a blockage ratio of 4.4% in the 2.5m2 working 
section. The model has large leading edge radiuses (0.05m) to prevent 
local separation and the windshield to roof leading edge has a radius 
of 0.2m. The longitudinal and rear edges are all sharp.

Figure 1. Dimensions of Windsor model

The model was supported by four pins of M8 threaded bar in 
locations representative of front and rear axles and 10mm inboard of 
the model sides. The ground clearance was kept constant at 50mm, 
(h/H)=0.17, which is typical of an MPV ride height.
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Planar PIV Measurements
Two component PIV measurements using a LaVision system were 
taken in vertical and horizontal planes in the wake of the model. In 
the vertical plane, the locations are y=0w/W (centerline) and 
y=0.26w/W, seen in yellow in Figure 2. In the horizontal, seen in 
purple, the planes were located at z=-0.67h/H (model centerline) and 
z=-1.11h/H.

Figure 2. Windsor model showing the locations of 2D PIV planes

For the planar measurements the airflow was seeded using a 
PIVPart45 aerosol generator, using DEHS (Di-Ethyl-Hexyl-Sebacat) 
as a seeding fluid. The particles, which are 1μm in size, are 
introduced in the settling chamber of the wind tunnel using an 8 tier 
seeding rake. The seeding particles were illuminated by a 200mJ/
pulse Nd:YAG laser located above the working section. The laser 
emits a circular beam of 6mm in diameter which when passed 
through a plano-concave cylindrical lens produces a sheet of 
approximately 1mm thickness at the measurement plane. Two Imager 
ProX four Mega-Pixel cameras, (2048x2048 pixels) were used to 
gather images. Each camera was fitted with a 50mm Nikon lens with 
an aperture value of f-4. Optical access was provided through the 
glass working section walls and a glass roof section. The cameras 
were mounted in a dark room beside the test section to reduce light 
pollution; in addition 532nm band pass filters were fitted to both 
cameras ensure the highest quality images. A schematic of the 
experimental set up can be seen in Figure 3.

Figure 3. Planar PIV system setup

The laser and camera were controlled by an internal Programmable 
Timing Unit (synchronizer), which sets the trigger rate at 7.26Hz. The 
interframe time (dt) was optimized for each setup position but was 

typically between 28-30μs. Spatial calibration was conducted using a 
2D calibration plate that consists of a series of crosses that provide 
known dimensions in x and y for the images to be calibrated against. 
To verify the PIV system settings were correct, 50 image pairs were 
taken over different dt values and processed. The processed data was 
then checked for peak locking and pixel biasing effects by observing 
the Probability Density Function (PDF) and scatter plots of pixel 
displacement. One thousand image pairs were taken for each test 
configuration and were processed using LaVision’s DaVis 8.0 software 
on a graphical processing unit (GPU) using direct correlation. 
Additional tests taking 2000 image pairs showed no significant 
improvement in the statistical uncertainty of the PIV data [16].

Processing was performed using a multi-pass processing technique, 
starting at a window size of 128x128 pixels and reducing to a 
window size of 24x24 pixels. Seven passes were done in total. The 
overlap between the interrogation windows was kept constant at 50%. 
To reduce the chance of spurious vectors, the parts of the raw image 
where the model, tunnel floor or any other obstruction could be seen 
were masked. This left only the area of interest in the processed 
vector fields.

Tomographic PIV Measurements
A tomographic volume measuring 500 x 500 x 500mm was used in 
the near wake of the vehicle model. The purpose was to encompass 
the whole vehicle wake, along with part of the freestream above and 
the flow exiting from underneath the model. Figure 4 shows the 
location of the tomographic measurement volume in relation to the 
Windsor model.

Figure 4. Tomographic PIV system setup with purple box representing the 
measurement volume

Two extra cameras were used for the Tomographic PIV setup, each 
set to the same four Mega-pixel resolution as used for the planar PIV. 
The four cameras were mounted on a frame in a horizontal 
arrangement (see Figure 4).

Three or more cameras are recommended for full 3D PIV because of 
the tomographic reconstruction of a volume of particles from multiple 
2D camera images. In the work reported here the tomographic 
reconstruction of the particle images used the LaVision ‘FastMART’ 
algorithm which employs an approach similar to that described by 
Atkinson & Julio [17]. While the process works with only three 
cameras, increasing to four (or more) increases the accuracy of the 
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direct correlation result because it reduces the number of occurrences 
of single particles being identified as multiple particles (ghost 
particles).

The system is calibrated using a 300mm x 300mm 3D calibration 
plate placed at the front, middle and rear of the volume of interest 
relative to the camera positions. During both calibration and the 
experiments the cameras used an aperture of f-8 to ensure suitable 
focus is maintained throughout the full depth of the volume. Images 
of the calibration plate are used in a camera pinhole mapping 
algorithm [11] that maps the 3D space visible to the cameras. The 
quality of the calibration is checked by de-warping the raw camera 
images onto a flat plane corresponding to the physical measured 
location of the calibration plate faces. A simulated regular grid is 
plotted on the same location with a grid spacing that corresponds to 
the spacing of the machined dots on the calibration plate. The 
alignment of the dots in the de-warped images of the calibration plate 
onto a regular grid is analyzed and the RMS error for each calibrated 
location and image is reported.

In 2D or Stereo PIV an RMS error below 0.5pixels is acceptable; 
however in Tomographic PIV an error below 0.1pixels is required to 
yield reliable results. Often this is not achievable simply using images 
of a calibration target, so an additional volume self-calibration 
procedure [18] is used to refine the calibration using the actual 
experimental data. This process uses 2D particle images from each 
camera taken at the same point in time, i.e. such that there should be 
no movement of the particles. If the calibration process was perfect, 
then once the particles positions are triangulated there should be no 
difference in their physical location as seen by all the cameras. The 
error for each particle at various locations in the calibrated volume is 
calculated for each camera and plotted as a vector. The vectors are 
then used to re-map the calibration and bring the overall RMS errors 
down below 0.1 pixels. In the work reported here the final RMS 
errors were 0.004.

Seeding for the tomographic measurements was generated using a 
novel high output helium filled soap bubble (HFSB) seeder. This used 
compressed helium and air to create bubbles of 300μm in size, 
introduced into the contraction of the wind tunnel using an airfoil 
shaped seeding rake (pictured in Figure 5). The increased particle size 
was required to improve the light scattering in such a large 
measurement volume. The intensity of the scattered light squares 
with particle size, so a 300 times increase in particle size meant the 
particle images in the tomographic tests were 90,000 times brighter 
than the standard seeder producing 1μm particles.

To ensure that seeding particles are entrained into the wake from the 
flow exiting from under the model a raised ground was installed into 
the working section 50mm above the standard floor. The ground 
board is a 20mm thick flat plate supported by 12x50mm steel spacers, 
mounted through the wind tunnel floor. The boundary layer thickness 
on the ground plane at a location corresponding to the leading edge of 
the model was calculated to be 19mm (δ99).

To illuminate the particles in the measurement volume the beam from 
the 200mJ/pulse Nd:YAG laser was expanded using a volume optic to 
create a 3D conical output. Expanding the laser in two dimensions 

reduced the power density in the measurement volume, so a mirror 
was placed under a Perspex section of the ground board to recycle 
part of the laser power back into the measurement volume.

Figure 5. Helium Filled Soap Bubble Seeder mounted in contraction of Wind 
Tunnel

The current tests were conducted in an open return wind tunnel which 
means that any seeding produced is not recycled as may be the case 
in a closed return tunnel. Further, the use of helium bubbles would 
mean that the even in a closed return tunnel the bubbles would not 
survive the journey through cleaning meshes or heat exchangers. The 
main challenge in the design of the seeder was to produce neutrally 
buoyant bubbles at high enough production rates. The seeder used 
here produced 300,000 bubbles per second per nozzle from a rake 
consisting of 10 nozzles. This production rate is orders of magnitude 
higher than any other devices of this type. However, during the 
experiments reported here the test speed was limited to 30m/s to 
ensure sufficient seeding density. At 30m/s the current seeding rate 
should produce in the order of 50,000 particles in each 500mm x 
500mm 2D image. On average, in the 2D views acquired in this work 
approximately 56,000 bubbles were measured. For larger volumes or 
higher tests speeds additional seeding rakes can be added.

In practice 50,000 particles per image is somewhat less than would 
normally be preferred for tomographic PIV experiments. To ensure 
good quality vector fields the final grid resolution was reduced using 
a final PIV window size of 112 x 112 x 112pixels with 75% overlap; 
this results in a vector grid resolution of 10 x 10 x 10mm. Higher 
resolution could be achieved using multiple seeding rakes but the 
data yield over the 500 x 500 x 500mm volume is still considerable.

Proper Orthogonal Decomposition (POD)
Proper Orthogonal Decomposition (POD) is a powerful data analysis 
method in turbulence research [19], and is particularly suited to large 
data volumes which represent non-linear phenomena such as the 
highly three-dimensional vehicle wakes investigated here. POD takes 
the input data and decomposes the fluctuating component by creating 
a basis of spatial functions, (ϕ(x)), which are optimized solutions to 
the Fredholm equation and uncorrelated temporal coefficients, an(t), 
shown in Equation 1. N is equal to the number of samples taken and 
hence the number of modes in the decomposed field. The eigenvalue 
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