
INTRODUCTION
In recent years, the downsizing of direct injection spark ignition 
engines for light duty automotive applications has made a major 
contribution to improving the fuel economy of private passenger 
vehicles. Turbocharging and direct injection fuelling have been key 
technologies which allow smaller capacity engines to be used to meet 
required power and torque output requirements. These smaller 
engines operate at higher cylinder mean effective pressures across the 
load range than the engines they supersede. At part-load, throttling 
losses are reduced, gross indicated thermal efficiency is improved and 
reductions in engine capacity reduce friction power losses. The 
improvements under part-load conditions make a strong contribution 
to improving vehicle fuel consumption over drive cycles such as the 
New European Drive Cycle (NEDC).

Downsized engines with a swept capacity of around 1.0litre are most 
commonly three-cylinder designs. Further downsizing by reducing 
cylinder capacity or the number of cylinders is possible, but other 
directions of technical innovation may be preferred for the next 
generation of small engines. One area of technology receiving 
attention is cylinder deactivation as a means of reducing the effective 
cylinder displacement for light load operation. Past applications in 
the automotive area have commonly been to relatively large 
displacement engines with six or more cylinders [1, 2, 3, 4, 5, 6, 7, 8]. 
Since 2012, however, VW have produced a 1.4l, 4 cylinder TSI 
engine with Active Cylinder Technology [2]. This enables the 
deactivation of two of the four cylinders within an envelope of light 
load operating conditions. Ford have also reported exploring the 
application of cylinder deactivation to the three cylinder 1.0l Ford 
EcoBoost engine [3],[9].

Various systems for deactivating cylinders have been described in the 
literature, including systems which eliminate piston reciprocation to 
reduce friction [10] or deactivate all cylinders in turn in a pattern 
which minimises temperature changes [2]. Most commonly however, 
cylinder deactivation is applied to particular cylinders and achieved 
by cutting fuel supply and disabling intake and exhaust valve 
actuation, leaving the valves closed. Depending on the timing of the 
disablement, the trapped cylinder gas can be predominantly air or 
products of combustion [1]. The various means of achieving 
disablement include the use of switchable roller tappets, switchable 
rocker arms, and camshaft shifting systems [1]. Fuel economy 
improvements are attributed to reductions in pumping work and an 
increase in gross indicated thermal efficiency [11]. Reported 
improvements in fuel economy are significant, ranging from a 
maximum of 30-40% for a 2.0l V6 carburetted petrol engine [12] 
when deactivating a bank of cylinders at low loads, to 25% for the 
1.4l TSI [2] at low loads, and 6-10% for a 1.4l four-cylinder 
turbocharged engine with one or two cylinders deactivated [13].

The application of cylinder deactivation to three cylinder, 1 litre 
engines is a departure from the norm and present challenges which 
include the uncertain effects on thermal behaviour of deactivating one 
of three cylinders. An investigation of these effects through 
computational modelling and experimental studies is reported in the 
paper. The model is a variant of the PROMETS [14] code describing 
thermal behaviour in the engine structure using a lumped thermal 
capacity approach with sub-models representing friction, interactions 
with coolant and oil, and gas exchange processes. These and the 
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representation of losses associated with a motored deactivated 
cylinder are outlined, and the fuel economy benefits of deactivation 
investigated.

MODEL FEATURES
The computational model used in the work is a variant of PROMETS 
[14], in which the engine structure is modelled using 41 lumped 
thermal capacity elements per cylinder. This is combined with models 
of internal and external coolant loops, as shown in Figure 1, and the 
oil circuit. The model has a set of physics based sub models carried 
over with some revisions from previous applications. These describe 
friction characteristics [15], local heat transfer conditions for heat 
exchange between the engine structure [16], coolant [17] and oil, 
gas-side heat transfer to the combustion system walls and heat 
exchange in the intake and exhaust ports [18] [19] .

Figure 1. Coolant schematic for the modelled three cylinder engine [A] prior 
to the block thermostat opening, [B] after the block thermostat opens and [C] 
when the radiator thermostat opens.

A version of the 3 cylinder engine with the same displacement but 
without cylinder deactivation technology provided information on 
component masses which were compared to values predicted by a 
pre-processor for PROMETS. After minor adjustments, agreement 
between the predicted masses of modelled engine components and 
measured values was good, as shown in Figure 2. The piston stroke is 
82mm and the cylinder coolant jacket extends to 65mm from the top 
of the block. The engine has an integrated exhaust manifold which 
was represented in simplified form which reproduced the surface area 
and internal volume and length of the manifold tracts by reference to 
CAD drawings.

Figure 2. Comparison of measured and modelled masses for core elements 
representing the modelled engine build.

The cooling system of the engine passes through three modes of 
operation controlled by two thermostats as it warms up. These are 
illustrated in Figure 1. In the early stages of warm-up, coolant in the 
block is in a quiescent condition and coolant is circulated through the 
exhaust side of the head, as in (A), and returned to pump inlet through 
an external bypass. In the second mode (B), the first, head thermostat 
opens and there is forced circulation of coolant through both the head 
and the block. Finally, when the coolant reaches its fully warm 
temperature, the second thermostat opens and the system operates as 
shown in (C), allowing coolant circulation through the radiator.

Figure 3. Side-view (left) representation of the block, head and piston 
components in the thermal model. (Right) Bottom-view representation of the 
cylinder head and intake and exhaust valve head element numbers.
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An example of the modelled representation for one of the three 
cylinders is shown in Figure 3.

Friction and Ancillaries
The total combined rubbing friction and ancillary loads of the engine 
without cylinder deactivation were determined experimentally from the 
difference between net IMEP and BMEP over a range of engine 
operating conditions. The engine was run with an oil fill which meets the 
SAE 5W-20 specification. The corresponding friction prediction was 
increased by 10% to match the experimentally measured value, with 
each component contribution scaled by the same factor. The friction 
model is described in [15]. The agreement between measured and 
adjusted prediction of the total and the distribution between contributing 
sources are shown in Figure 4 as a variation with engine speed.

Figure 4. Modelled and measured FMEP values for fully warm conditions, i.e. 
i.e. Toil = 90°C for a flat-follower configuration.

Losses Associated with Motoring a Deactivated Cylinder
The form of cylinder deactivation considered here shuts off gas 
exchange by leaving intake and exhaust valves closed [21] [22], 
effectively sealing the cylinder, and disables fuel injection 
electronically. The trapped gas in the cylinder is compressed and 
expanded every engine revolution. The compression and expansion 
processes adjust within a small number of cycles to establish 
repeating closed pressure-volume figures. The cylinders are not 
perfectly sealed due to piston blow-by and leakage passed valves. 
Gas transfer occurs out of the cylinder when cylinder pressure is high 
and into the cylinder when pressure is low. This gas exchange 
represents a small fraction of the cylinder mass and does not 
noticeably distort the compression and expansion processes which 
can be treated as polytropic processes with different values of the 
polytropic index. The work required to motor the deactivated cylinder 
represents a performance penalty which should be accounted for in 
weighing the benefits and disadvantages of deactivation, although 
Leone et al [4] reported the work penalty is small, representing a 
penalty of around 0.02 bar IMEP.

In the current work, experimental measurements of the pressure 
variation in a deactivated cylinder show that it takes typically 30 \
engine revolutions to adjust to a repeating pattern. The mass trapped on 
the first deactivated cycle depends on the timing of valve closure in the 
cycle. Dependent on this, there is a reduction in trapped mass of up to 
70% due to blowby during the settling period. An example of the 
stabilised pressure variation is given in Figure 5. The compression and 
expansion lines almost overlay, indicating almost all the work done 
during compression is recovered during the expansion stroke, and the 
linearity of the.process lines indicate these are polytropic with a similar 
polytropic index value. The penalty due to pumping air requires 2-3 
Joules per revolution, which is equivalent to 0.02-0.03 bar IMEP, and 
similar to the losses reported in [4]. This is a minor loss but note 
however, that the deactivated cylinder continues to reciprocate and 
makes a larger contribution to the engine rubbing friction.

Figure 5. Measured stabilised pressure trace for a motored cylinder 
(1500rpm, 20Nm).

Neglecting the losses associated with mass transfer into and out of 
the cylinder after the early transient conditions have settled, the 
dissipated work per revolution is the difference between work done 
on the trapped gas during the compression and expansion strokes. 
Because this difference is small, a direct calculation is badly 
conditioned to small errors in the values of the polytropic indices. 
More robustly, the total work dissipated can be equated to the heat 
transferred from the gas. The direction and magnitude of heat transfer 
are the same for both the compression and expansion strokes, and 
over the two strokes is approximately twice the heat transfer during 
the compression stroke. As shown in Appendix 1, treating the trapped 
charge as a perfect gas and the cylinder as a closed system, the 
dissipated work over the two strokes

To evaluate this, an estimate of the trapped mass, m, and gas 
temperature change ΔT over the stroke, and the polytropic index n are 
required. Values of n determined from pressure -volume diagrams 
were in the range 1.34-1.36. The trapped mass was estimated using 
the perfect gas equation and air properties. The biggest uncertainty is 
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in the value of cylinder gas temperature, as this is not measured at 
any point in the cycle. Here it is assumed that at BDC piston position, 
the gas temperature is close to wall temperature and the surrounding 
coolant temperature, and taken to be 400K. With this assumption and 
using the average index value, 1.35, the work dissipation was 
calculated to be 2.2-3.2 J/rev, which is consistent with the values 
given in [4] and small enough to be considered a minor loss.

Gas Exchange Processes
Deactivating one cylinder requires an increase in work output of 50% 
from the other two to maintain the same engine brake output. If 
mixture AFR is stoichiometric, the air flow to each of the two firing 
cylinders also increases by close to 50%. (The increase is less than 
half if fuel economy has been improved by deactivating the third 
cylinder). The increase in airflow reflects any change in cylinder 
volumetric efficiency resulting from the change in operating point of 
the two firing cylinders, and a reduction in throttling loss which raises 
intake port pressure and reduces pumping work. The reduction 
reduces the net indicated work required for a given brake work output 
and accounts for most of any improvement in fuel economy at light 
load. The pumping work is proportional to the difference between 
intake port and exhaust port pressures. The exhaust port pressure 
depends upon the change in cylinder volumetric efficiency, 
turbocharger system design, control strategy and calibration details. 
In the current study, cylinder volumetric efficiency and exhaust 
pressure were defined empirically for the range of operating 
conditions covered by the NEDC and FTP-75 drive cycle by 
reference to data taken with the engine operating without cylinder 
deactivation. Cylinder volumetric efficiency was defined as a 
corrected ideal value dependent upon compression ratio, engine speed 
and intake and exhaust back pressure. A comparison of the 
experimental data for cylinder volumetric efficiency with the engine 
running on three cylinders and the simulated variation is given in 
Figure 6. The difference between the experimental and simulated 
results is generally less than 5%. Discrepancies were higher for idling 
(-8%) and, because the transient effects such as manifold filling were 
neglected, following rapid throttle opening or closing. The same 
function for cylinder volumetric efficiency was applied to the firing 
cylinders when running with the third cylinder deactivated. The 
exhaust back pressure was similarly defined by reference to the 
experimental data for three cylinder operation, as a function of engine 
total airflow and waste gate position. The small change in the total 
engine air flow consumption between two and three cylinder 
operation at the same brake output work and engine speed was 
neglected, and the turbocharger was assumed to be unaffected by the 
change in exhaust pulse frequency. Using the empirical functions to 
describe cylinder volumetric efficiency and exhaust back pressure, 
the cumulative pumping work over the NEDC was measured to be 
0.243 kWh compared to the function value of 0.247kWh (1.6% 
difference). For the FTP-75 cycle the corresponding values were 
0.381kWh and 0.339kWh respectively (-11.1% difference). A 
comparison of second- by- second variation in PMEP is given in 
Figure 7 A for the NEDC and Figure 6B for the FTP-75.

Instantaneous fuel consumption was determined from experimental 
values of gross indicated specific fuel consumption (per cylinder) and 
the sum of simulated pumping work, friction and ancillary work, the 

loss associated with motoring a deactivated cylinder, and the brake 
output work. The indicated load is weakly dependent on fuel 
consumption, so a simple iteration is required to solve for fuel 
consumption and indicated load values which are self- consistent. 
Comparisons of experimental and simulation results for instantaneous 
and cumulative fuel consumption are given in Figure 8. For these 
comparisons, the experimental variations of bulk coolant and bulk oil 
temperatures were used in the simulations to avoid possible 
confounding of the reasons for discrepancies; as illustrated, the 
agreement between measured and simulated cumulative fuel 
consumption is good for both drive cycles.

Figure 6. Comparison of modelled and experimental cylinder volumetric 
efficiency for the NEDC, for a cold start where Tcoolant = 20°C.

Figure 7. Instantaneous modelled and measured PMEP for (A) the NEDC and 
(B) FTP-75.
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