
INTRODUCTION
While designers create a suspension system of a vehicle, they always 
have to solve the problem of reconciling of two groups of conflicting 
requirements [1]: 

1.	 Requirements to ensure a given level of smoothness, rapidity, 
minimize dynamic loads acting on the cargo, nodes, passengers 
and drivers of the vehicle; 

2.	 Requirements of manageability, security, stability, stabilization 
of the vehicle, stabilization of its body.

Besides, it is well known that to reconcile the conflicting 
requirements mentioned above, it is possible to do the most 
effectively only if to provide the following three conditions: 

1.	 The suspension system of the vehicle has to contain an elastic 
element with nonlinear characteristic [2]. 

2.	 The suspension system of the vehicle has to contain an adaptive 
shock absorber with ability to control its performance in 
accordance with traffic situation while the vehicle moves. 

3.	 When designing the suspension system of the vehicle, it is 
necessary to ensure optimal coordination of the performance 
parameters of the elastic element with nonlinear characteristic 
and the adaptive shock absorber of the suspension of the 

vehicle, as well as to implement an optimal control algorithm 
for the adaptive shock absorber.

Analysis of existing approaches to solve this problem in the area of 
transport engineering practice has shown that there is no yet any 
optimal, economically acceptable solution for practical realization of 
these requirements, mentioned above, as well as implementation of 
these three conditions [3, 4, 5, 6]. However, it seems that the 
implementation of our suggestions will significantly move towards 
the solution to this complex problem [7, 8, 9, 10].

The main aim of our paper is to introduce working characteristics of 
our developed vehicle suspension and to show its advantages in 
comparison with existing ones. We do it on example of experimental 
research with Russian passenger cars named cars VAZ "LADA-
GRANTA" and "LADA-KALINA."

At the moment, we have developed fundamentally new, having no 
analogues in the world practice of transport engineering, the original 
designs: 

1.	 the lockable adaptive shock absorber with a hyper-wide control 
range of dissipative characteristics; 

2.	 the elastic element with the nonlinear characteristic and the 
automatic optimization of localization of working zones.
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There already are implementations of similar suspension system 
concepts in production vehicles today. For example, semi-active 
dampers with high operating ranges and algorithms that increase 
damper force have been known for more than 10 years. And dampers 
that incorporate hydraulic locking have been known for much longer. 
Non-linear springs and jounce bumpers that create rising wheel rate 
curves are also common. But for both the lockable damper with 
increased damping force near the end of the stroke and the non-linear 
torsion spring we have managed to find new solutions how to 
improve the efficiency of these units. We have got 9 patents on 
inventions for these devices with improved working characteristics. 
For references, we have got patent #252273 RF, #2479766RF, 
#2489224RF, #2500936RF, and some others.

Suspension of vehicles equipped with these two nodes, in view of the 
obvious, essential, fundamental advantages analyzed below, we will 
henceforth call conditionally as adaptive suspension system of 
vehicles. We have installed the developed design of the suspension on 
the cars named VAZ "LADA-GRANTA" and "LADA-KALINA."

This paper is composed of four sections. In the first section we point 
some main functional advantages of our developed designs. In the 
second section we describe experimental results for the front 
suspension of the car VAZ 2116 "LADA-KALINA." In the third part 
we consider some possibilities of usage of our vehicle suspension. 
And in the last section we investigate operating characteristics of the 
units of our developed suspension, such as, a lockable adaptive shock 
absorber and an elastic element with a nonlinear characteristic on the 
different modes of work.

MAIN FUNCTIONAL ADVANTAGES OF OUR 
DEVELOPED DESIGNS

Lockable Adaptive Shock Absorber with a Hyper-Wide 
Control Range of Dissipative Characteristics
We list the main functional advantages of our developed shock 
absorbers in comparison with the existing designs [11, 12, 13]. 

1.	 They allow us to implement the hyper-wide control range of 
dissipative characteristics depending on value of the first control 
parameter, namely: the value of "control current" on a coil of 
electro-hydraulic valve: 
◦◦ from characteristics of clearly specified, the lowest level of 

damping; 
◦◦ to characteristics up to the highest level of damping 

mode until the "self-locking," when the shock absorber is 
converted into a single rigid unit, and thus it has an "very 
high level of damping." 

2.	 They allow us to realize the "self-blocking" mode at any time. 
3.	 Depending on the magnitude of the second control parameter, 

namely: position of piston, they can implement the following 
features: 
◦◦ they allow us to implement any pre-defined dissipative 

characteristics of the marked hyper-wide control range of 
the dissipative characteristics in intermediate positions of 
the piston corresponding to "comfort zone"; 

◦◦ degree of damping of the shock absorbers automatically 
progressively increases while the piston is approaching 
to extreme positions, regardless of the magnitude of the 
control parameter, namely, value of "control current" on 
the coil of the electro-hydraulic valve; 

◦◦ they are automatically "self-locking" in a unilateral 
direction in the extreme positions of the piston. 

4.	 In total, the transition from conventional shock absorbers to 
usage of our proposed designs of the adaptive shock absorbers 
does not suppose any increasing of size of existing designs of 
regular suspension devices of vehicles, and it does not require 
any significant investments. «Issue price», basically, is the cost 
of the electro-valve, not taking software into consideration.

How can the shock absorber automatically switch operating modes 
between a softer and stiffer characteristic, which also includes a 
maximum “lockout mode”? To solve this problem we have invented 
new designs of the absorber. These designs are described in patent 
#2469225RF, #2474739RF, and #2479766RF. In the designs permitted 
tensions in elastic elements typically do not exceed 800 MPa. The 
internal pressures in which this damper would be operating, during the 
“lockout mode” is low enough to provide reliable operating of the 
damper. We have proved this claim with help of experimental studies. 
What are the inputs that the damper is adjusting to? They are road 
conditions and modes of driving of the vehicle.

The Resilient Element with Nonlinear Characteristic 
and Automatic Optimization of Localization of 
"Working Zones"
The developed designs of the elastic elements, unlike the well-known 
ones, have the following advantages: 

1.	 They have significantly non-linear characteristic, which consists 
of several separate intervals. 

2.	 The basic operating interval («comfort zone») has a very low 
stiffness. In existing designs we have decreased the stiffness in 
this interval more than two times in comparison with the known 
analogs. 

3.	 The subsequent intervals have stiffness in several times larger 
than in the known analogs. 

4.	 In «spring designs» conventional cylindrical springs with 
constant pitch winding and constant diameter of the wire are 
used. 

5.	 The design of the elastic element allows automatically, 
consistently excluding from further work those intervals, 
tensions at which have reached a predetermined maximum 
value. In other words, the design of elastic elements possesses 
the peculiar property of automatically optimization of 
localization of the "working zones."

EXPERIMENTAL RESULTS
As an example, let us consider the developed experimental model of 
the elastic element for the front suspension of the car VAZ 2116 
"LADA-KALINA" (Figure 1).
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Figure 1. Comparison of theoretical and experimental results

Elastic element of the car VAZ 2116 «LADA-KALINA» (prototype) 
has the following parameters:

Here fs is deformation of the elastic element corresponding to static 
load Fs acting on the car; fmax is deformation of the elastic element 
corresponding to the highest load Fmax acting on the car; and cp is 
stiffness of the elastic element (prototype) of the car VAZ 2116 
«LADA-KALINA".

Operating characteristic of the elastic element (prototype) is linear, 
and in Fig. 1 marked in red. But operating characteristic of the 
developed experimental model of the elastic elements for the front 
suspension of the car VAZ 2116 «LADA-KALINA" is nonlinear and 
consists of three line segments. In Figure 1 it is marked in blue.

Commenting on the main design features of the developed 
experimental model of the elastic elements, it is necessary to pay 
attention primarily on the following points: 

1.	 In zone U1 (zone of comfort) stiffness c1 of the developed 
experimental model of the elastic element is 10.438 N/mm; 
consequently the ratio Kc = c1/cp, where cp is stiffness of 
considered part of the elastic element of the prototype, in this 
case is as follows

(1) 

2.	 In zone U2 of increased deformations the stiffness c2 of the 
developed experimental model of the elastic element is 73 N/
mm; consequently the ratio (6) in this case is as follows

(2) 

3.	 In zone U3 of high deformations the stiffness c3 of the developed 
experimental model of the elastic element is 1610.438 N/mm; 
consequently the ratio (6) in this case is as follows

(3)

Thus, as expected, in a broad operational area in the comfort zone U1, 
the stiffness of the suspension of the developed experimental model 
of the car, according to (1), almost is half the stiffness of standard 
suspension of the car VAZ 2116 «LADA-KALINA". That 
undoubtedly leads to qualitative improvement of the comfort of the 
car. However, in the zone of increased deformations U2, according to 
(2), the stiffness of the suspension of the developed experimental 
model of the car is already 3.48 times higher than that of the standard. 
This fact facilitates faster "pacification" of vibrations of body of the 
car. And this property is even more enhanced in the zone U3 of high 
deformations. In this zone, in accordance with (3), the stiffness of the 
suspension of the developed experimental model of the car is 76.7 
times higher than that of the standard.

And it is very important that, as expected, in our developed designs 
of elastic elements, maximum stresses in these elements do not 
exceed 800 MPa.

POSSIBILITIES OF USAGE OF OUR 
DEVELOPMENTS IN A VEHICLE 
SUSPENSION
Using of the proposed designs of the adaptive shock absorbers and 
the elastic elements will allow the following:

Highly effectively to solve the problem of improving sharply 
comfort, the smoothness of the vehicle, a significant reduction of 
dynamic loads acting on the cargo, passengers, crew, components and 
units of the vehicle, especially, when this vehicle is moving on a road 
with lower quality. It is provided by the fact that:

In the "comfort zone" the stiffness of the resilient suspension element 
is not less than two times lower than stiffness of the elastic elements 
of existing suspension systems.

In the "comfort zone" the shock absorber can automatically switch to 
operating mode with a softer characteristic.

Under any road conditions and at any time, the shock absorber can 
automatically implement the operation of suspension system of the 
vehicle according to any pre-formed program of optimal control. It is 
ensured by the presence of the hyper-wide control range of the 
operating characteristics. At the present, it is not available for existing 
analogues in the world practice of vehicle engineering.
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Highly effectively to solve the problem of controllability, stability, 
and stabilization of the body of the vehicle when cornering, on a road 
with low quality, under action of short-term and long-term pulsed 
loads, during acceleration and braking of the vehicle. It is provided 
by the following:

In zone of higher deformation of the elastic element of the vehicle 
suspension, the stiffness of the elastic element is at least four times 
higher than the nominal stiffness of this elastic element.

In zone of high deformation of the elastic element of the vehicle 
suspension, the stiffness of the elastic element is no less than thirty 
times higher than the nominal stiffness of the elastic element. Note 
that at present, almost no one elastic element of mechanical type 
possesses the combination of the properties 1.2, 2.1, and 2.2 with 
additional restriction of largest allowable stress value of 800 MPa.

Under any road conditions and at any time, the shock absorber can 
automatically implement lockout mode in which it is converted into a 
single rigid unit, this property is particularly valuable when driving at 
high speed cornering, and the sudden acceleration or sudden braking. 
In these cases, to provide the stabilization of the vehicle body is the 
most important.

Highly effectively to solve the problem of increasing average speeds 
of the vehicle when driving on a road with lower quality, cornering, 
when both of the conditions limit the level of dynamic loads on the 
cargo, passengers, crew, components and units of the vehicle to 
maintain the set of indicators ride and stability control of the vehicle.

To use the automatic control of the adaptive suspension system of the 
vehicles, to implement adaptive stabilization of the vehicle, the 
stabilization of its body, optimizing of parameters of handling, 
stability and comfort of the vehicle by means of the most efficient 
and economical way. This improves the rapidity of the vehicle.

To exclude «breakdowns suspension» of the vehicle.

To eliminate the need of buffers rebound and compression.

OPERATING CHARACTERISTICS OF THE 
DEVELOPED UNITS OF THE ADAPTIVE 
SUSPENSION

The Lockable Adaptive Shock Absorber with a Hyper-
Wide Control Range of Dissipative Characteristics
If we characterize the structure of a family of our developed adaptive 
shock absorbers, it can be concluded that structurally the shock 
absorbers consist of two interconnected main components: 

•	 the actual shock absorber, i.e. piston-cylinder unit, and 
•	 the electro hydraulic valve.

These two components have different effects on formation of four 
main variants of operational control of the work (dissipative) 
characteristics of the shock absorbers.

Firstly, we note that, in contrast to the well-known schemes, in the 
proposed design of the adaptive shock absorbers their work 
characteristic has the following structure:

(4)

here

Q is the force acting on the piston of the shock absorber;

 is the operator of differentiation with respect to time t;

p = col(q, i) is “control matrix” of the shock absorber - column matrix 
of size 2 × 1;

i is the value of the control current in the electro-hydraulic valve of 
the shock absorber (the first control parameter of the shock absorber);

q is a coordinate, determining the position of the piston 1 (Fig. 2) - 
the distance between this piston and its center position in the work 
cylinder 3 (the second control parameter of the shock absorber). In 
the Fig. 2 we have: 1 is the piston; 2 is piston rod; 3 is the work 
cylinder; 4,5 are back and front sides of the piston. In the Fig.2 the 
electro-hydraulic valve is not shown.

Figure 2. Scheme of telescopic shock absorber.

The main determining regulation component acting on the adaptive 
shock absorber is, of course, the magnitude of the control current. 
Mainly, it is variation of value of, that allows us to get the «infinite» 
(hyper-wide) control range of the dissipative characteristics of the 
adaptive shock absorber.

Depending on the type of function i = i(t) and the method of its 
formation, four variants of the organization of the operational control 
of the dissipative characteristics of the shock absorber may occur:

1.1 Autonomous mode in which the controlled variable i is constant. 
This mode is the most simple design variant of the control of the 
dissipative characteristics of the shock absorber. It is realized by 
natural internal automatism. This mode is limited by zone BC (Fig. 
2), and it is approximately 93-95% of the maximum stroke of the 
piston in compare with the total work area AD. In this mode 
operating characteristic of the shock absorber remains unchanged and 
consists of a single curve, namely: curve 1 in rebound phase, and 
curve 4 in the contraction phase (Fig. 3).

Dubrovskiy et al / SAE Int. J. Commer. Veh. / Volume 10, Issue 1 (May 2017)196

Full document details: SAE 2017-01-0404

http://avadocuments2026.com/doc/sae-2017-01-0404
http://avadocuments2026.com/doc/sae-2017-01-0404

