
INTRODUCTION
Coaxial rotor aircraft are gaining interest in civil and military 
applications, as well as in the small, Unmanned Aerial Vehicle 
(UAV) market. Compared to single-main rotor or tiltrotor 
configurations, however, there are fewer studies, analytical or 
experimental, on coaxial rotors. Studies on coaxial rotor 
performance through 1997 are summarized in Coleman [1]. Barbely 
et al. [2] provides a compilation of computational studies of coaxial 
rotors in hover and forward flight; references for the data used to 
validate the current studies are also cited.

The approach to explore a coaxial rotor in 2D, developed by Barbely 
et al. [2, 3, and 4], was pursued in a recent paper by Singh and 
Friedmann [5]. Using vortex discretized airfoils, Singh and 
Friedmann’s 2D simulations included effects of downwash and shed 
vorticity by using periodic boundaries. The loads on the upper airfoil 
were found to be larger compared to the lower airfoil when the 
airfoils crossed one another. Studies included effects of pitch angle 
and separation distance, where increasing the pitch angle and 
decreasing the vertical separation distance increased the change in lift 
at time of crossing. Furthermore, a 3D simulation using the rational 
function approximation unsteady aerodynamic loads model combined 

with the viscous vortex particle method was validated and results 
revealed a periodic vibration corresponding to the azimuthal location 
of blade overlap.

In a series of studies, Barbely et al. [2, 3, and 4] used the 2-D version 
of the OVERFLOW Navier-Stokes solver to model the crossing of 
two airfoils, offset vertically and traveling in opposite directions. 
Vertical spacing between the airfoils, airfoil angle of attack, Mach 
number (including transonic and compressible cases), and airfoil 
thickness were varied. The results showed dramatic effects on the 
aerodynamic loads on the two airfoils, as well as effects on the 
pressure field surrounding the airfoils during and after the crossing. 
In this previous study, effects of circulation, thickness, and 
compressibility were retained, while the effects of shed vorticity and 
downwash were not modeled. Results revealed that circulation was 
the dominating aerodynamic source compared to thickness effects. 
Effects of compressibility are only important for high Mach numbers, 
which most modern rotors are designed to avoid.

The present effort continues the work of Barbely et al. [4], expanding 
the complexity of the 2D simulation by replacing the two-airfoil 
scenario with a “train” of airfoils, vertically offset, traveling in opposite 
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directions. The train of airfoils is more representative of a coaxial rotor 
system with each rotor having multiple blades, thus producing 
numerous blade crossing events in one rotor revolution. The goal of 
this study is to understand the effect of the shed vorticity of multiple 
airfoils on the surrounding flow field and on the airfoil loading.

A description of the OVERFLOW analysis, including the gridding 
approach, is presented first. The Results section includes key findings 
from the two-airfoil crossing simulation presented in Barbely et al. 
[4]. A more detailed analysis of the airfoil shed wake is also presented. 
The two-airfoil results provided the motivation for exploring the train 
of airfoils (eight-airfoils in each train). Two different coaxial rotor 
geometries are simulated using the 2D analogy. Loading on an airfoil 
before, during, and after a crossing event is compared for a two-airfoil 
system and a system with a train of airfoils. Results for an isolated 
airfoil are included as a baseline. Finally, specific observations are 
presented. A graphical description (not to scale) of the three simulation 
set ups are seen in Fig. 1. The isolated airfoil simulation (Fig. 1 a)) is 
denoted by “ISO”, the two airfoil simulation (Fig. 1 b)) airfoils are 
denoted by “UA” for the upper airfoil and “LA” for the lower airfoil, 
and the multi airfoil simulation (Fig. 1 c)) is denoted by “UA1” 
through “UA8” for the upper airfoils and “LA1” through “LA8” for 
the lower airfoils. The abbreviations for each set up and airfoil are 
used throughout the paper.

a. 

b. 

c. 

Figure 1. Pictorial representation of a) isolated, b) two airfoils crossing, and c) 
multi airfoils crossing simulations.

ANALYSIS DESCRIPTION
Fluctuations in the aerodynamic loading during a blade crossing 
event result in vorticity shed into the airfoil wake. This vorticity rolls 
up and persists in the flowfield long enough for it to interact with 
trailing blades/airfoils. The present work modified the prior model to 
track these shed vortices and examine their interaction with trailing 
blades/airfoils.

OVERFLOW 2.2k [6], developed by NASA, is a compressible 
Reynolds-Averaged Navier-Stokes CFD analysis tool that uses 
structured, overset grids. This study used OVERFLOW’s 2D 
configuration to model airfoils moving through a static background 

mesh. Over the course of the simulation, these airfoil(s) converged 
horizontally toward the origin at a speed representative of the tip 
speed of the coaxial rotor design. At the origin they passed by each 
other to model a blade passage or “overlap”. The upper airfoil(s) 
were initially displaced 200 chord lengths to the right of the origin 
while the lower airfoils were initially displaced 200 chord lengths to 
the left of the origin. This distance was chosen to give the flow 
sufficient time to reach a steady state before the airfoil grids reached 
the origin. The airfoils were also displaced from the origin in the 
vertical axis by a distance that represented the rotor-rotor separation 
for the given coaxial design. This vertical separation was held 
constant for the entire simulation.

OVERFLOW 2.2k offers a wide variety of numerical schemes, 
turbulence models, and boundary conditions. All simulations in this 
study used a 5th order accurate central difference spatial scheme with 
an ARC3D diagonalized Beam-Warming scalar pentadiagonal 
scheme for the left hand side. Time marching was performed using a 
2nd order dual time stepping scheme. Turbulence was modeled using 
the Spalart-Allmaras one equation turbulence model. Airfoil surfaces 
were modeled as viscous, adiabatic walls, and the edges of the 
computational domain were modeled using a characteristic condition 
that imposed a quiescent freestream at standard atmospheric 
conditions. A physical time step was chosen such that the airfoils 
moved 1/200th of a chord length for each time step. Each physical 
time step included 10 dual-time subiterations. These values ensured 
that subiteration convergence met or exceeded two orders of decrease 
in the residual at all times.

Airfoils were modeled using a set of identical body fitted, curvilinear 
structured grids. These grids were of an O-topology with 253 points 
around each airfoil and 65 points normal to the airfoil surface. The y+ 
value at the first point off the airfoil surface was less than one. These 
airfoil grids moved through a Cartesian background mesh that 
extended 1200 chords from the origin in the horizontal and vertical 
direction. The initial spacing of the background grids in the 
immediate vicinity of the airfoil grids was 0.02 chords in both the 
horizontal and vertical direction. Background grids could be refined 
based on an estimate of the solution error using overlapping Cartesian 
refinement grids (Fig. 2). This grid adaption scheme ensured 
sufficient grid support for shed vorticity in the wake of the airfoils. 
All grids were modeled in 2D. Total grid sizes ranged from 
approximately 350,000 points for an isolated airfoil before grid 
adaption to approximately 11 million for an 8 airfoil simulation after 
grid adaption.

Forces and moments exerted on the airfoils are integrated from the 
pressure and viscous stress at the airfoil surface. These quantities are 
integrated and recorded periodically over the entire course of the 
simulation. The force in the vertical, z, direction is positive up and is 
equivalent to aerodynamic lift (see Fig. 2). The coefficient of z-force 
is abbreviated as cz. The direction of force in the horizontal, x, 
direction is positive toward the airfoil’s trailing edge and is 
equivalent to aerodynamic drag. The coefficient of x-force is 
abbreviated by cx.
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a. 

b. 

Figure 2. OVERFLOW simulation a) without, and b) with grid adaption.

RESULTS
Previous calculations are revisited and recalculated to determine the 
importance of shed vorticity using an upgraded grid. The conclusion 
of this effort lead to simulating a train of airfoils to understand the 
effect of shed vorticity. Results from the isolated, two airfoil, and 
multiple airfoils crossing simulations are analyzed and compared.

Simulation of two airfoils crossing
Using the Harrington Coaxial Rotor 1 (HC1) hover conditions [7], 
Barbely et al. [4] performed 2D analog simulations of two airfoils 
crossing. Mach number, separation distance, angle of attack, and 
airfoil thickness were also varied in the 2D simulations. Note that 
varying Mach number is equivalent to simulating the crossing event 
at different radial locations, for the same rotor RPM. The time of 
overlap occurs when the ¼-chord location of each airfoil coincides, 
and is denoted by the grey line “Overlap” in presented figures. The cz 
is the force in the vertical direction at ¼ chord, while cx is the force in 
the horizontal direction at ¼ chord. The upper airfoil is denoted as 
UA and the lower airfoil as LA.

The 2D simulations aided in understanding the behavior of the flow 
field in terms of circulation (Fig 3 a)), thickness (Fig. 3 b)), and 
compressibility (Fig. 3 c)) effects for a coaxial rotor. Each of the three 
aerodynamic effects are highlighted by comparing the parameter that 
dominates the effect.

The effect of circulation was explored by comparing results for two 
angles of attack with the same symmetrical airfoil, low speed, and 
separation distance in order to eliminate any large effects due to 
thickness or compressibility. Figure 3 a) shows cz of two NACA 0012 
airfoils crossing over time traveling at M = 0.47 and vertically 
separated by 2.33 ft (S/c = 6.21) while comparing the difference in 
angle of attack of 7° and 0°. To easily compare results, the data is 
vertically shifted up by a cz of 0.85 for α = 0°. Compared to the 0° 
angle of attack case, an angle of attack of 7° resulted in a greater 
change in cz before and after overlap due to circulation.

Thickness effects are explored by two different airfoils at a constant 
low speed, separation distance, and angle of attack, which eliminated 
large effects of circulation and compressibility. Figure 3 b) shows cz 

of two airfoils crossing over time traveling at M = 0.47, α = 0°, and a 
separation distance of 0.5 ft (S/c = 1.33), while comparing NACA 
0012 and NACA 0001 airfoils. The two symmetric airfoils at time of 
crossing have an opposite and equal effect on cz and cx (not shown). 
This effect is caused by the finite thickness of the airfoil (thickness 
effects). An S/c of 1.335 is an extreme case where modern day 
coaxial rotors do not operate. For an S/c greater than 2, the effect due 
to thickness becomes insignificant; therefore thickness effects are not 
as significant compared to circulation effects for coaxial rotors.

a. 

b. 

c. 

Figure 3. Two airfoils crossing simulation of cz versus time to show effect of 
a) circulation, b) thickness, and c) compressibility.

Effects of compressibility are explored by comparing two different 
(incompressible and compressible) speeds with the same symmetrical 
airfoil, angle of attack, and separation distance to eliminate any large 
effects of circulation or thickness. Figure 3c) shows the cz of two 
NACA 0012 airfoils crossing over time traveling at an angle of attack 
for 7°, separated by 2.33 ft (S/c = 6.21), while comparing Mach 
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