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FOREWORD

Changes in the revision are format/editorial only.

1. SCOPE:

The static mechanical stiffness properties of aircraft tires are fundamental to any computation of wheel 
and landing gear shimmy characteristics, and are important guides in anti-skid system and aircraft 
wheel design.  While the mechanical stiffness properties of aircraft tires are frequency sensitive, the 
static or low frequency values are important because they are the ones most easily obtained by 
laboratory testing and are most commonly found in literature.

The following recommended methods for measurement of such properties are believed to represent 
practices which will give reliable and repeatable measurements, either at one facility or among 
different facilities, using equipment which is commonly available in most tire testing installations.

2. REFERENCES:

There are no referenced publications specified herein.

3. MECHANICAL PROPERTY TESTS:

3.1 Tire Preparation:

3.1.1 Tire Conditioning: Before break-in of the tire, it will be conditioned by mounting on its design rim 
and inflating it to the rated inflation pressure.  It will be allowed to remain in this condition for 24 
hours at an ambient temperature between 60 °F and 90 °F.

3.1.2 Tire Inflation and Ambient Temperature: After the tire has been soaked for 24 hours on the design 
rim as indicated in 3.1.1, the tire pressure will be adjusted to the rated pneumatic inflation pressure 
with a gage which can be calibrated to within one percent.  All tests shall be carried out at 
temperatures between 60 °F and 90 °F.

3.1.3 Break-in Procedure: The preferred method of tire break-in is to prepare the test tire by inflating it to 
rated inflation pressure and performing two taxi tests under rated load on a roadwheel or 
dynamometer.  Each taxi test shall be two miles in duration.  Between tests the tire shall be allowed 
to cool to room or ambient temperature before beginning the second test.

3.1.4 Alternate Break-in Procedure: In the event that adequate dynamometer or trailer equipment is not 
available for break-in of the test tire as indicated in 3.1.3, such break-in may be performed by 
inflating the tire to rated inflation pressure and carrying out sufficient vertical load deflection cycles 
on it.  These load deflection cycles are performed by loading the tire under direct vertical load 
against a hard flat unyielding surface until such time as the tire deflection measures 50% of section 
height.  The load is then removed.  This load deflection test is to be carried out at four locations 
equally spaced around the tire, with the centerline of the contact patch being located at 90 degree 
intervals around the circumference of the tire.
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