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FOREWORD

Changes in this revision are format/editorial only.

1. SCOPE:

This document is intended to give general instructions and directions for personnel performing 
maintenance and modification work on Oxygen Systems.

2. REFERENCES:

2.1 FAA/DOT Specifications and Documents Applicable to Aircraft Oxygen Systems:

Advisory Circular 43.13-2 Oxygen System Installation

2.2 SAE Documents Applicable to Aircraft Oxygen Systems:

2.2.1 Aerospace Standards (AS):

AS861 Minimum General Standards for Oxygen Systems

2.2.2 Aerospace Information Reports (AIR):

AIR822 Oxygen Systems for General Aviation Aircraft
AIR825A Oxygen Equipment for Aircraft
AIR1059 Transfilling and Maintenance of Oxygen Cylinders
AIR1176 Oxygen System and Component Cleaning and Packaging
AIR1223 Installation of Liquid Oxygen Systems in Civil Aircraft
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3. SAFETY:

The use of oxygen and oxygen systems involves a certain degree of hazard.  With the proper design, 
installation, and maintenance, this hazard can be reduced to an acceptable level.

Oxygen in gaseous or liquid form is chemically stable and nonflammable.  However, combustible 
materials ignite more rapidly and the intensity of a fire increases tremendously in an oxygen-rich 
atmosphere.

A major factor in oxygen systems is cleanliness.  This is most important in fabrication, installation, and 
maintenance of equipment.  From the installation standpoint, the hazards of contamination should be 
minimized, if not completely eliminated, by choosing proper locations for the equipment and by 
adequate precautions and shielding where choice of location is limited.

4. INSTALLATION:

Care should be taken in the installation of the oxygen system.  Protect all lines and fittings from any 
unnecessary abuse or scratches during installation.  Low pressure aluminum alloy plumbing lines are 
likely to become damaged; therefore, installation and location should be so accomplished as to 
prevent oxygen equipment or plumbing from subjection to vibration, abrasion, or damage during other 
maintenance operations.  All oxygen system lines, after installation, should be carefully inspected for 
damage and leakage.  Leak testing can be accomplished by introducing the oxygen pressure into the 
system and examining connections by the use of a leak detection solution specifically approved for 
oxygen service.  Before any oxygen system component is removed or any connection is loosened, 
oxygen system pressure should first be dissipated.

5. EQUIPMENT HANDLING:

All oxygen equipment should be handled with care to avoid association with hydrocarbons such as 
fuels and lubricants which are ever present where aircraft are serviced and/or maintained.  Because 
most oxygen components are of an intricate nature and all require cleanliness for proper operation, 
they should be kept in their original containers or be provided with a proper protective covering until 
ready for installation in the aircraft.  This is also necessary when any of the items from an aircraft are 
removed for service and/or overhaul.  Keep protective caps in position on equipment as long as 
possible and replace as soon as possible.  Do not tamper with safety device or mar identifying 
markings or symbols and/or nameplates.
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