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Safety Criteria for Pneumatic Starting Systems

1. SCOPE:

2. REFERENCES:

2.1 Applicable Documents:

obtained.

FOREWORD

Changes in this revision are format/editorial only.

This SAE Aerospace Information Report (AIR) presents safety criteria for pneumatic type engine
starting system design and component hardware. Included are safety criteria in design of both starter
control valves and starters as well as in design of airframe control systems. Safety topics concern
starter valve operation and material application, airframe controls and instrumentation installations
and starter rotor integrity and containment.

The following publications form a part of this document to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order. In the event of conflict between the text of this document
and references cited herein, the text of this document takes precedence. Nothing in this document,
however, supersedes applicable laws and regulations unless a specific exemption has been

2.1.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
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2.2 Definitions:
ROTOR: The entire rotating assembly with the exception of accessory drive shafts and gears.
HUB: The inner portion of the rotor.
BLADE: Elements of the turbine rotor which convert gas energy to mechanical energy.

MAXIMUM NORMAL OPERATING SPEED: The maximum defined cutout speed including all
tolerances and overshoot.

MAXIMUM FREE RUN SPEED: Maximum free run is the operation of the starter with no-load on the
output shaft in combination with any single failure of the intended pneumatic power source or starter
control system which produces the highest free run speed including the effects of altitude. Any
speed limiting device which is uncheckable shall be considered as having already failed when
determining the maximum possible free run speed. The no-load condition can occur due to failure of
the starter control valve to close because of a valve or system malfunction, a sheared output shaft, or
by opening the starter control valve while the engine is operating with the clutch disengaged.

LOW CYCLE FATIGUE: Low cycle fatigue results from high stress which can be below or above the
proportional limit of the material but higher than its endurance strength.

HIGH ENERGY FRAGMENTS: A high energy fragment is considered as any fragment which has
sufficient energy to pass through a shield of soft aluminum with a thickness of 0.040 inch (1.016 mm)
maximum during the test demonstration.

OVERSPEED: The speed at which a rotor exceeds its yield limit.
3. GENERAL:

Several methods of starting and motoring turbine engines are available. Some of the more common
methods include hydraulic, electric, and pneumatic starting. This report presents the safety guidelines
for design of a pneumatic system. A pneumatic system basically consists of an air turbine mounted on
the engine accessory gearbox which is supplied compressed air from either an onboard or external
compressed air source. A pneumatic shutoff valve is normally installed in the airframe to control
operation of the starter.

The most effective method to improve starting system design safety is to minimize or eliminate those
system or component failures which have been shown to be the major contributors to unsafe failures of
the starter turbine. Most unsafe failures of the starter are caused by unwanted and undetected rotation
of the air turbine and/or the inability to isolate the air turbine if unwanted rotation occurs. Uncontrolled
rotation of the turbine can be a result of failure of the pneumatic valve in the open position, failure of
the starter over-running clutch (if equipped) which causes the starter to be driven by the engine, or
failure of the cutout switch (if equipped) to terminate the start cycle. Undetected turbine rotation can
be a result of insufficient or unreliable instrumentation to provide a warning of a system or component

failure.
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