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FOREWORD

Changes in this revision are format/editorial only.

INTRODUCTION

Electrical energy leaks through a shield both by diffusion, as Schelkunoff (Reference 1) has described; 
and by aperture coupling, as described by Marcuvitz (Reference 2).  At low frequencies, diffusion 
dominates, and at high frequencies, aperture coupling dominates.  A convenient way to measure this 
leakage is Transfer Impedance, Zt, and Transfer Admittance, Yt, because they characterize the shield 
leakage independent of the source (or object) of the interfering signal, and because they are also 
independent of the number and arrangement of conductors inside the shield and their termination.  In 
other words, Zt and Yt are characteristics of the shield alone.

Since sources and receivers of electrical energy cover a frequency range of DC to over 100 GHz, 
shielding is likely to be needed over that range also.  If shielding is required, some means of measuring 
its Zt and Yt are necessary.  A number of methods have been proposed (References 3 to 11), most of 
which are variations of the method of Zorzy and Muehlberger (Reference 12).  Most of these methods 
have been limited to frequencies below 1 GHz, some considerably below.  The limitation has in some 
cases (References 3 and 10) been instituted to simplify the data analysis, although ways around this 
difficulty have been suggested (References 4 and 8).

Aside from limits of convenience, a transition frequency, ft, exists, beyond which the variance in 
measurements of Zt and Yt can become large.  The existence of this transition frequency has been 
recognized in military specifications (References 5 and 6), where Zt measurements are terminated 
before the transition frequency is reached.  In the H revision of MIL-C-38999 (Reference 6), a stirred 
mode technique (Reference 13) is called out for frequencies over 1 GHz, which generally includes 
frequencies above the transition frequency.  However, stirred mode testing does not evaluate Zt.  
Methods which do not evaluate Zt or Yt bring into the measurement both the nature of the source (or 
object) of interference and the nature of the conductor arrangement inside the shield, as well as the 
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method of terminating the conductors.  Such measurements are situation specific, i.e., they evaluate the 
shielding in the configuration of, and under the conditions of, the measurement but are not generally 
transportable to other conditions and configurations.  A non-transportable measurement may be suitable 
for engineering reference or to evaluate an assembled system, but it is not suitable as an acceptance 
test on a system component.

1. SCOPE:

This AIR points out that above a frequency called the “transition frequency,” variances associated with 
the shielding effectiveness measurements can become large.  It includes the derivations to 
demonstrate this.  This fact should be taken into account when designing shielding for use above the 
transition frequency.
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3. THE EXISTENCE OF A TRANSITION FREQUENCY:

Any system of two or more conductors can form a transmission line.  As long as the resistance of the 
conductors is low (e.g., a metal) and the electrical energy flowing on the line propagates in the TEM 
mode, the electric and magnetic field vectors are both contained in a plane perpendicular to the 
conductors, and current flow is along the axis of the conductors.

Now let us consider a two conductor transmission line in which the outer conductor surrounds the inner 
one.  This arrangement is often encountered in Zt measurements, where the inner conductor is a 
shield under test, and the outer conductor is used to establish a known field.  The conductors of this 
line can have any shape in cross-section but are restricted to having the same cross-section 
throughout their entire length.1  Let us examine current flow on the outer conductor.  For simplicity, we 
will assume that the conductor is a circular cylinder, although the following discussion applies equally 
well to a conductor of irregular cross-section.  As we have said previously, the flow of current on this 
conductor is axial when the propagating mode is TEM.

Now let us raise the frequency of the propagating energy to the point where the perimeter of the 
conductor under consideration just equals a wavelength.  This situation for a circular cylinder is 
illustrated in Figure 1.

1. For the purpose of this discussion, a non-uniform conductor can be replaced by a uniform conductor having the largest cross-section of the 
non-uniform conductor.  Also, one of the two conductors could be geometrically complex; e.g., the skin of a vehicle, or the remaining N-1 
conductors in an N conductor cable.
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