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AIR3276 has been reaffirmed to comply with the SAE five-year review policy.
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NOMINAL WIN
DIAMETER B C D
OF PLUG CLASS 1 CLASS 2 CLASS 3 MIN MAX lsuort| LownG
.093 [.0937-.0962].0937-,0952 [.0937-.0942| .070 | .062 |.097 | —
.125  J1.1250-.1275/.1250-.1265|.1250-.1255| .094 | .093 | ,125 | ——
.156 [1.1562-,1587|.1562-.1577 |, 1562-.1567} .117 | .125 | .130 | .250
.187 ||.1875-.1900].1875-.1890|.1875~-.1880| .140 | .156 | .152 | .253
.218 |l.2187-.2212(.2187-.2202|.2187-.2192| .164 | .187 |.187 | .312
.250 [1.2500-.2525].2500-.2515|.2500-.2505| .188 | .218 | .212 | .352
.281 |l.2812-.2837|.2812-.2827|.2812-.2817| .211 | .250 | .250 | .375
.343  |1.3437-.3462|.3437-.3452|.3437-.3442| .257 | ,312 | .295 | .437
.406 [|.4062-.4087|.4062-.4077|.4062-.4067| .305 | .375 | .325 | .500
.468 |1.4687-.4712|.4687-.4702|.4687-.4692| .351 | .437 | .350 | .562
.531 ||.5312-.5337.5312-.5327|.5312-.5317| .398 | .500 | .486 | .625
.656 |l.6562-.6587|.6562~-.6577|.6562-.6567| .492 | .625 | .490 | .685
E PRrOOF PRESSURE (PSI x 1000)
NOMINA.
D?Anmén ALUMINUM STAINLESS STEEL
OF PLUG CLASS 1 CLASS 2 CLASS 3 CLASS 1 CLASS 2 CLASS 3
SHORT | LONG || SHORT| LONG J{ SHORT | LONG [l SHORT| LONG [| SHORT| LONG [{SHORT| LONG
.093 10 —; 13 ——; 16 —— 14 — 16 — 20 ———
.125 8 |=—l 10 |—f} 13 |—1 14| —1f 16 |—]| 20| —
. 156 8 10 9 13 12 16 8 18 9 24 10 28
L1e7 8 10 9 13 10 15 12 18 14 24 16 28
.21 8 9 9 12 10 15 10 16 12 22 la 26
.250 8 9 9 12 10 14 12 16 14 22 16 25
.281 8 9 9 12 10 14 12 18 14 20 16 24
.343 6 8 8 11 10 14 10 | 18 12 20 14 22
.406 6 8 8 10 10 13 10 16 12 18 14 21
.468 6 7 8 10 10 12 10 | 16 12 18 14 20
.531 6 6 8 8 10 12 10 | 14 12 16 14 18
.656 3 4 4 7 5 10 6 10 8 14 10 16
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1. MINIMUM WAIéL THICKNESS, DIMENSION B, IS REQUIRED TO PRODUCE THE PROOF PRESSURE SPECIFIED
IN COLUMN

2. DIMENSIONS SPECIFIED IN COLUMN B PROVIDE STRESSES AT THE OUTSIDE OF THE BOSS WHICH WILL NOT
EXCEED 20,000 PSI FOR ALUMINUM PLUGS IN ALUMINUM BOSSES OR 46,100 PSI FOR 416 CRES PLUGS IN
416 CRES BOSSES (26-32 HRC).

3. DIAMETER A TOLERANCE CLASS SELECTION IS BASED ON PLUG LENGTH PROOF PRESSURE REQUIREMENTS.

4. THE SHOULDER PRODUCED BY C DIAMETER AND THE 45° CHAMFER IS REQUIRED TO SUPPORT THE PLUG WHILE
DRIVING THE PIN. VARIATIONS IN THESE FEATURES MAY ALLOW THE PLUG TO MOVE DOWN THE BORE UPON
DRIVING THE PIN WHICH CAN CAUSE REDUCED PROOF PRESSURES.

5. PROOF PRESSURES INDICATED ARE FOR 2024-T4 ALUMINUM PLUGS IN 2024~T4 ALUMINUM BOSSES,
303 CRES PLUGS IN 303 CRES BOSSES, AND 416 CRES PLUGS IN 416 CRES BOSSES (26-32 HRC)

6. DIAMETER "A" IS .010 OVERSIZE FOR REPAIR PLUG.

7. SURFACE TEXTURE: SYMBOLS PER ANSI Y14,36-1978, REQUIREMENTS PER ANSI B46.1-1978.
8. DIMENSIONING AND TOLERANCING: ANSI Y14.5-1973.

9. DIMENSIONS IN INCHES UNLESS OTHERWISE SPECIFIED, DIMENSIONS APPLY AFTER FINISH.

PREPARED BY SAE COMMITTEE E-25, GENERAL STANDARDS FOR AEROSPACE PROPULSION SYSTEMS
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