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Industrial and Marine Gas
Turbine Engine Starting Systems

1. SCOPE:

This SAE Aerospace Information Report (AIR) presents descriptions of several types of industrial and
marine gas turbine engine starting systems.

1.1 Purpose:

The purpose of this document is to describe to the aerospace engineer the types of starting systems
used on gas turbine engines employed in industrial and marine applications. It is believed that the
aerospace engineer’s ability to design starting systems for aircraft gas turbine engines will be
enhanced by a knowledge of the lessons learned in nonaerospace applications.

2. REFERENCES:

AIR1174 Index of Starting System Specifications and Standards
| NACE MRO0175-96 Sulfide Stress Cracking Resistant Metallic Materials for Oil Field Equipment

3. DISCUSSION:

Industrial and marine gas turbine engine starting systems are very similar to those used on aircratft.
However, there are a few important differences which are described herein. Basic requirements for
aerospace engine starting and auxiliary power systems can be obtained from the documents listed in
AIR1174, Index of Starting System Specifications and Standards.
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3.1 Gas Turbine Engine Applications:

3.1.1 Industrial: Industrial applications of gas turbine engines include fluid pumping, gas compression,
electric power generation, and prime movers. Pumped fluids include water, natural gas, and
petroleum products. Electric power is produced by fixed and mobile units for major power plants
(usually through co-generation with steam power plants) and temporary or emergency systems
(e.g., during outage of main utility supplies at hospitals and other large industrial facilities). Prime
movers are used in transportation systems, primarily railway. There are many more industrial
applications of gas turbine engines than marine.

3.1.2 Marine: Marine applications of gas turbine engines include ship propulsion and auxiliary power.
Propulsion units are provided in all sizes to propel large ships and small boats. This includes both
direct propeller drive and drive of water pumps for water jet propulsion. Auxiliary power generation
includes electric power generation, fluid pumping (including fire pumps), and heat sources for ship
service steam generation.

3.2 Types of Starting Systems:
Starting system types include gas (primarily air), hydraulic, and electric.

3.2.1 Gas: Gas systems include the use of air, natural gas, hot gas (solid propellant), and nitrogen. Air
systems are the most common, followed by natural gas.

An example of a large marine multiengine bleed air manifold system, which provides cross-bleed
starting capability, is shown in Figure 1. This system supplies air to a bleed air header to which is
connected the starting air system shown in Figure 2. The starting system shown is for two main
propulsion engines and one auxiliary electric generator engine. The auxiliary engine can be
started by either the high pressure stored air system or engine bleed air. The high pressure
system is recharged by a separate high pressure compressor system. Once started, the auxiliary
engine can supply bleed air to start the other engines. A cooling air system is incorporated to cool
the high temperature bleed air to an acceptable level for delivery to the starters. A reduced-
pressure air regulator valve is incorporated in the main engine start circuit to limit the starter
pressure to only that level required to accomplish engine motoring during water washing or
purging. The starter air pressure is approximately 40 psig for normal starting and 21 psig for
motoring.

Air storage pressures vary from 90 to 120 psig for typical shop air systems, to 450 psig for
intermediate systems, and to 3000 psig for high pressure systems. Starter operating pressures
can range between 40 to 225 psig.

Natural gas starters are used for cases where gas turbine engines are used for pumping of natural
gas and a ready supply of the gas is available from the pipeline. An alternate stored energy
system may be provided for times when pipeline pressure is inadequate.
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FIGURE 1 - Example Large Marine Multiengine Bleed Air Manifold System
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