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FOREWORD

This Aerospace Information Report is the direct result of technical contributions by a number of industry
experts associated with SAE Committee A-6. It is intended to give an awareness of relevant issues and
parameters governing the successful integration of Primary Flight Control Hydraulic Actuation Systems.
The document does not exclude commercial applications but presents a heavier emphasis on military
vehicles with some references to commercial applications; reflecting technical contributions of
committee members.

This document primarily provides an introductory treatment of the more relevant issues regarding
system interfaces. The information may be used to support the preparation of an interface specification.
Considerations for use in making trades and evaluation of several types of interfaces are included.
More detailed information relating to specific interface design is left to other SAE documentation.
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1. SCOPE:

This SAE Aerospace Information Report (AIR) provides a description of the interfaces and their
requirements for generic and specific hydraulic actuation systems used in the flight control systems of
manned aircraft. Included are the basic control system characteristics and functional requirements,
and the essential interfaces (structural, mechanical, hydraulic power, control input, status monitoring,
and environment). Major design issues, requirements, and other considerations are presented and
discussed.

1.1 Purpose:

The primary purpose of this document is to describe the interfaces to aid in the development of
Interface Control Documents (ICDs) for primary flight control servoactuation systems in future
applications. Due to the variety of applications, the number of, and type of, ICDs required for a
particular application is left up to the user of this document. The lessons learned from previously
developed production aircraft are discussed.

1.2 Field of Application:

This document provides a design foundation for (1) hydraulic, electronic, fiber optic, fluidic,
aerodynamic, structural and mechanical interface integration with the aircraft primary flight control
actuation system, (2) system failure monitoring/management, (3) actuation system electronic loop
closures, and (4) hydraulic actuation loop closures.

2. REFERENCES:
2.1 Applicable Documents:

The following publications form a part of this document to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order. In the event of conflict between the text of this document
and references cited herein, the text of this document takes precedence. Nothing in this document,
however, supersedes applicable laws and regulations unless a specific exemption has been
obtained.

2.1.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

ARP1383 Impulse Testing of Hydraulic Actuators, Valves, Pressure Containers and
Similar Fluid System Components

ARP4386 Terminology and Definitions for Aerospace Fluid Power, Actuation and Control
Technologies

AIR4253 Description of Actuation Systems for FBW FCS

AIR1657 Handbook of Hydraulic Metric Calculations

ARP4752 Aerospace Design & Installation of Commercial Transport Aircraft
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2.1.2 U.S. Government Publications: Available from DODSSP, Subscription Services Desk, Building 4D,
700 Robbins Avenue, Philadelphia, PA 19111-5094.

Part 25 "Airworthiness Standards: Transport Category Airplanes" Code of Federal Regulations,
Aeronautics and Space.

2.1.3 Department of Defense Specifications and Standards: Available from DODSSP-Customer
Service, Standardization Document Order Desk, 700 Robbins Avenue, Bldg. 4D, Philadelphia,
PA 19111-5094.

MIL-A-8870 Airplane Strength and Rigidity, Vibration, Flutter and Divergence

MIL-H-5440 Hydraulic Systems, Aircraft, Design and Installation Requirements for

MIL-H-83282 Hydraulic Fluid, Fire Resistant, Synthetic Hydrocarbon Base, Aircraft, Metric
NATO Code Number H-537

MIL-E-5400 Electronic Equipment, Airborne, General Specification For

2.1.4 Related Publications: The following publications are provided for information only and are not a
required part of this SAE Technical Report.

SAE Format Guidelines for the Electronic Capture of SAE Documents, dated November 21, 1989
Quick Reference Guide for the Preparation of SAE Documents, dated 3/91

SAE Guide for Preparation of Aerospace Documents AS, ARP, AIR, MA, and Map, dated
January 1, 1987

AIR4002 8000 psi Hydraulic Actuation Systems: Experience and Test Results
AIR4094 Aircraft Flight Control System Descriptions

ARD50020 Fiber Optic Interconnection Systems for Aerospace Applications
ARD50024 Fiber Optic Coupled Sensors for Aerospace

2.2 Applicable References:

1. HARSCHBURGER, H.E. "Development of Redundant Flight Control Actuation Systems for the
F/A18 Strike Fighter", SAE Paper No. 831484, October 1983.

2. HARSCHBURGER H.E., HESS R. K., HOFFMAN J.N., Control Surface Actuation Dynamics,
McDonnell Aircraft Company, May 7,1990.

3. STERN H., Fluidics: An Overview of Thirty Years of the Technology, Purdue University.

4. VICK, R.L., Hydraulic Actuator Stiffness, Actuation Stiffness Considerations and Applications
Symposium, SAE Subcommittee A6-D, May 10, 1990. Allied-Signal Aerospace.
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2.2 (Continued):

5. WILKINSON, K., Aeroelastic Design Requirements for Aircraft Control Surface Control
Actuators, Grumman Aircraft Systems Division. Presented at SAE Guidance and Control

Meeting,

Denver CO., 1991.

6. RAYMOND, E.T., CHENOWETH, C.E. Aircraft Flight Control Actuation System Design, 1993.

2.3 Definitions:

The primary source for terms and definitions has been from ARP4386.

2.3.1 Abbreviations:

BIT
CAS
CDR
DDV
DoF
ECD
EMI
EMP
EHV
FBL
FBW
FCES
FMECA
GVS
HIRF
ICD
IPT
LRA
LRU
LRS
LVDT
MCV
MTBF
PDR
PCV
SAS
SOV
TRR
VRMS

Built-In-Test

Control Augmentation System
Critical Design Review

Direct Drive Valve

Degree of Freedom

Envelope Control Drawing
Electromagnetic Interference
Electro Magnetic Pulse

Electro Hydraulic Valve
Fly-By-Light

Fly-By-Wire

Flight Control Electronic Set
Failure Modes and Effects Criticality Analysis
Ground Vibration Survey

High Intensity Radio Frequency
Interface Control Document
Integrated Product Team

Line Replaceable Assemblies
Line Replaceable Unit

Laminar Rate Sensors

Linear Variable Differential Transducer
Main Control Valve

Mean Time Between Failures
Preliminary Design Review
Power Control Valve

Stability Augmentation System
Solenoid Operated Valve

Test Readiness Review

Volts Root Mean Square

Full document details: SAE AIR4922A
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3. TYPES OF INTERFACES:

A hydraulic, primary flight control, actuation system normally interfaces with the following subsystems:

a. Command Control System (Mechanical, Electronic or Fiber Optic)
b. Hydraulic Power Supply System

c. Control Surface Structure

d. Airframe Structure

A typical system is illustrated in Figure 1. It provides control of surface motion in response to a
command initiated by the pilot or automatic control. This is accomplished by amplifying and
transducing the signal into hydraulic power at the main control servovalve. The valve's output
hydraulic flow/pressure drives the actuator until its loop closure (feedback) signal negates the input
signal and reduces the valve output to stop the actuator motion. The actuator interfaces with the
hydraulic power supply, the control surface loads, the structural stiffness and inertia of all elements,
which affect both the accuracy of the response to the command and the stability of the system.

d

AcTuaTdR

COMMAND

WD S S AR IR GRS BN emm e e _- — e

FIGURE 1 - Typical Hydraulic Primary Flight Control Actuation System
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4. REQUIREMENTS FOR INTERFACES:

It is extremely important that all parties involved in the design, development, and testing of primary
flight control hydraulic actuation systems understand the physical and functional interface
requirements. In order to ensure compliance with requirements, Interface Control Documents (ICD)
normally provide a description of these interfaces. Where responsibilities may be split in the system
acquisition process, the ICDs play an even bigger role of ensuring compliance with contractual
requirements. They also serve as a focal point for all the requirements from all disciplines involved.
ICDs are being developed and updated up to the preliminary design review (PDR) phase of a program.
At that time, the interfaces must be firmed up to allow the component designs to be finalized. After the
interfaces are frozen, the pace of ICD change slows down. However, reviews and negotiations of
appropriate changes are an allowable and continuing part of the design development process.

The ICD describes several types of interfaces. For example, it represents an agreement between
contractor design teams or groups, the in-house teams of commercial aircraft entrepreneurs, a
contractor group and a supplier, or between subsystem and component suppliers. The ICD defines
the design characteristics of interfacing subsystems or components. Its purpose is to ensure that the
overall system will meet its design requirements.

An equally important feature of the ICD is to maintain configuration control during the life cycle of the
system. ICD maintenance is a significant task for whomever assumes the system responsibility. The
job of developing and maintaining an ICD is left to a working group, such as an integrated product
development team (IPD). The ICD working group addresses the very large and difficult issue of the
relationship between an ICD and the Product Specification or Purchase Order. Also, in order to
produce a balanced design and resolve conflicts, the group or team that develops and maintains the
ICD should be the group that has been given overall responsibility, accountability and authority for the
overall system performance.

It is important to understand that an ICD not only controls suppliers but also controls the internal
disciplines and associated interfaces of the prime and/or subsystem contracting organizations,
military /commercial. Such formalizing of requirements reduces the possibility of misunderstandings or
the overlooking of a particular discipline's requirements. The activities to define an ICD generally take
place before PDR, but they are almost always after receipt of a contract based on a proposal to meet a
specification. The iterative ICD process frequently results in desirable modifications to the
architecture, envelope, performance requirements and other contractually agreed upon parameters.
The ICD working group cannot readily amend these other documents, and the result may be conflict
between the documents. Therefore, the ICD working group needs to define priority or precedence
provisions so that they can be referenced in the proposal and purchase orders. Specifications must be
revised to the mutually agreed parameters by the end of a Joint Definition Phase and before PDR for
the ICD to be effective.
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4. (Continued):
Examples of useful ICDs described in this document are:

Electronic (controller) supplier and actuator hardware supplier

Contractor structural design group and actuator hardware supplier (envelope control drawing)
Contractor hydraulic design group and actuator hardware supplier

Contractor Flight Control/ Flight Control Integration Group and all of the above

apoo

Figure 2 illustrates how the electronics/software and the equipment hardware development disciplines
interact in Fly-By-Wire actuation system development.

ELECTRONICS HARDWARE/SOFTWARE

DEVELOPMENT
s [
DESIGN DETAILED |FABRICATION/
DESIGN | pEVELOPMENT QUAL
(SW CODE/TEST)
TESTING
| |
| | |
e, | oesen OICO IR GD [l
SYSTEM
’_ '_ INTERACTION INTERACTION
| |
| QUAL
FABRICATION/ TESTING
orELIM DETAILED | DEVELOPMENT
DESIGN
ACT DESIGN
REQMTS
ACTUATOR HARDWARE DEVELOPMENT

INTERFACE COORDINATION - CONTRACTOR AND ACTUATION SYSTEM SUPPLIERS

INTERFACE CONTROL BRASSBOARD
DOCUMENTS~ — — — W —xorerect — B
INTERFACE TESTING

FIGURE 2 - Fly-By-Wire Actuation System Development

4.1 Interface Design Requirements Methodology:

In general an ICD is comprised of interface control drawings, electrical interface data, envelope
drawings, geometry drawings, and master tool drawings that define physical interfaces between
major assemblies and line replaceable parts. In addition, specific information such as assembly
drawings may be included as reference information to enhance coordination and communication
between the supplier and contractor, with the full understanding that component or subsystem
specifications are still the controlling documents for the procurement of supplier hardware.
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4.1 (Continued):

It is of utmost importance that the methodology to develop a useful Interface Control Document (ICD)
be very specific. The development of an effective and worthwhile ICD is an iterative process. The
process allows all disciplines to contribute to the successful development of an actuation subsystem
without the disciplines encroaching on each other's responsibilities. The iterative process must allow
an adequate amount of time for all interfaces to evolve prior to firming up. As such, it is generally
found that the period of time from a program go-ahead to PDR is considered adequate for ICD
development. Any extension of the approval of ICD issues (especially issues which influence the
complexity of the system) into the period of time between PDR and CDR, should be considered to be
a risk to the program's schedule.

The ICD should become an associated document to the subsystem specification. Since the
Interface Control Document governs all interface parameters of an actuation system, it serves to
coordinate activities not only between the airframer and actuator suppliers, but also between the
airframer's and supplier's internal disciplines. It follows then that the ICD could also include drawings
of master tools, particularly if the masters are to be used by all parties.

4.2 Structural Interfaces:

The ICD should address critical areas such as envelope and physical interfaces, and particularly
structural requirements such as strength, stiffness, fatigue, durability and damage tolerance. Of
most importance, it should clearly demarcate the responsibility boundaries of individual documents
that make up the ICD by clearly describing the distinction of each. For instance, the ICD should
contain Envelope Control Drawings (ECD). The ECDs define envelope borders of individual Line
Replaceable Assemblies (LRA), such as actuators, by basic dimensions that are not to be intruded
into by any party other than as defined by Interface Control Drawings. As such, ECD's shall not
contain any toleranced dimensions. Tolerances for mounting points would be reflected only in the
Interface Control Drawings, while the ECD would reflect maximum envelope permitted at such points
by the tolerances defined in the Interface Control Drawings. Figure 3 shows relevant
Structural/Mechanical Interfaces parameters:
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Q=Surface Travel

Xo=Actuator Mid Stroke Length X3, Ya, Z3

X=Nominal Actuator Stoke +Over Travel

R= Hom Length

X,Y,Z= Interface Locations (Vehicle Station References)
» Out of Plane Motion

« Anti-Rotation Requirements

« Max Slew Rate

« Number of Hydraulic Systems

« Max Output Force/Max Hinge Moment

« Envelope Dimensions

« Critical Ref Positions in A/C

FIGURE 3 - Structural/Mechanical Interfaces

4.3 Mechanical Interfaces:

The Interface Control Drawings should define all dimensions and associated tolerances governing all
parties at interfaces such as mounting locations. It should also contain all interfacing locations and
permissible tolerances for hydraulic and electrical connection points, as well as callouts of all
interfacing hardware such as electrical connectors. Since electrical ground straps represent
interfacing hardware, the Interface Control Drawing should clearly state grounding strap
requirements, locations, installation callouts defining the hardware, and installation responsibility.
The actuator attachments should be defined in the ICD and should include attachment
bolts/bushings and anti-rotation requirements.

The support bearing performance is an important structural/mechanical interface issue. Bearings,
particularly if self-lubricating type, could generate significant frictional torque under load and at low
temperature, which may significantly affect the design of the interface attachment. Internal spring

rates and deflections can be critical when summed with all other structural loop parameters.
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4.4 Electrical Interfaces:

From the limited authority series servo used for the aircraft's stability augmentation system to the full
authority Fly-By-Wire actuation systems, the electrical interface is critical for most actuator systems.
Exceptions, of course, include conventional mechanically signaled actuators which may not have
electrical connections or include only stuck valve warning circuits. Wiring schematics should be
included in the ICD to define electrical connections, connector pin locations and polarity.

The electrical interface between the servo electronics and the typical actuator consists of
(1) Commands to the servomotor (2) Power to position sensors, i.e., power ram and servo/MCV
(3) Power to the shut off valve solenoid (4) Return signals from the position sensors.

The most significant interface issue is the level of redundancy of the incoming command signal and
the actuator valve configuration in terms of type of valve and the redundancy levels throughout the
actuator.

Ground rules regarding reliability and redundancy do change. For example, based on the premise
that extremely to infinitely reliable elements do not need to be redundant to provide required levels of
flight safety, the DDV has all but eliminated the redundant EHV approach, substituting a higher
power electromechanical unit to drive the MCV. For some applications, the MCV can be eliminated,
with the DDV providing the required flow and pressure to the main ram of the actuator.

441 Servovalve/Servomotor/MCV: Until Direct Drive Valves (DDVs) became practical, the typical FBW
FCS for high performance aircraft consisted of a 3 or 4 channel computer system interfacing with
redundant electrohydraulic valves in the hydraulic actuator. Typically, there were 3 or 4 EHVs
driving a dual tandem Main Control Valve (MCV) which in turn provided flow and pressure to the
dual tandem power ram. The single power ram piston rod end connected to the control surface
horn or crank via a single bolted connection. There are many variations on this theme including:
dual concentric MCVs; dual concentric piston rods and rod ends; various innovative bolted
connections; and innumerable arrangements of three or four EHVs interfacing with the MCV. One
such arrangement consists of four EHVs, arranged in two position summing pairs, each pair force
summed on the MCV. When combined with electronic or hydraulic sensors, this arrangement can
provide exceptional failure detection and isolation capability.

Assuming that the flight control brain of any vehicle is a digital (software driven) computer, and that
the flight path represents an analog quantity directly responsive to the control actuator, there exists
an infinite number of choices where the digital to analog (d/a) conversion may take place.
Historically, this d/a conversion was made at the milliamp signal level and great pains were taken to
generate a "scrupulously clean" analog power actuation output. Or else, in the case of missile
flight controls, a full excursion "bang-bang" system, was used, wherein even the flight path was
barely smoothed, as long as a reasonable target accuracy was achieved.
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441 (Continued):

With the advent of more flexible and fast micro-electronic computers and the potential for digital
(binary) modulated power actuators the placement of the d/a and electrical/hydraulic interfaces
becomes more flexible. The location of these interfaces can have far reaching implications on
system power efficiency and performance. Figure 4 illustrates how the d/a interface might
segregate components.
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FIGURE 4 - Digital/Analog Electronic Interface:
4.5 Vehicle Flexibility Characteristics:

Vehicle control can be compromised by flexibility characteristics of the airframe. It is not enough to
provide servoactuation with sufficient load capacity and frequency response. If the structure is not
sufficiently rigid, it will impact the servoelastic stability of an actuator installed in the vehicle driving a
control surface. It is necessary to achieve a complete understanding of the impact vehicle flexibility
characteristics have on the response of a flight control actuation system. One way to make certain
that aero servoelastic considerations are not overlooked is to make these requirements part of the
actuation system ICD. Sufficient structural definition of the vehicle installation must be included to
support development of math models to perform servoelastic stability analysis. This should include
the structural stiffness (spring rate) of the vehicle actuator installation structure, the control surface
horn stiffness, actuator dynamic stiffness requirements and control surface inertia.
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4.6 Hydraulic Power Source:

Information necessary to define the actuation system's interface with the hydraulic system can be
allocated to three basic areas; installation, structural integrity and performance. Definition of the
fitting system, port locations, line hose, coiled tubing or swivel mounting provisions and permissible
actuator motion define the elements necessary for installation.

Structural integrity is primarily determined via specification of impulse requirements such as those
contained in ARP1383. Generation of those requirements is contingent upon parameters associated
with the defined hydraulic system. The significant parameters include: type of fluid, nominal system
pressure, flow, return pressure, allowable pressure surges (pressure and return), water hammer
characteristics and/or tubing design methods, system isolation requirements, system temperature
variations for full and reduced performance, actual or agreed upon fluid bulk modulus at pressure
and temperature extremes.

Factors such as relief valve settings and air loads which contribute toward increases in the hydraulic
pressures within the actuator must be given consideration in the interface document. These factors
may be appropriate to both the structural integrity and performance aspects of the actuation system.

Performance issues related to the hydraulic system interface can drive the design of elements of the
actuator. For example; definition of the seal system (static and dynamic) to achieve endurance and
reliability goals; specification of redundancy requirements, i.e., rip stop construction, shut off valving
and multi-system sources; definition of materials and processes interfacing with the fluid and
establishment of specific clearances and fits to achieve desired performance should be considered
in the interface control document; hydraulic system line loss characteristics, i.e., differential pressure
across the actuator at maximum no load slew rate.

Basic data relative to the hydraulic system such as fluid type, temperature ranges,
filtration/contamination level requirements and similar information should be included in the ICD.
MIL-H-5440 and ARP4752 may be used for guidance in selecting ICD parameters.

4.6.1 Horsepower: Required hydraulic horsepower should be specified in the ICD. This is typically
defined by the combination of actuator slew rate and output force capability. It should also be
coordinated with the mission profile. Degraded modes of operation, if applicable, should also be
delineated in the ICD and presented against a mission profile for the actuation system operating in
a degraded or emergency mode. Pressure versus flow characteristics for the hydraulic system at
pressure, return and other ports (as appropriate) should be provided.

In addition to required horsepower, the horsepower rejected to the hydraulic system should be

included as a function of the mission segment and the system ports to which it is rejected. This
information should also be provided in the ICD for degraded and emergency modes of operation.
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