AEROSPACE AIR902™ REV. A
INTERMARIPNALS INFORMATION REPORT Issued 1966-05

Revised 2017-09
Reaffirmed 2022-11

Superseding AIR902

(R) Determination of Distance from Ground Observer
to Aircraft for Acoustic Tests

RATIONALE

This revised version replaces AIR902 issued May 1966. This version discusses the use of digital imaging equipment and
software which did not exist when the previous AIR902 was written. This version also contains added information on using
the distance determination during acoustic tests. The original version used the phrase ‘Minimum Distance’ in the title, but
the techniques discussed in this AIR allow users to determine general distances, not just minimums.

This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is
the sole responsibility of the user.

AIR902A has been reaffirmed to comply with the SAE Five-Year Review policy.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2022 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™

| =4
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) : f ) Woia ral
Tel:  +1724-776-4970 (outside USA) For more information cn 1 stabdard vmiﬁharing ub
Fax:  724-776-0790 https://www.sae.orq/standards/conter?t?M E%}
Email: CustomerService@sae.org
SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AIR902A


http://www.sae.org/technical/standards/PRODCODE
http://www.avadocuments.com/doc/sae-air902a
http://www.avadocuments.com/doc/sae-air902a

SAE INTERNATIONAL AIR902™A Page 2 of 24

TABLE OF CONTENTS

1. ST O @ ] PSSP P TR PPR 3
2. REFERENCES. ...ttt etttk h e st sh e et e e Rt e aa e e e Rt e s e e e s R et e nmn e e e nne e e ne e e snneeennneen 3
2.1 PY o] o] o7z 0] (3N B oo U ] 0= | SRR 3
2.2 (D72 {101 (T o PO PPRPP 3
2.3 JLIC= 020117 o PR 3
3. INTRODUGCTION. ...ttt ittt ettt ettt ettt ettt e e bt e e ste e e s be e e sa bt e eabe e ek b e e aabe e e ahbe e embe e ek ee e ambe e e abbeesnbeeanbeeesnbeeannnans 3
3.1 LI Lo TP PP PPPPPPPPP PO 3
3.2 Field Measurements - Aircraft Lateral to the ODSEIVEN ...........eiiiiiiiii e 5
3.3 Acoustic Tests - Aircraft Over-FIying the ODSEIVET ..........ocuiiiiiiii e 5
3.4 Components of the IMage SCaliNg SYSTEM ........iii e b e e 6
4, (O I [ 2] 7 I T ] PO P RO UR PP 7
4.1 ST (] o ST PPPPPTPPRTR 7
4.2 [ (0 To =YX [ o PSSR 7
5. AIRCRAFT CPA DISTANCE DATA COLLECTION . ..ottt eteeeeeeeeeaeseseseseseseseenees 7
51 Digital Camera Setup and LENS CROICE .........uiiiiiiiiii et enee s 8
5.2 SEPArate DAA LOGGING ...vveeieiuitiiieiiiitt ittt sttt ettt sttt e sttt e e s aa b bt e s aab b et e e aa kbt e e e ann bt e e e anbb e e e e nbe e e e enbbeeeeannns 8
6. MEASUREMENT OF AIRCRAFT HEIGHT AT OVERHEAD ......ouutiiiiiiiiiiiiiiiiiiiiiiiiieeiieeeeeeeeeeeeeeeeeeeseeeeeeeeeees 8
6.1 Distance and Lateral Angle from the Aircraft to the Microphone at the Overhead Point..............cccccovineen. 8
7. AC CURARCY .ttt ettt ettt sttt sh bt e e st e e ek et e oA R et e 1R e e e ea Rt e o R et e 4R R e e e Re e e eR Rt e e R e e e eR R et e Re e e aRn e e e nrr e e nnreeennes 12
7.1 Measurement of Recorded ODJECE IN IMAGE ......uuiiiiiiiiiiiiiieieieieieieieieeeererereeeeereeeeeeeeeeeeerrrerererrrererrrrrrrrrrrarare 12
7.2 ISsues during Field MEASUIEIMENTS .......cuiviiiiiiiieieiieeiieeeeieeeieeeeeeeeeeeeeeeeeaeseaeeseesesessssasesessssessssssssssssssssssssnnnnnes 12
7.2.1 Orientation OF AINCTATT ..........oiiiiii e e e e e e s s e e e s e e e e e e e nnnes 12
7.2.2 F N (o = RO O =T ] (= T 1 = Vo = TP PPPPPRS 15
7.3 ISSUES AUIMNG ACOUSLIC TESES .uieiiieitiiei ettt ettt ettt sttt st e e st e e e e s bbbt e e s bbb et e s bbb et e s anbneeesannneee s 16
7.3.1 Aircraft OffSet from OVEINEAM ..........oouiiiiiii ettt e e s snneee s 16
7.3.2 Camera OffSet frOM VEITICA .......coouiiiiiiiee ettt saeees 17
7.4 DIGILIZALION ISSUES ..ottt ettt st e oo ettt e ookttt e e aa ket e e aab bt e e e e abb e e e e abbe e e e e nbeeeeennbeas 17
8. N L I S 19
8.1 REVISION INOICALON .....eciitteiieitee ettt e et e s e e et e e e s et e e et e e en e e e s enr e e e e annes 19
APPENDIX A EXAMPLE OF A FIELD LOG SHEET ..ottt sttt ettt e 20
APPENDIX B WORKED EXAMPLE ...ttt sttt ettt ettt ek s st et e be e e ah bt e s ke e e sab e e e bt e e sbbeeabeeeanneenas 21
Figure 1 BasiC PhotO-SCAlING GEOMELIY .......veiiiiiiiiie ittt b bt e ettt e e s bbbt e e s bbb e e e s anbb e e e s aanaeee s 4
Figure 2 Notional geometry for field MEASUIEMENT..........ooii i 5
Figure 3 Notional geOMELrY fOr ACOUSTIC TEST. ... .uuiiiiiiiiie ettt sttt e st e e ebb e e e s sanneee s 6
Figure 4 Wire graphic for acoustic test, profile View SChematic .............oooiiiiiiiiii e 9
Figure 5 Wire graphic for acoustic test, plan View SChEMALIC .........ccuuiiiiiiiiiii e 10
Figure 6 Camera image schematic fOr ACOUSTIC TEST.........ciiiiiiiiiiiie e e 11
Figure 7 Plan view schematic of range determination during field measurements............cccccceeiiiiiiiii e, 14
Figure 8 Effect of aiming CamMeEra iNCOIMECLIY ..........oii it e et e e e e e s e e enaer e e eas 15
Figure 9 Schematic of offset aircraft during an aCOUSHIC tES .......cciiiiiiiiiiiiieie e 17
Figure 10 Sample digital image from field MEeaSUrEMENT.............ooii i 18
Figure 11 (D= UL o) il o] [0 g0 0 F= Vo =TT EPP TR PO 19

Documents

Document Sharing Hub

Full document details: SAE AIR902A


http://www.avadocuments.com/doc/sae-air902a
http://www.avadocuments.com/doc/sae-air902a

SAE INTERNATIONAL AIR902™A Page 3 of 24

1. SCOPE

This document describes a practical system for a user to determine observer-to-aircraft distances. These observer-to-
aircraft distances can be either closest point of approach (CPA) distances during field measurements or overhead distances
during acoustic certification tests. The system uses a digital camera to record an image of the subject aircraft. A method of
using commercial software to obtain the distance from such an image is presented. Potential issues which may affect
accuracy are discussed.

2. REFERENCES

2.1 Applicable Documents

There are no referenced publications specified herein.

2.2 Definitions

CPA: closest point of approach of the object to the camera — this is the minimum distance between observer and object
SPL: sound pressure level

2.3 Terminology

DIGITAL CAMERA: a camera that records and stores digital images

IMAGE: a representation of an object captured and stored by a digital camera

PIXEL: a picture element; the composite of all pixels comprises an image

3. INTRODUCTION

3.1 Theory

The technique of image scaling relies on the geometric principle that the ratio of the lengths of the bases of two similar
isosceles triangles is equal to the ratio of their heights. “Similar” in this context has the geometric meaning that the vertex
angles of the isosceles triangles are equal. In image scaling, the first isosceles triangle has the distance from the observer
to the object as the height of the triangle and the known length of the object as the base of the triangle. The focal length of
the digital camera/lens combination is the height of the second isosceles triangle and the length of the recorded object in
the image is the base of this second triangle. Note that this definition of the focal length as height of the isosceles triangle

from the lens to the image is not the focal length of the lens. The geometric principle is represented in Equation 1.
];= ll—: (Eq. 1)

where:

f =focal length of the digital camera/lens system

r = distance from the digital camera lens to the object (also known as the slant range)

', =length of the recorded object in the image

[, =length of the object normal to the line of sight
Where the length of the object remains constant and the distance between the object and the observer varies, the focal

length of the camera/lens system remains constant while the length of the recorded image of the object varies in proportion
to the distance between object and observer.
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The units used to quantify the physical length of the object and the physical distance between object and observer must be
the same. Likewise, the units used to quantify the camera/lens focal length and the length of the recorded object in the
image must be the same. However, the camera system units do not need to be the same as the physical distance units.
This, in combination with the concept of a calibration image, allows the use of image pixels as the unit of dimension within
the camera system. Such a calibration image, taken of an object which has a known length ({,,) at a known distance (r),
enables the focal length (f) to be found in units of the length of the recorded object in the image (I’,,). Correct methods of
capturing a calibration image are discussed in Section 4. For the calibration, rather than assuming the focal length of the
camera system is known, the focal length (in pixels) is calculated from a calibration image, where the other three parameters
are either known (l,,r) or determined (I',). This method allows direct counting of the pixels on the recorded image,
eliminating the need to convert from pixels to some other unit of length. Figure 1 below shows an example of the geometry
of the aircraft/camera system.

Application of this method of determining distance is discussed in two separate sections below. In 3.2, the usage is assumed
to be a field measurement where the user must determine the CPA of the aircraft. In 3.3, the usage is assumed to be an
acoustic test where the user must determine the height of the aircraft above the ground as it passes over a microphone
position.

o !
J 0§ o P f
e
ln
Slant Distance = v
-
Focal Length = f
/

Pixels

Figure 1 - Basic photo-scaling geometry
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3.2 Field Measurements - Aircraft Lateral to the Observer

When the observer is lateral to (i.e., to the side of) the aircraft and the aircraft is at the CPA, the observed aircraft has no
optical foreshortening. Optical foreshortening distorts the observed length of the object for those dimensions which are not
perpendicular to the line from the camera to the object. These effects are discussed in Section 7. In most field
measurements, the fuselage of the aircraft is the dimension of interest. With most multi-engine aircraft with wing-mounted
engines, the user can estimate the CPA by noting when the engine on the closest wing either blocks or aligns with the
observer’s view of the farther engine. For single engine aircraft, which generally have unswept wings, the user should
capture the image when the wings appear perpendicular to the fuselage. Issues with field measurements are further
discussed in Section 5.

In a field measurement, the user of the camera system usually tracks the aircraft with the camera system until the user
determines that the aircraft is at the CPA. This tracking of the aircraft with the camera is also referred to as ‘panning’. When
the aircraft is at the CPA, the user records the image.

Figure 2 below shows a notional view of a field measurement. The aircraft is lateral to the observer while flying level. The
observer tracks the aircraft with the camera until the aircraft is at the CPA as determined by the methods discussed above.
At the CPA point, the observer records the image. The CPA distance can then be determined from the recorded image
using the techniques discussed in 3.1.

?\\\héfrcraft

-

e
—

Camera

N

Operator

Figure 2 - Notional geometry for field measurement
3.3 Acoustic Tests - Aircraft Over-Flying the Observer
For over-flights during acoustic tests, the distance between the aircraft and the observer can be determined at a known
aircraft position relative to the observer. Over-flights will typically use the wingspan of the aircraft, rather than the fuselage

length, for I',, and [,,; the methods for determining the distance are the same. Acoustic flight test issues are discussed in
more detail in Section 6.
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In an acoustic test, the user of the camera system usually mounts the camera system at a fixed position close to the
microphone location under the expected flight track. The camera is usually pointing vertically up. When the aircraft is at the
overhead position relative to the camera system, the user records the image. In this case, the wingspan of the aircraft is the
aircraft dimension which is perpendicular to the observer.

Figure 3 below shows a notional view of an acoustic test. The aircraft is over-flying the observer/camera while in a climb.
The observer waits until the aircraft is overhead as determined by the methods discussed above. At the overhead point, the
observer records the image. The overhead distance (Zow in the Figure 3) can then be determined from the recorded image
using the techniques discussed in 3.1.

JAircraft

Camera

g

Microphone

Figure 3 - Notional geometry for acoustic test

3.4 Components of the Image Scaling System

In order to properly perform the determination of distance between aircraft and observer using the method provided in this
document, an image-scaling system comprised of hardware, software and specific procedures is required. The components
of such an image scaling system are:

a. A digital camera with a fixed or locking focal length lens - fixed focal lengths are recommended;

b. Image-processing software that allows for identification of individual pixels in an image by row and column (XY)
coordinates;

c. Calibration of the system using the method described in Section 4;
d. Procedures and methods described within this document; and

e. A conscientious operator or operators, to carefully execute the steps in the procedure.
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4. CALIBRATION

The calibration of the image scaling system is used to determine the focal length of the digital camera/lens system.
Equation 1 is used, but instead of an unknown distance from the observer to the object of interest, an object of known size
at a known distance is used to solve for the focal length (f) in the equation by measuring the length of the recorded object
in the image.

4.1 Setup

The image scaling system should be set up so that the image processing software can be used with images recorded on
any and all digital camera/lens combinations that will be used as part of the system. The operator must ensure that each
digital camera/lens system has been or will be calibrated. The user should ensure that the camera settings used during the
calibration are the same as those used in the aircraft distance determination measurements. If possible, the user should set
the camerato an un-compressed (“raw”) image with the highest pixel count available for the camera. This minimizes possible
issues with data compression and aliasing; these issues are discussed in 7.4. Note that the focal length f used in this context
is not the focal length of the lens — skipping this calibration step and using the stated focal length of the lens will result in
errors.

To calibrate a digital camera/lens system, the operator should choose as a calibration target an object that has a feature
with a known dimension that can be captured in the camera image. This feature should be easily discernible from the image,
and should be visually obvious, preferably with high-contrast compared to the image background. The target could also be
a distance between easily discernable objects in the image. The camera should be placed at a known distance perpendicular
to the target, far enough from the object to include the full known distance within the camera image, and to meet the
requirement of an infinite focus setting. That is, the distance between camera and object should be large enough so that
the image of the object is sharp with the lens set to infinite focus. If possible, the calibration image should be recorded using
an object of approximately the same size and at the same distance as those expected during the test. An alternative to
choosing an existing object of the proper size is to create one (e.g., high-visibility highway traffic safety cones placed a
known distance apart). Once such a calibration target and camera location have been established, the operator should
record several images of the target to ensure the process produces at least one satisfactory image. The calibration target
should be centered in the recorded image. The calibration target should be in the same camera axis as the expected aircraft
image during the flight test.

These calibrations can occur after the user records the images of interest. Before calibrating the operator must ensure that:

e The digital camera focus is set to infinity. As mentioned above, the operator should ensure that distance from the camera
to the object provides a clear image with a focus setting of infinity.

e The digital camera system should employ a fixed focal length lens. Zoom lenses have variable focal lengths that may
give unrepeatable results when processed. A zoom lens with a locking focal length could be used if the same focal
length were used for the calibration and field measurements; however, a fixed focal length lens is recommended.

4.2 Processing

After recording images of the calibration target, these raw images from the digital camera should be downloaded to a
processing computer. A stored image can be opened in the image processing software. The calibration image size in pixels
(I',,) should be determined. This pixel size can be determined as the hypotenuse of the right triangle defined by the pixels

of the calibration image. That is, I', = \/(xz —x1)% + (¥, — y1)? where (x1, y1) are the pixel coordinates of one end of the

calibration object and (x2, y») are the other end. As discussed above, only the f variable in Equation 1 is still unknown at
this point and can be found using the other three known values.

5. AIRCRAFT CPA DISTANCE DATA COLLECTION

The field setup of the image scaling system requires knowledge of the physical characteristics of the aircraft of interest (i.e.
the length of the wings or fuselage), and properly setting up the features of the digital camera. As mentioned in 3.2, field
measurements normally involve the user tracking the aircraft with the camera system to determine the CPA when the image
should be recorded. This section describes the setup of a digital camera system and logging the data during the collection
process.
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5.1 Digital Camera Setup and Lens Choice

The approximate location and size of the objects of interest should be known in advance so that the operator can choose
the proper camera/lens system to use. If the objects of interest are relatively large and the distances are small, a camera/lens
system with a relatively small focal length (e.g., a fixed focal length lens of 50 mm) may be appropriate. If the objects of
interest are relatively small and the distance is large, then a camera/lens system with a relatively large focal length (e.g., a
fixed focal length of 200 mm) may be more appropriate. Lenses with large focal lengths may be difficult to use in the field
as a larger lens is difficult to manually hold steady while panning for the aircraft and there may be difficulty finding a rapidly
moving object in a small field of view (which is usual for a camera with a large focal length lens).

Each digital camera has its own settings for determining the quality of the stored image. ALL calibration images and field
measurement images should use matching settings which retain the most information in the images. The operator should
ensure the camera has sufficient image storage ability for the required amount of work in the field. Some cameras have the
ability to capture multiple images per second — this feature may be advantageous for fast-moving aircraft.

5.2 Separate Data Logging

Often, different operators perform different tasks in the image scaling process; one operator may only be assigned to use
the digital camera to capture the images in the field, while a different operator may use the software to find the slant
distances. To allow the operators who process the images to perform their work correctly, the camera operator(s) should
record information in a measurement log, including the digital camera settings and information associated with each image
(e.g., image ID, aircraft type, approximate time of CPA or overflight, etc.). Appendix A includes an example of a field log
sheet for the recommended information. An electronic text log may be convenient, but if a paper log is used, an image
should be captured of the log sheet by the digital camera, so that other operators can coordinate the information on the log
sheet with the recorded aircraft images during processing.

6. MEASUREMENT OF AIRCRAFT HEIGHT AT OVERHEAD

Acoustic flight tests require knowledge of the following information about the aircraft during the test:
¢ the distance from the aircraft to the microphone at the overhead point

¢ the lateral angle of the aircraft at the overhead point

¢ the speed of the aircraft along the flight path

The height and lateral position at any point along the flight track can also be found using the methods discussed in this
section.

6.1 Distance and Lateral Angle from the Aircraft to the Microphone at the Overhead Point

Determining the distance from the aircraft to the microphone at the point where the aircraft passes over the microphone is
similar to the determination of the distance at the CPA. A common method used to determine the aircraft’s location relative
to the microphone is to include a known visual reference in the image of the aircraft pass-by. For certification flight tests,
this known visual reference is often a wire suspended parallel to the ground between two poles, in a direction perpendicular
to the flight path of the aircraft. The poles should be high enough so that the wire is in focus when the aircraft is also in
focus. With the camera directly under the wire, the known position of the aircraft occurs when the aircraft is in line with the
wire, which occurs when the aircraft is directly overhead. The point directly under the wire can be determined by suspending
a plumb bob from the wire. An example of a layout of this type is given in Figure 4. In this and the following figures, the
subscript ‘0’ is used to denote the distance projected onto a horizontal plane at the height of the wire. Also, the suspended
wire can include markings to either side of the center which will allow easy determination during the test of whether or not
the lateral angle criterion for the flight test is met.

The ‘0’ plane mentioned in the prior paragraph is required to define the angles between the camera and the aircraft. These

angles are used to provide position information in the X and Y directions. If this information is not required, then the slant
distance from the aircraft to the camera can be found using the methods previously discussed.
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