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INTRODUCTION - For several years there has been increas-

ing demand for self-contained, light-weight electrical and
hydraulic power systems for various missile and other aero-
space vehicle applications. This Aerospace Information
Report intends to discuss one particular category known as
Cryogenically Fueled Dynamic Power Systems.

SCOPE - In this report, "Cryogenically Fueled Dynamic
Power Systems" include all open cycle, chemically fueled,
dynamic engine power systems which utilize cryogenic fuels
and oxidizers. For nearly all practical present day systems,
this category is limited to cryogenic hydrogen or hydrogen-
oxygen fueled cycles with potential in future, more ad-
vanced systems for replacement of oxygen by fluorine. Ex-
cluded from the category are static cryogenic systems (e. g.,
fuel cells) and chemical dynamic power systems which uti-
lize earth storable propellants.

1. SYSTEM CONFIGURATIONS

1.1 Selection Criteria - Cryogenically fueled power
systems are especially attractive where both an environ-
mental control system and a power system are required.

‘Typical missions are moderate to high power levels and/or
short duty cycles as required in missiles or certain space .
vehicles. Additional benefits are obtained where the ve- '
hicle propulsion system propellants are cryogenics. Because
of the highly specialized nature of the application, few ac-
tual systems have been built. However, where applicable,
cryogenic power systems have demonstrated significantly
lower specific fuel consumptions and system weights for a
given power level when compared to those for systems pow-
ered by other fuels such as earth storables.

1.2 Configuration Classification - These systems can be
classified into basically two groups: integrated and non-in-
tegrated thermal cycles. The essential difference between
the two is that an integrated cycle incorporates both a ther-
mal control and an electrical control system. A typical
:example of this is shown as a simplified block diagram in
Figure 1. A non-integrated system consists only of a péwer
generation system which can include either electrical,
mechanical, hydraulic power, or any combination of these.
: The thermal or environmental control system, if required,
‘would be independent in this type of application. A typ-
ical block diagram of a non-integrated system is shown in
Figure 2.
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FIG. 2 - NON-INTEGRATED CYCLE
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Prime movers can include either positive displacement
devices or turbines for both types, and their selection de-
pends upon the specific mission requirements. Reciproca-
tors usually have a lower specific propellant consumption,
but higher weights than turbines for integrated cycles at a
given power level as shown in Figure 3. Lower reciproca-
tor propellant consumptions are achieved by heating the
gas during expansion or employing the recirculation fea-
ture, The higher reciprocator mechanical complexity re-
sults in a rapidly increasing prime mover weight with power
level and a lower inherent reliability than that for a turbine.
For example, a short duration mission of moderate to high
power level normally dictates a turbine as the prime mover,
because low system mechanical weight is more important
than low propellant consumption in this case.

. FIG. 3 - PRIME MOVER SPC AND
WEIGHT VS POWER OUTPUT
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Selection of the fuel and tank operating pressure is also

important in determining overall system weight and volume.'

Cryogenic hydrogen and oxygen or hydrogen alone is nor-
mally used in this category of power systems because the
highest system performance is realized with these fuels of
any cryogenics with the exception of fluorine. It is desir-
able to store hydrogen in the liquid or “slush" condition to
minimize storage volume. Although "slush" hydrogen pro~
duction and storage has been accomplished in the labora-
tory, it has not been applied to any operational system as
yet. Liquid hydrogen storage has been successfully used in
many propulsion systems in the subcritical state, and in a
few instances, at high pressure above the critical condition.

2, SYSTEM THERMODYNAMICS

2,1 Non-Integrated Thermal Cycle - On those occasions
where vehicle and/or power subsystem cooling is not a si-
multaneous requirement with power generation, a non-in-
tegrated thermal cycle power system would be considered.
This type of system might also be used where cooling is a
considerably less important requirement.
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2.2 Integrated Thermal Cycles - In nearly all space
power systern applications, there is a simultaneous require-
ment for some heat rejection. This may be in the form of
cooling the power conversion system itself as, for example,
alternator or expander lubricant cooling. In many cases,
heat rejection systems are required to dissipate vehicle heat
or heat produced by its electronic equipment in addition to
the power system heat rejection. Usually comparatively
natrow temperature limits are required at different mean
temperatures within different parts of the vehicle. This is
especially true if it is a manned vehicle.

The possibility of combining vehicle thermal control
with a cryogenic power system was realized some time ago -
(see Reference 1), Integration of the cooling and power
generation systems has been shown by two methods. One
is a series or semi-integrated system; the other is a fully
integrated system,

2.2.1 Semi-Integrated System - In the semi-integrated
system shown in Figure 4, hydrogen is fed from the tank
through a heat exchanger for the thermal control system.
The warmed hydrogen then reaches a reaction chamber
where it combines catalytically with oxygen, This hot gas
then powers an engine or turbine driven generator,

a. One of the disadvantages of this system is that addi-
tional hydrogen above the amount necessary to power the
generator is needed for the thermal control system. This
hydrogen then must be dumped overboard.

b. In addition, the environmental cooling fluid comes
in contact with a heat exchanger wall which is in contact
with cryogenic hydrogen at -400 F, Therefore a precise
control system is necessary to bypass one of the fluids around
this heat exchanger to prevent freezing of the thermal con-
trol system coolant.
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FIG. 4 - SEMI-INTEGRATED CYCLE

A typical example of a semi~integrated system is the
hydrogen-oxygen powered 876C APU developed for the
Dynasoar X-20 program, This system generates up to 12
kw of electrical and 3000 psi hydraulic power, but it does
not include an environmental control system. A functional

schematic and a photograph of this systﬂacw@:ﬁrts

Figures 6 and 6 respectively,
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