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Electro-Deposition of Zinc 

RATIONALE 

AMS03-20A stabilizes this document because this document contains mature technology that is not expected to change 
and thus no further revisions are anticipated. 

STABILIZED NOTICE 

AMS03-20A has been declared "STABILIZED" by the SAE AMS B Finishes, Processes and Fluids Committee. This 
document will no longer be updated and may no longer represent standard industry practice. Users of this document should 
refer any certification issues (e.g., exceptions listed on the certification report) to the cognizant engineering organization for 
their disposition.  

NOTE: In many cases the purchaser may be a sub tier supplier and not the cognizant engineering organization. 

AMS Committee B recommends that the following similar (e.g., properties, fit, form, function) specifications be considered 
for future procurement. This listing does not constitute authority to substitute these specifications for the “STABILIZED” 
specification. 

AMS2402 Plating, Zinc 
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LICENSING AGREEMENT 

Ministry of Defence. © Crown Copyright 2015. Reproduced under the terms of the Open Government License. 

FOREWORD 

REVISION NOTE 

This Defence Standard was raised to Issue 3 to update its content and incorporate the latest MoD/DStan policy in place at 
the time. 

HISTORICAL RECORD 

This standard supersedes the following: 

DTD 903D dated March 1966 

Def Stan 03-20 Issue 1 dated 8 December 1980 

Def Stan 03-20 Issue 2 dated 31 March 1994 
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PREFACE 

The Preface which appeared in DEF STAN 03-20 Issue 3 has been deliberately deleted. 
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