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RATIONALE 

This document contains mature technology and is not likely to change in the foreseeable future. 

STABILIZED NOTICE 

AMS1371A has been declared “STABILIZED” by SAE AMS Committee  J Aircraft Maintenance Chemicals and Materials 
and will no longer be subjected to periodic reviews for currency. Users are responsible for verifying references and continued 
suitability of technical requirements. Newer technology may exist. 
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1. SCOPE:

1.1 Form: 

This specification covers a rust removing compound in the form of a solid, generally powdered, to be 
dissolved in water, and heated.

1.2 Application: 

This compound has been used typically for the removal of oxides from ferrous components during 
manufacture or at overhaul, but usage is not limited to such applications.  This compound product 
may be acidic, but is usually highly alkaline and is not suitable for processing aluminum 
components.  Avoid mixed metals during processing.

1.2.1 This compound is not for use on aircraft turbine engine components.  For such applications, refer 
to AMS 1379.

1.3 Safety - Hazardous Materials: 

While the materials, methods, applications, and processes described or referenced in this 
specification may involve the use of hazardous materials, this specification does not address the 
hazards which may be involved in such use.  It is the sole responsibility of the user to ensure 
familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS: 

The following publications form a part of this specification to the extent specified herein.  The latest 
issue of SAE publications shall apply.  The applicable issue of other publications shall be the issue in 
effect on the date of tendering for a contract, and if changed by date of purchase, the later issue when 
agreed between purchaser and vendor.
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