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Cleaner for Aircraft Exterior Surfaces
Water-Miscible, Foam-On, Pressure-Spraying

RATIONALE
Changes in this revision include format and editorial changes as well updates to specification revisions.
1. SCOPE
11 Form
This specification covers a water-miscible, foam-on, pressure spraying cleaner in the form of a liquid.
1.2 Application
Primarily for removing soils from painted and unpainted aircraft using foam-forming equipment.
1.3 Safety - Hazardous Materials
While the materials, methods, applications, and processes described or referenced in this specification may involve the
use of hazardous materials, this specification does not address the hazards which may be involved in such use. It is the
sole responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take
necessary precautionary measures to ensure the health and safety of all personnel involved.
2. APPLICABLE DOCUMENTS
The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue
is specified. When the referenced document has been cancelled and no superseding document has been specified, the
last published issue of that document shall apply.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or 724-776-4970 (outside USA), www.sae.orqg.

AMS2470 Anodic Treatment of Aluminum Alloys, Chromic Acid Process
AMS2475 Protective Treatments, Magnesium Alloys
AMS2825 Material Safety Data Sheets

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
Copyright © 2020 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™
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AMS4037 Aluminum Alloy, Sheet and Plate, 4.4Cu - 1.5Mg - 0.60Mn (2024; -T3 Flat Sheet, -T351 Plate), Solution
Heat Treated

AMS4041 Aluminum Alloy, Alclad Sheet and Plate, 4.4Cu - 1.5Mg - 0.60Mn, Alclad 2024 and 1-1/2% Alclad 2024, -
T3 Flat Sheet; 1-1/2% Alclad 2024-T351 Plate

AMS4049 Aluminum Alloy, Sheet and Plate, Alclad, 5.6Zn - 2.5Mg - 1.6Cu - 0.23Cr (Alclad 7075; -T6 Sheet, -T651
Plate), Solution and Precipitation Heat Treated

AMS4376 Plate, Magnesium Alloy, 3.0Al - 1.0Zn - 0.20Mn (AZ31B-H26), Cold Rolled and Partially Annealed
AMS4911 Titanium Alloy, Sheet, Strip, and Plate, 6Al - 4V, Annealed
AMS5045 Steel, Sheet and Strip, 0.25 Carbon, Maximum, Hard Temper

2.2 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, www.astm.org.

ASTM D 56 Flash Point by Tag Closed Tester

ASTM D 1193 Reagent Water

ASTM D 1568 Sampling and Chemical Analysis of Alkylbenzene Sulfonates

ASTM F 483  Total Immersion Corrosion Test for Aircraft Maintenance Chemicals

ASTM F 484  Stress Crazing of Acrylic Plastics in Contact with Liquid or Semi-Liquid Compounds

ASTM F 485  Effects of Cleaners on Unpainted Aircraft Surfaces

ASTM F 502  Effects of Cleaning and Chemical Maintenance Materials on Painted Aircraft Surfaces

ASTM F 519  Mechanical Hydrogen Embrittlement Testing of Plating Processes and Aircraft Maintenance Chemicals
ASTM F 1105 Preparing Aircraft Cleaning Compounds, Liquid Type, Solvent Based for Storage Stability Testing
ASTM F 1110 Sandwich Corrosion Test

ASTM F 1111 Corrosion of Low Embrittling Cadmium Plate by Aircraft Maintenance Chemicals

2.3 U. S. Government Publications

Available from DLA Document Services, Building 4/D, 700 Robbins Avenue, Philadelphia, PA 19111-5094, Tel: 215-697-6396,
http://quicksearch.dla.mil/.

MIL-PRF-25690 Plastic, Sheets and Parts, Modified Acrylic Base, Monolithic, Crack Propagation Resistant
MIL-STD-870 Cadmium Plating, Low Embrittlement, Electrodeposition

MIL-STD-2073-1  Parts and Equipment, Procedures for Packaging and Packing of
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