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AEROSPACE 

MATERIAL SPECIFICATION 
 

AMS1533™ REV. C 

Issued 1979-10 
Reaffirmed 2004-02 
Revised 2019-01 
 
Superseding AMS1533B 

(R) Cleaner for Exterior Aircraft Surfaces 
Gel-Type, Solvent-Base 

RATIONALE 

Biodegradability testing needed to be updated and sampling plan referred to a specific chemical and did not contain the 
same testing called out in this specification. Also, specification references needed to be updated. 

1. SCOPE 

1.1 Form 

This specification covers a solvent-base cleaner in the form of a gel. 

1.2 Application 

This product has been used typically for removing soils from exterior surfaces of aircraft, such as landing gears, wheel 
wells, and flap cavities, but usage is not limited to such applications. 

1.3 Safety - Hazardous Materials 

While the materials, methods, applications, and processes described or referenced in this specification may involve the 
use of hazardous materials, this specification does not address the hazards which may be involved in such use. It is the 
sole responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take 
necessary precautionary measures to ensure the health and safety of all personnel involved. 

2. APPLICABLE DOCUMENTS 

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the 
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue 
is specified. When the referenced document has been cancelled and no superseding document has been specified, the 
last published issue of that document shall apply. 
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2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

AMS2470 Anodic Treatment of Aluminum Alloys, Chromic Acid Process 

AMS2475 Protective Treatments, Magnesium Alloys 

AMS4037 Aluminum Alloy, Sheet and Plate, 4.4Cu - 1.5Mg - 0.60Mn (2024; -T3 Flat Sheet, -T351 Plate), 
Solution Heat Treated 

AMS4041 Aluminum Alloy, Sheet and Plate, Alclad, 4.4Cu - 1.5Mg - 0.60Mn, (2024, -T3 Sheet/-T351 
Plate with 1-1/2% Alclad), Solution Heat Treated, Cold Worked and Naturally Aged 

AMS4049 Aluminum Alloy, Sheet and Plate, Alclad, 5.6Zn - 2.5Mg - 1.6Cu - 0.23Cr (Alclad 7075; -T6 Sheet 
-T651 Plate), Solution and Precipitation Heat Treated 

AMS4376 Plate, Magnesium Alloy, 3.0Al - 1.0Zn - 0.20Mn (AZ31B-H26), Cold Rolled and Partially Annealed 

AMS4911 Titanium Alloy, Sheet, Strip, and Plate, 6Al - 4V, Annealed 

AMS5045 Steel, Sheet and Strip, 0.25 Carbon, Maximum, Hard Temper 

AMS5046 Carbon Steel, Sheet, Strip, and Plate (SAE 1020 and 1025) 

2.2 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA  19428-2959, 
Tel: 610-832-9585, www.astm.org.  

ASTM D93 Flash Point by Pensky-Martens Closed Tester 

ASTM D471 Rubber Property - Effects of Liquids 

ASTM F483 Total Immersion Corrosion Test for Aircraft Maintenance Chemicals 

ASTM F484 Stress Crazing of Acrylic Plastics in Contact with Liquid or Semi-Liquid Compounds 

ASTM F485 Effects of Cleaners on Unpainted Aircraft Surfaces 

ASTM F502 Effects of Cleaning and Chemical Maintenance Materials on Painted Aircraft Surfaces 

ASTM F519 Mechanical Hydrogen Embrittlement Testing of Plating Processes and Aircraft Maintenance 
Chemicals 

ASTM F1080 Determining the Consistency of Viscous Liquids Using a Consistometer 

ASTM F1105 Preparing Aircraft Cleaning Compounds, Liquid Type, Solvent Based for Storage Stability Testing 

ASTM F1110 Sandwich Corrosion Test 

ASTM F1111 Corrosion of Low Embrittling Cadmium Plate by Aircraft Maintenance Chemicals 

Full document details: SAE AMS1533C

http://www.sae.org/
http://www.astm.org/
http://www.avadocuments.com/doc/sae-ams1533c
http://www.avadocuments.com/doc/sae-ams1533c


 
SAE INTERNATIONAL AMS1533™C Page 3 of 7 
 

2.3 U.S. Government Publications 

Copies of these documents are available online at http://quicksearch.dla.mil.  

MIL-PRF-25690 Plastic, Sheets and Parts, Modified Acrylic Base, Monolithic, Crack Propagation Resistant 

MIL-STD-870 Cadmium Plating, Low Embrittlement, Electrodeposition 

2.4 Other Publications 

ANSI Z400.1/Z129.1  Hazardous Workplace Chemicals - Hazard Evaluation and Safety Data Sheet and Precautionary 
 Labeling Preparation 

3. TECHNICAL REQUIREMENTS 

3.1 Material 

The composition of the cleaner shall be optional with the manufacturer but should contain water, biodegradable 
surfactants, emulsifiers, thickeners, and solvents to produce a gel-type product meeting the requirements of 3.2. 

3.2 Properties 

Cleaner shall conform to the following requirements; tests shall be performed in accordance with specified test methods 
on the product supplied in concentrated form: 

3.2.1 Viscosity 

Flow rate shall be between 13 and 23 cm in 10 seconds, determined in accordance with ASTM F1080. 

3.2.2 Corrosion of Metal Surfaces 

3.2.2.1 Sandwich Corrosion 

Specimens, after test, shall show a rating not worse than 1, determined in accordance with ASTM F1110. 

3.2.2.2 Total Immersion Corrosion 

Cleaner shall neither show evidence of corrosion nor cause a weight change of any test panel greater than shown in 
Table 1, determined in accordance with ASTM F483: 

Table 1 - Total immersion corrosion weight change 

Panel 
Weight Change 

mg/cm2 per 24 hours 
AMS4037 Aluminum Alloy, anodized as in AMS2470 0.3 
AMS4041 Aluminum Alloy  0.3 
AMS4049 Aluminum Alloy 0.3 
AMS4376 Magnesium Alloy, dichromate treated as in AMS2475 0.2 
AMS4911 Titanium Alloy 0.1 
AMS5045 Carbon Steel 0.8 
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