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Tolerances
Copper and Copper Alloy Wire

RATIONALE
AMS2224H results from a Five-Year Review and update of this specification with changes to update Applicable Documents
(see Section 2), relocate Definitions (see 2.2), clarify information for tolerances expressed as percentages (see 3.1.1.2),
and to add a Note regarding usage of non-refractory and refractory tables in this specification and references to the note
(see 3.1.1, 3.2.1, 3.2.2, Section 4, and 9.2).
1. SCOPE

This specification covers established inch/pound manufacturing tolerances applicable to copper and copper alloy wire
ordered to inch/pound dimensions. These tolerances apply to all conditions, unless otherwise noted.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is
specified. When the referenced document has been cancelled and no superseding document has been specified, the last
published issue of that document shall apply.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AS7766 Terms Used in Aerospace Metals Specifications
2.2 Definitions

Terms used in AMS are defined in AS7766.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2023 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™
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3. DIAMETER OR THICKNESS
3.1  Metallic Coated, Not Redrawn
| 3.1.1  Round Only, Non-Refractory (see 9.2)
3.1.1.1  See Table 1.
| 3.1.1.2  When specified as a percentage, tolerance shall be expressed to the nearest 0.001 inch.

Table 1 - Diameter or thickness tolerance round, non-refractory

Tolerance Tolerance

Specified Diameter Inches Inches
Inches Plus Minus

Up to 0.010, incl 0.0001 0.0001
Over 0.010 3.0%D 1.0%D

3.2 Bare and Metallic Coated, Cold Drawn

See 3.2.1and 3.2.2.

3.2.1 Round, Hexagon, and Octagon Refractory and Non-Refractory (see 9.2)
3.21.1 See Table 2.

Table 2 - Diameter or thickness tolerance, round, hexagon, and octagon

Tolerance, Inches Tolerance, Inches
Specified Diameter or Tolerance, Inches Plus and Minus Tolerance, Inches Plus and Minus
Distance Plus and Minus Non-Refractory Plus and Minus Refractory
Between Parallel Surfaces Non-Refractory Hexagon Refractory Hexagon
Inches Round Octagon Round Octagon
Up to 0.010, incl 0.0001 -- 0.0002 --
Over 0.010 to 0.020, incl 0.0002 -- 0.0003 --
Over 0.020 to 0.030, incl 0.0003 -- 0.0005 --
Over 0.030 to 0.040, incl 0.0004 0.0008 0.0007 0.002
Over 0.040 to 0.050, incl 0.0005 0.0010 0.0008 0.003
Over 0.050 to 0.060, incl 0.0006 0.0012 0.0010 0.003
Over 0.060 to 0.080, incl 0.0008 0.0016 0.0015 0.004
Over 0.080 to 0.150, incl 0.0010 0.002 0.002 0.004
Over 0.150 to 0.500, incl 0.0015 0.003 0.002 0.004
Over 0.500 to 0.750, incl 0.002 0.004 0.003 0.005

3.2.2 Square and Rectangular Copper and Refractory and Non-Refractory (see 9.2)

3.2.2.1 See Table 3.
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