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Quality Assurance Sampling and Testing
Carbon and Low-Alloy Steel Forgings

RATIONALE
AMS2372H results from a Five-Year Review and update of this specification that revises definitions of Heat and Lot (3.3.2
and 3.3.3), revises sampling plan (3.3.4.1.1), adds forgings to testing (3.3.4.5.1), revises test methods (3.3.5.1.1), and
sampling (3.6).
1. SCOPE

This specification covers quality assurance sampling and testing procedures used to determine conformance to applicable
specification requirements of carbon and low-alloy steel forgings.

1.1 Quality assurance sampling and testing procedures for forging stock are covered by AMS2370.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is
specified. When the referenced document has been cancelled and no superseding document has been specified, the last
published issue of that document shall apply.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AMS2808 Identification, Forgings
ARP1917 Clarification of Terms Used in Aerospace Metals Specifications
2.2 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, www.astm.org.

ASTM A370 Mechanical Testing of Steel Products

ASTM E8/E8M Tension Testing of Metallic Materials

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
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3. TECHNICAL REQUIREMENTS

3.1 General Requirements

3.1.1  Omission from this specification of confirmatory tests of certain material properties or attributes controlled by the
applicable material specifications does not relieve the vendor of responsibility for furnishing forgings that conform

in all aspects to the applicable material specification.

3.1.2 In the event of a conflict between requirements specified herein and requirements of a particular material
specification, requirements of the material specification shall take precedence.

3.2 Responsibility for Tests

The vendor of forgings shall supply all samples for vendor’s tests and shall be responsible for performing all required tests.
Results of such tests shall be reported to the purchaser as required by the applicable material specification.

3.3 Detail Requirements
3.3.1 Classification
For the purpose of clarifying test requirements, forgings shall be classified as shown in Table 1.

Table 1 — Classifications of forgings

Class Description

I Forgings supplied in the final heat treated condition and requiring destructive
testing for verification of specified mechanical properties.

Il Forgings supplied normalized, normalized and tempered, normalized and
annealed, or annealed only, that require testing to ensure conformance to
specified mechanical properties after subsequent heat treatment.

i Forgings supplied hardened and tempered to only a specified hardness.

IV Forgings supplied normalized, normalized and tempered, normalized and
annealed, or annealed only, e.g., carburizing grades, not subject to testing for
specified mechanical properties, other than hardness, after final heat treatment.

3.3.2 Heat

A heat shall be all steel melted in a single furnace charge. For consumable electrode remelted steel, a heat shall be all
consumable electrode remelted ingots processed from steel originally melted as a single furnace charge.

3.3.3 Lot
A lot shall be all forgings of a similar configuration (opposite hand being considered as a single configuration), identifiable

to a single heat of steel, forged under the same nominal forging process parameters, and processed by either of the following
methods (see 3.3.3.1 and 3.3.3.2):

3.3.3.1  Sequentially heat treated during a 24-hour period in a continuous furnace with no interruptions in operations and
no change in furnace temperature, charge rate, or racking pattern.

3.3.3.2 Sequentially heat treated during a 48-hour period in one or a series of batch-type furnace loads, provided the

loads are processed in the same furnace or same series of furnaces and there is no change in power, set
temperature, soak time, quench parameters, or racking pattern.
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