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NOTICE
ORDERING INFORMATION: The following information shall be provided to the plating processor by the purchaser.

1) Purchase order shall specify not less than the following:

e  AMS2415J

.

Plating thickness desired (3.4.2)

+ Basis metal to be plated

+ Tensile strength or hardness of the basis metal

* Pre-plate stress relief to be performed by plating processor (time and temperature) if different from 3.1.1

+ Special features, geometry or processing present on parts that requires special attention by the plating processor
+ Optional; Periodic testing frequency (4.2.2) and sample quantity (4.3.1)

» Optional: Requirement to perform preproduction tests on the initial shipment (4.2.3)

« Quantity of pieces to be plated

2) Parts manufacturing operations such as heat treating, forming, joining and media finishing can affect the condition of
the substrate for plating, or if performed after plating, could adversely affect the plated part. The sequencing of these
types of operations should be specified by the cognizant engineering organization or purchaser and is not controlled
by this specification.
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1. SCOPE

1.1 Purpose

This specification covers the requirements for electrodeposited and diffused lead and indium plate.
1.2 Application

This process has been used typically to improve the performance and prevent corrosion of bearings or of other parts, but
usage is not limited to such applications.

1.3 Safety - Hazardous Materials
While the materials, methods, applications, and processes described or referenced in this specification may involve the
use of hazardous materials, this specification does not address the hazards which may be involved in such use. It is the

sole responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take
necessary precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue
is specified. When the referenced document has been cancelled and no superseding document has been specified, the
last published issue of that document shall apply.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15086-0001, Tel: 877-606-7323 (inside
USA and Canada) or 724-776-4970 (outside USA), www.sae.org.

AS2390 Chemical Process Test Specimen Material
2.2 ASTM Publications

Available from ASTM International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside
USA and Canada) or 724-776-4970 (outside USA), www.sae.org.

ASTM B 487 Measurement of Metal and Oxide Coating Thicknesses by Microscopical Examination of a Cross
Section

ASTM B 499 Measurement of Coating Thicknesses by the Magnetic Method: Nonmagnetic Coatings on
Magnetic Basis Metals

ASTM B 504 Measurement of Thickness of Metallic Coatings by the Coulometric Method

ASTM B 568 Measurement of Coating Thickness by X-Ray Spectrometry

ASTM E 376 Measuring Coating Thickness by Magnetic-Field or Eddy-Current (Electromagnetic) Examination
Methods

3. TECHNICAL REQUIREMENTS
3.1 Preparation

3.1.1 Steel parts, having a hardness of 40 HRC or higher and which have been ground after heat treatment, shall be
cleaned to remove surface contamination and stress relieved before preparation for plating. Unless otherwise
specified, the stress relief shall be not less than 275 °F £ 25 (135 °C £ 14) for not less than 5 hours for parts with
hardness 55 HRC or higher and not less than 375 °F + 25 (191 °C £ 14) for not less than 4 hours for parts with
lower hardness.
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