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EPOXY PRIMER PLATING
Electrodeposition

1. SCOPE:

1.1 £Qr~: This specification covers the engineering requirements for
electrodeposit1on of AMS 3109 epoxy primer on aluminum alloy surfaces and
the properties of the deposit.

1.2 Application: Primarily for use as a primer for structural adhesive bonding
of aluminum alloys and honeycomb panels.

1.3 Safety - Hazardous Materials: While the materials, methods, applications,
and processes described or referenced in this specification may involve the
use of hazardous materials, this specification does not address the hazards
which may be involved in such use. It is the sole responsibility of the
user to ensure familiarity with the safe and proper use of any hazardous
materials and to take necessary precautionary measures to ensure the health
and safety of all personnel involved.

2. APPLICABLE DOCUMENTS: The following publications form a part of this
specification to the extent specified herein. The latest issue of SAE
publications shall apply. The applicable issue of other publications shall
be the issue in effect on the date of the purchase order.

2.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale,
PA 15096-0001.

2.1.1 Aerospace Material Specifications:

AMS 2825 - Material Safety Data Sheets
AMS 3109 - Primer, Adhesive, Electrodeposited, _55° - 82°C (_67° - 180°F)

SAE Technical Board Rules provide that: "This report is published by SAE to advance the state of technical and engineering sciences.
The use of this report is entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement
arising therefrom, is the sole responsibility of the user."

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your
written comments and suggestions.

Copyright 1991 Society of Automotive Engineers, Inc.
All nghts reserved. Printed in U.S.A.

Full document details: SAE AMS2443

http://www.avadocuments.com/doc/sae-ams2443
http://www.avadocuments.com/doc/sae-ams2443


 
Distributed under license from the IHS Archive
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

AMS 2443 SAE AMS 2443

2.2 ASIM__PQb1ications: Available from ASTM, 1916 Race Street, Philadelphia, PA
19103-1187.

ASTM 0 1193 - Reagent Water
ASTM 0 3933 - Preparation of Aluminum Surfaces of structural Adhesives

Bonding (Phosphoric Acid Anodizing)

2.3 U_~ . ~o~n~D~Jrnli~QQi: Available from Standardization Documents
Order Desk, Building 40, 700 Robbins Avenue, Philadelphia, PA 19111-5094.

2.3.1 Military Specifications:

MIL-P-17667 - Paper, Wrapping, Chemically Neutral (Non corrosive)

2.3.2 Military Standards:

MIL-STD-2073-1 - DOD Material Procedures for Development and Application
of Packaging Requirements

3. TECHNICAL REOUIREMENTS:

3.1 Preparation:

3.1.1 All machining, brazing, welding, forming, and heat treating shall be
completed before parts are plated.

3.1.2 Parts shall have chemically clean surfaces, prepared with minimum
abrasion, erosion, or pitting, prior to immersion in the plating solution.

3.1.3 Electrical contacts between the parts and power source shall be made to
ensure that neither chemical or immersion deposition nor electric arcing
or overheating will occur. If parts are to be plated allover, contact
points shall be located as specified on the part drawing or as agreed upon
by purchaser and vendor. If parts are not required to be plated allover,
contact points shall be located in areas on which plating is not required
or is optional.

3.2 Procedure: Parts shall be plated in the following sequence, using the
AMS 3109 epoxy primer solution.

1. Degrease
2. Alkaline clean
3. Rinse in ASTM D 1193, Type III, water (3 to 5 minutes)
4. Anodize in accordance with ASTM 0 3933
5. Rinse in ASTM 0 1193, Type III, water (5 to 7 minutes)
Sa. Alternately, oven dry at 54°C ± 6 (130°F ± 10) for 30 - 40 minutes
6. Epoxy primer plate

3.2.1 rp~xy Primer Plate: Shall be e1ectrodeposited from AMS 3109 epoxy primer
solution on an anodized aluminum surface.
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3.2.1.1 Parts to be electrodeposited in the dry condition shall be oven dried at
49° - 60°C (120° - 140°F), handled with clean cotton gloves, and covered
with MIL-P-17667 paper.

3.2.2 Rinsing: The plated part shall be removed from the plating solution and
shall be thoroughly rinsed by immersion for not less than 15 minutes in
water at not lower than 80°C (176°F) and dried.

3.2.3 Curing: Parts shall be oven cured at 121°C ± 3 (250°F ± 5) for 30 to 35
minutes.

3.3 Properties:

3:3.1 Epoxy Primer Solution: Shall conform to the following requirements,
determined by the specified test methods:

3.3.1.1 Temperature

3.3. 1.2 Solids content

3.3. 1.3 Acidity (pH)

3.3.1.4 Solvent content

3.3. 1.5 Resistance

3.3. 1.6 Milliequivalence
of sol ubili zer

21° - 27°C (70° - 81°F)

8.0 to 10.0% by weight

4.8 - 6.5

As specified by supplier

1000 - 2000 ohm-em

0.25 - 0.30 meq/g

4.5. 1

4.5.2

4.5.3

4.5.4

4.5.5

4.5.6

3.3.2 CYr~~o~~ Primer Plate: The following properties shall be determined
each day that adherends are processed:

3.3.2.1 Thickness shall be 0.0001 - 0.0004 inch (2.54 - 10. 16 ~m), determined
by eddy current or other method acceptable to purchaser.

3.3.2.2 Adhesion properties (tensile shear, sandwich peel, and wedge crack
propagation) shall meet the requirements of AMS 3109.

3.3.2.3 Completeness of cure shall meet the requirements of AMS 3109.

3.4 QualitY: Plated epoxy primer, as received by purchaser, shall be
continuous, adherent to the basis metal, uniform in 'appearance, and
essentially free from pinholes, porosity, blisters, nodules, pits, and other
imperfections detrimental to usage of the plating.

4. QUALITY ASSURANCE PROVISIONS:

4.1 R~sponsibility for Ins~ction: The processing vendor shall supply all
samples for vendor's tests and shall be responsible for performing all
required tests. Purchaser reserves the right to sample and to perform
confirmatory testing deemed necessary to ensure that processing conforms to
the requirements of this specification.
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