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RATIONALE 

AMS2550F stabilizes this document because this document contains mature technology that is not expected to change and 
thus no further revisions are anticipated. 

STABILIZED NOTICE 

AMS2550F has been declared "STABILIZED" by SAE AMS Finishes, Processes and Fluids Committee B. This document 
will no longer be updated and may no longer represent standard industry practice. Previously, this document was reaffirmed 
non-current. The last technical update of this document occurred in March, 1994. Users of this document should refer any 
certification issues (e.g., exceptions listed on the certification report) to the cognizant engineering organization for their 
disposition.  

NOTE: In many cases the purchaser may be a sub tier supplier and not the cognizant engineering organization. 
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1 . SCOPE: This specification covers the engineering requirements for a
 to provide enhanced corrosion resistance to sheet metal parts, such

as brackets, spacers, and washers, fabricated from martensitic 
resistant steels, usually AMS 5504 or AMS 5508 and having hardness not higher
than 40 HRC, or ferritic corrosion-resistant steels, usually AMS 5506. The
treatment is not  for use on parts subject to impact in service.

2. APPLICABLE DOCUMENTS: The following publications form a part of this
specification to the extent specified herein. The latest issue of Aerospace
Material Specifications shall apply. The applicable issue of other documents
shall be as specified in  2350.

2.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale,
PA 15096.

2.1.1 Aerospace Material Specifications:

 2350  Standards and Test Methods
  Heat Treatment of Martensitic Corrosion Resistant Steel Parts

2.2 U.S. Government Publications: Available from Commanding Officer, Naval
Publications and torms Center, 5801  Avenue, Philadelphia, PA 19120.

2.2.1 Military Standards:

MIL-STD-794  Parts and Equipment, Procedures for Packaging and Packing of

3. TECHNICAL REQUIREMENTS:
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