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Brazing, Aluminum 
Torch or Furnace 

RATIONALE 

AMS2672H results from a Five-Year Review and update of this specification with the addition of ordering information, added 
reference to destructive testing to coverage (3.6.2), changed flux removal to halide test in acceptance tests (4.2.1), deleted 
destructive coverage test from periodic testing (4.2.2) as it is a required acceptance test, added suspension of periodic 
testing per general agreement (4.2.2.1), added note 2 to Table 1 that requires sampling to be agreed upon when lot sizes 
are less than 40, and added dimensions and properties to the notes (8.3). 

NOTICE 

ORDERING INFORMATION: The following information shall be provided to the plating processor by the purchaser. 

1. Purchase order shall specify not less than the following: 

• AMS2672H 

• Quantity of pieces to be brazed 

• Method for determining area joined by filler metal (3.6.2) 

• Standards for acceptance and method of test when proof test is required (3.6.3) 

2. Parts manufacturing operations such as heat treating, forming, joining and media finishing can affect the condition of 
the substrate for brazing, or if performed after brazing, could adversely affect the brazed part. The sequencing of these 
types of operations should be specified by the cognizant engineering organization or purchaser and is not controlled by 
this specification. 

1. SCOPE  

1.1 Purpose 

This specification covers the requirements for producing brazed joints on aluminum and aluminum alloys by torch or furnace 
brazing. 

1.2 Application 

This process has been used typically for joining aluminum and selected aluminum alloys. 
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1.3 Safety - Hazardous Materials 

While the materials, methods, applications, and processes described or referenced in this specification may involve the use 
of hazardous materials, this specification does not address the hazards which may be involved in such use. It is the sole 
responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved. 

2. APPLICABLE DOCUMENTS 

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the 
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is 
specified. When the referenced document has been cancelled and no superseding document has been specified, the last 
published issue of that document shall apply. 

2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org. 

AMS3412 Flux, Aluminum Brazing, for Torch or Furnace Brazing 

AMS4063 Aluminum Alloy, Clad One Side, Sheet, 1.25Mn - 0.12Cu (No. 11-0 Brazing Sheet), Annealed 

AMS4064 Aluminum Alloy, Clad Two Sides Sheet, 1.25Mn - 0.12Cu (No. 12-0 Brazing Sheet), Annealed 

AMS4184 Filler Metal, Aluminum Brazing, 10Si - 4.0Cu (4145) 

AMS4185 Filler Metal, Aluminum Brazing, 12Si (4047) 

AMS4255 Aluminum Alloy, Clad One Side Sheet, 0.6Mg - 0.35Si - 0.28Cu (No. 21 Brazing Sheet), As Fabricated 

AMS4256 Aluminum Alloy, Clad Two Sides Sheet, 0.6Mg - 0.35Si - 0.28Cu (No. 22 Brazing Sheet), As Fabricated 

AS7766 Terms Used in Aerospace Metals Specifications 

2.2 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9585, www.astm.org. 

ASTM D1179 Fluoride Ion In Water 

ASTM D1193 Reagent Water 

2.3 AWS Publications 

Available from American Welding Society, 8669 NW 36 Street, #130, Miami, FL 33166-6672, Tel: 1-800-443-9353, 
www.aws.org. 

AWS B2.2 Brazing Procedure and Performance Qualification 
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3. TECHNICAL REQUIREMENTS 

3.1 Materials 

3.1.1 Filler metal shall be aluminum brazing alloy conforming to AMS4184 or AMS4185. 

3.1.2 Flux 

Flux for torch brazing or circulating-air type furnace brazing shall conform to AMS3412. 

3.2 Equipment and Personnel 

3.2.1 Torch Method 

Torches, tips, regulators, and accessory equipment shall be appropriate for the thickness of the material being brazed. 

3.2.2 Furnace Method 

Furnaces shall be circulating-air type, maintained within ±10 °F (±6 °C) of a selected temperature within the range 900 to 
1200 °F (482 to 649 °C) by suitable controls. 

3.2.3 Personnel 

Those engaged in torch brazing shall be tested periodically for proficiency in accordance with AWS B2.2 or other procedure 
acceptable to the cognizant engineering organization. 

3.3 Preparation 

3.3.1 Surface Condition 

The surfaces to be joined shall be clean prior to assembly. Cleaning should be by degreasing using a suitable solvent, 
alkaline cleaning, and deoxidizing followed by a cold and hot water rinse. 

3.3.2 Fluxing 

Flux shall be applied so that surfaces to be joined are sufficiently coated to ensure the specified bond between the parts 
after brazing; if preplaced filler metal inserts are used, they shall also be coated with flux. 

3.3.3 Assembly 

The parts to be joined shall be assembled so that clearances between mating surfaces are within specified tolerances. The 
assembly shall be supported so that the parts will be in proper alignment throughout brazing. Except when parts are 
fabricated from clad brazing sheet, such as AMS4063, AMS4064, AMS4255, or AMS4256, the filler metal as in 3.1.1 shall 
be prepositioned or fed in at one end of the joint. For a blind joint, the filler metal shall be placed at the blind end when 
access permits. When specified, filler metal may be placed within the joint prior to assembly for brazing. When parts are 
made from clad sheet, the clad surface shall be in contact with the intended mating surface. 

3.3.3.1 Tack welding for fixturing shall be used only when specified or permitted by the cognizant engineering 
organization. 

3.3.3.2 On closed assemblies, vent holes shall be provided as specified. 

3.3.3.3 When desirable, flow of filler metal may be restricted by employing a paste compound of sodium fluoride and 
water. 
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