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RATIONALE
AMS2759/10C results from a Five-Year Review and update of this specification with changes to Ordering Information,
Definitions (see 2.2, 2.2.1, and 2.2.4), Classification (see 3.1), Atmosphere Control (see 3.2.2), Gasses used for nitriding
(see 3.3.1.1), Recommended ranges of nitriding potential (see Table 1), Prior Heat Treatment (see 3.4.1.1), Stress Relieving
(see 3.4.1.2), Cleaning (see 3.4.1.3), Masking of Specimens (see 3.4.2.2), Inspection (see 3.4.2.4), Nitriding Potential
(see 3.4.4.2), Tolerance limits for nitriding potential control (see Table 2), Cooling (see 3.4.4.3), Core Hardness (see 3.5.1),
Case Hardness (see 3.5.2), Minimum case requirements (see Table 3), Case Depth (see 3.5.3), Total Case Depth
(see 3.5.3.2), Effective Case Depth (see 3.5.3.3), Compound Zone (see 3.5.4), Case Microstructure (see 3.5.5), Acceptance
Tests (see 4.1.1), Sampling and Testing (see 4.2), and Records (see 4.3.1).
NOTICE

ORDERING INFORMATION: In addition to that listed in AMS2759, the purchaser shall supply the following information to
the nitriding processor:

e AMS2759/6C

¢ Engineering drawing or detailed operation information

e Any critical dimensions to be held through nitriding (see 3.4.1.2)

e Prior heat treatment information including actual tempering/aging temperature and hardness (see 3.4.1.1)

e Any prior stress relieving performed including specifics and if stress relief is to be performed by the nitride processor
(see 3.4.1.2)

e Class of compound zone (white layer) depth (thickness) (see 3.1)
e Areas to be nitrided, areas to be masked, areas to be optional (see 3.4.2)

e Total case depth, if applicable (see 3.5.3.2)

o Effective case depth if applicable (see 3.5.3.3)
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o Case (surface) hardness (see 3.5.2)

e Core hardness, if specified (see 3.5.1)

e Areas to be ground after nitride, if applicable. (see 3.4.2.3)
o If parts are to be used for testing (see 4.2.1)

e Post-nitride surface removal requirements if applicable (see 3.5.3)

e Grind stock allowances to be removed in subsequent grinding, polishing, etc. if applicable (see 3.5.5.2)
1. SCOPE
1.1 Purpose

This document specifies the procedure and requirements for nitriding steel parts in a process automatically controlled by
the nitriding potential (see 2.2.6).

1.2 Application

The nitriding process described herein is used typically to produce a nitride case on carbon and alloy steels, tool steels,
nitriding steels, corrosion-resistant steels and other ferrous alloys, using a process controlled automatically by the nitriding
potential. Specifically, the nitriding process described herein is recommended for those applications where white layers are
not permitted or are allowed to a limited thickness.

2. APPLICABLE DOCUMENTS

In addition to those listed in AMS2759, the issue of the following documents in effect on the date of the purchase order
forms a part of this specification to the extent specified herein. The supplier may work to a subsequent revision of a
document unless a specific document issue is specified. When the referenced document has been cancelled and no
superseding document has been specified, the last published issue of that document shall apply.

2.1  SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AMS2418 Plating, Copper

AMS2429 Plating, Bronze, Nitriding Stop-Off, 90Cu - 10Sn
AMS2759 Heat Treatment of Steel Parts, General Requirements
AMS2759/9 Hydrogen Embrittlement Relief (Baking) of Steel Parts
AMS2759/11  Stress Relief of Steel Parts

AS7766 Terms used in Aerospace Metals Specifications
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2.2 Definitions

| Terms used in AMS2759/10 are defined in AMS2759, AS7766, and as follows:
221 COMPOUND ZONE LAYER (WHITE LAYER)
The surface of the steel may be converted to one or more compounds of essentially pure nitrides of metal, primarily iron.
The layer formed, usually less than 0.001 inch (0.025 mm) in thickness, remains unetched when a metallographic sample
is etched with nital etchant and appears white in the microscope. For this reason, the layer is also called white layer.
222 CORE HARDNESS
The hardness used in determination of case depth. The hardness below the nitride case, as determined by a Knoop or a
Vickers hardness traverse, where the average measured hardness does not change. A minimum of three hardness readings
taken at a minimum distance of 2X the case depth usually corresponds to this hardness.

223 PART HARDNESS

The overall hardness of the part as determined by the heat treatment used prior to any surface hardening and/or after
surface hardening on a non-treated surface.

2.24 CASE HARDNESS

Case hardness and surface hardness are synonymous terms as they relate to determining the hardness of the nitrided area
of the part.

225 PROCESS STAGE

A stage is a part of a process cycle, defined by temperature, time, atmosphere composition and nitriding potential. It shall
differ from other stages by at least one of these parameters, except time, to be recognized as a stage.

226 NITRIDING POTENTIAL

The nitriding potential is a measure of the nitriding capability of the nitriding atmosphere, which determines the surface
nitrogen concentration in steel at a given temperature, and is described by Equation 1:

Ky = Pyy, /VPy,*"? (Eq. 1)
where:

Pnh, = partial pressure of ammonia in the outgoing atmosphere
Pw, = partial pressure of hydrogen in the outgoing atmosphere, the hydrogen being a product of dissociated ammonia

2.2.7 Correlation with Nitrogen Concentration

The correlation between the nitriding potential and nitrogen concentration in pure iron is shown in Figure 1.
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Figure 1 - The Lehrer diagram with adsorption isotherms for iron

3. TECHNICAL REQUIREMENTS

Shall be in accordance with AMS2759 and as follows:

3.1 Classification

The nitriding processes described herein are classified by the result they produce, as follows:
Class 0: No compound zone (white layer) permitted.

Class 1: 0.0005-inch (0.013-mm) maximum compound zone (white layer) thickness permitted.
Class 2: 0.001-inch (0.025-mm) maximum compound zone (white layer) thickness permitted.
If no class is specified, Class 2 applies.

3.2 Furnace Equipment

Shall be in accordance with AMS2759. Nitriding furnaces shall be Class 3 or better.

3.2.1  Shutdowns and Alarms

The furnace system shall be capable of automatically and safely shutting down the process in the event of a malfunction of
the equipment such as power failure, interruption of gas flow, or any parameters exceeding their tolerance limits.

3.2.2 Atmosphere Control
I Equipment shall be capable of introducing ammonia and dilution gases into the furnace at a controlled rate.
3.2.3 Auxiliary Equipment
Shall be in accordance with AMS2759.
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