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RATIONALE 

AMS2768C corrects footnotes to Table 3. 

1. SCOPE 

1.1 Purpose 

This specification covers the engineering requirements for heat treatment of magnesium alloy castings and for parts 
machined from castings. 

1.2 Application 

This specification is applicable to castings of the following magnesium alloys: 

AM100A AZ63A AZ81A AZ91C AZ91E 
AZ92A EQ21A EV31A EZ33A QE22A  
ZE41A  WE43A WE43B WE54A ZK51A ZK61A 

1.3 When AMS2768 is specified and specific heat treat processing instructions are included in the material 
specification, the equipment and control requirements of AMS2768 shall apply. For alloys not specifically covered, 
the applicable provisions of this specification shall be invoked but temperatures, times, and quench procedures 
shall be as specified by the cognizant engineering organization. 

1.4 It is permissible, for specific parts, to use equipment, practices and test methods which conformed to AMS-M-6857 
and were previously acceptable to the purchaser. 

2. APPLICABLE DOCUMENTS 

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the 
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue 
is specified. When the referenced document has been cancelled and no superseding document has been specified, the 
last published issue of that document shall apply. 
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2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or 724-776-4970 (outside USA), www.sae.org.  

AMS2750 Pyrometry 

AMS3025 Polyalkylene Glycol Heat Treat Quenchant 

ARP1962 Training and Approval of Heat-Treating Personnel 

2.2 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9585, www.astm.org.  

ASTM B 557 Methods of Tension Testing Wrought and Cast Aluminum and Magnesium Alloy Products 

3. TECHNICAL REQUIREMENTS

3.1 Equipment 

Equipment used for thermal processing shall conform to the requirements of this specification and AMS2750, except 
(1) requirements for working zone controls, instruments and sensors shall apply to all heating zones and (2) recordings
from instruments may be stored on magnetic or optical media providing a hard copy is available on request.

3.1.1 Pyrometry 

Shall meet the requirements of AMS2750. 

3.1.2 Furnaces 

3.1.2.1 Heating Media 

Shall be air, protective atmosphere, combustible gases, or fluidized bed. Electrical heating elements and radiant tubes 
shall be shielded to prevent direct radiation from striking any part. The furnace products of combustion in the furnace, and 
the composition and maintenance of fluidized beds shall be such as to prevent attack or contamination of the parts, or 
impingement of the flame on the work. 

3.1.2.2 Temperature Uniformity 

The design and construction of the furnaces shall be such that the temperature in the working zone is capable of being 
maintained within ±10 °F (6 °C) of the desired heat treating temperature after the charge has been brought up to 
temperature. At no time shall the temperature in any part of the working zone exceed the maximum permissible 
temperature for the alloy being heat treated (See Table 1). 
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3.1.3 Quenching 

Unless otherwise approved by the cognizant engineering organization, the following provisions apply. Equipment shall be 
provided for quenching in water, air blast, spray, oil, or in polymer quenchants and for measuring quenchant temperature. 
Provisions shall be made for mechanical, hydraulic, or air agitation of the immersion quenching medium, or agitation of 
the parts, or both and for heating or cooling of the quenchant, as required. Air agitation of immersion quenchants shall be 
allowed, provided the air doesn’t come in contact with the parts being quenched. Exception to the use of agitation is 
permitted provided that it has been demonstrated that the parts meet the specified properties in the final heat treated 
condition. The volume of quenching medium for immersion quenching shall be sufficient so that its temperature rise due to 
quenching meets the requirements of 3.2.8.3.1. Small parts heated and soaked in baskets may be quenched by dumping 
when basket loads are too heavy to allow adequate quenching by immersion of the full basket and provided that the parts 
are not damaged by dumping. Non immersion quench methods shall be documented and shall have demonstrated to 
produce the specified properties. 

3.1.3.1 Polymer Quenchants 

Polyalkalene glycol shall meet the requirements of AMS3025. Other synthetics may be used provided that they have 
demonstrated not to be detrimental to the material and that the parts meet the required specified properties in the final 
heat treated condition. Polymer concentration shall be established for the particular casting configuration prior to use. 

3.1.4 Cleaning 

Equipment shall be provided to clean castings before heat treatment, and to remove residual film from parts quenched in 
a polymer quenchant or oil from parts quenched or aged in oil baths. 

3.2 Procedures 

3.2.1 General 

Cast parts that require heat treatment to a T4X, T5X, or T6X temper shall be heat treated in accordance with Tables 1 and 
2 (See 3.2.4). Heat treatment shall be performed only on entire parts, never on a portion of a part. The process used to 
generate the necessary requirements shall be established and controlled for each part number to ensure that each lot of 
castings is treated in the same manner. 

3.2.1.1 Rework Solution Cycles 

Castings requiring re-heat treating may be solution heat treated using the cycles listed in Table 3 (See 8.2.2.1). 

3.2.2 Racking and Spacing 

Product shall be supported or hung and spaced to permit flow of the heating and cooling media over all surfaces to ensure 
that the castings will meet the specified requirements. Written instructions, drawings, photographs, etc. shall be used as 
necessary to ensure proper spacing. 

3.2.2.1 Water Entrapment 

Racks and fixtures used for solution heat treatment shall be constructed to preclude entrapment of water. 

3.2.3 Loading 

The furnaces shall be at or below the maximum solution treating temperature when the parts are loaded. 

3.2.4 Control instrument(s) shall be set within the temperature range specified in Table 1 for solution treating and 
should be set at the recommended temperature specified in Table 2 for aging. Sensor/control offsets, if used, 
shall comply with AMS2750. 

  

SAE INTERNATIONAL AMS2768™C 3 OF 11

Full document details: SAE AMS2768C

http://www.avadocuments.com/doc/sae-ams2768c
http://www.avadocuments.com/doc/sae-ams2768c


 
3.2.5 Soaking 

Soaking time starts when all temperature control sensing elements are within 10 F (6 °C) of the set or offset temperature. 

3.2.5.1 Interruptions during solution treatment are permitted provided the minimum soak time is met and at least a 
2-hour soak time occurs after the interruption. During aging treatments a maximum of four interruptions are 
permitted for removal or loading of parts. The time between door opening and furnace or load thermocouple 
recovery is not to be counted as part of the total aging time. 

3.2.6 Logs 

A record (written or electronic storage media), traceable to temperature recording information (chart(s) or electronic 
storage media) and to shop travelers or other documentation, shall be kept for each furnace and load. The information on 
the combination of documents shall include: equipment identification, approved personnel’s identification, date, part 
number or product identification, number of parts, alloy, lot identification, AMS2768C or other applicable specification, 
actual thermal processing times and temperatures used. When applicable, atmosphere control parameters, quench delay, 
quenchant type, polymer concentration and quenchant temperature shall also be recorded. The maximum thickness, 
when process parameters are based on thickness, shall be recorded and shall be taken as the minimum dimension of the 
heaviest section of the part. The log data shall be recorded in accordance with the heat treater’s documented procedures. 

3.2.7 Cleaning 

Prior to heat treatment, parts shall be cleaned to assure that there will be no adverse effects to the surfaces following heat 
treatment. Residue from heating and quenching media shall be removed from parts after heat treatment. 

3.2.8 Solution Heat Treating 

3.2.8.1 Temperature 

Cast parts that require solution heat treatment shall be soaked within the temperature ranges specified in Table 1. 

3.2.8.1.1 For solution heat treating AZ63A (type 1 and 2), AZ81A, AZ91C, AZ91E, AZ92A (type 1), AM100A, and 
ZK61A, the castings shall be heated slowly to prevent eutectic melting which is cause for rejection. 
Incremental steps or a uniform heating rate, which requires at least 2 hours to raise the temperature from 
640 °F (338 °C) to the heat treating temperature, shall be used (See 8.5). 

3.2.8.1.2 AZ92A (type 2) and QE22A may be charged into the furnace which is at the heat treating temperature. 

3.2.8.1.3 Evidence of high temperature oxidation shall be cause for rejection (See 3.4.2.1). A protective atmosphere 
containing sufficient sulfur dioxide, carbon dioxide, or satisfactory oxidation inhibitor shall be used when 
solution heat treating at or above 750 °F (399 °C) (See 8.3). 

3.2.8.2 Soaking Time 

The castings shall be held at temperature for a sufficient time to secure adequate solution heat treatment. Recommended 
soaking times at temperature for castings up to 1 inch (25.4 mm) thickness are provided in Table 1. A longer soaking time 
may be required for castings with heavier sections. 
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