AEROSPACE AMS2806™ REV. D
INTERNATIONAL. MATERIAL SPECIFICATION | ssued 1976-07

Revised 2008-03
Reaffirmed 2013-04
Stabilized 2018-12
Superseding AMS2806C

Identification Bars, Wire, Mechanical Tubing, and Extrusions, Carbon and Alloy Steels
and Corrosion and Heat-Resistant Steels and Alloys

RATIONALE

AMS2806D stabilizes this document because this document contains mature technology that is not expected to change and
thus no further revisions are anticipated.

STABILIZED NOTICE

AMS2806D has been declared "STABILIZED" by SAE AMS Committee B. This document will no longer be updated and
may no longer represent standard industry practice. Previously this document was reaffirmed. The last technical update of
this document occurred in April, 2001. Users of this document should refer any certification issues (e.g. exceptions listed
on the certification report) to the cognizant engineering organization for their disposition. NOTE: In many cases, the
purchaser may be a sub-tier supplier and not the cognizant engineering organization.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2018 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™

TO PLACE A DOCUMENT ORDER:  Tel:  877-606-7323 (inside USA and Canada) SAE values your input i o biovide f&e
Tel:  +1724-776-4970 (outside USA) Technical Report, please visit:  Document Sharing [Hub
Fax: ~ 724-776-0790 http://standards.sae.org/AMS2806D
Email: CustomerService@sae.org

SAE WEB ADDRESS: http://www.sae.org
Full document details: SAE AMS2806D


http://www.sae.org/technical/standards/AMS2806C
http://www.avadocuments.com/doc/sae-ams2806d
http://www.avadocuments.com/doc/sae-ams2806d

SAE INTERNATIONAL AMS2806™D 10F 2

1. SCOPE
1.1 Form

This specification covers procedures for identifying bars, wire, mechanical tubing, and extrusions of carbon and alloy
steels and corrosion and heat-resistant steels and alloys.

2. APPLICABLE DOCUMENTS

Not applicable.

3. TECHNICAL REQUIREMENTS

3.1 Marking Methods

The product shall be identified in accordance with 3.1.1 except that, when specified by purchaser, straight bars and

mechanical tubing over 0.500 inch (12.70 mm) in nominal OD or least width of flat surface shall be marked in accordance

with 3.1.2.

3.1.1 Bundling and Tagging

3.1.1.1  Straight bars, wire, tubes, and shapes shall be securely bundled and identified by a durable tag marked with not
less than the purchase order number, the applicable material specification number including its revision letter if
any, heat number, nominal size, and manufacturer's identification and attached to each bundle, or shall be
boxed and the box marked with the same information

3.1.1.2 Coiled bars and wire shall be securely bundled and identified by a durable tag marked with not less than the
purchase order number, the applicable material specification number including its revision letter if any, heat

number, nominal size, and manufacturer's identification and attached to each coil, or shall be boxed and the
box marked with the same information.
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