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1. SCOPE:
This specification covers a hydrocarbon fluid mixture for use as a reference fuel test fluid to evaluate
the ability of polymeric compounds to conform to designated requirements after immersion in the fluid
at a specific temperature for a specified time, as required by an applicable specification.
1.1 Safety - Hazardous Materials:
While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.
2. APPLICABLE DOCUMENTS:
The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order.
2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
AMS 2835 Material Safety Data Sheets
2.2  ASTM Publications:
Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.
ASTM D 4057 Manual Sampling of Petroleum and Petroleum Products
ASTM D 4177 Automatic Sampling of Petroleum and Petroleum Products
Annex A2.8 Part 47, Annual Book of ASTM Standards

2.3 U.S. Government Publications;

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-STD-2073-1 DOD Material, Procedures for Development and Application of Packaging
Requirements
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