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RATIONALE 

AMS3044H is the result of a Five-Year Review and update of the specification. The revision adds definitions (see 2.3), adds 
material strength ranges per standard heat treatments (see 3.2.5.2.1 and 3.2.5.2.2), and establishes SI units as primary 
(see 8.2 and throughout). 

1. SCOPE 

1.1 Form 

This specification covers fluorescent magnetic particles in the form of a dry powder. 

1.2 Application 

These particles are typically used as the inspection medium in a wet method, fluorescent magnetic particle inspection 
system as defined in ASTM E1444/E1444M using either an oil or conditioned-water vehicle, but usage is not limited to 
such application. 

1.3 Safety - Hazardous Materials 

While the materials, methods, applications, and processes described or referenced in this specification may involve the use 
of hazardous materials, this specification does not address the hazards which may be involved in such use. It is the sole 
responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved. 

2. APPLICABLE DOCUMENTS 

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the 
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is 
specified. When the referenced document has been cancelled and no superseding document has been specified, the last 
published issue of that document shall apply. 
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2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

AMS2641 Vehicle, Magnetic Particle Inspection, Petroleum Base 

AMS6350 Steel Sheet, Strip, and Plate, 0.95Cr - 0.20Mo (0.28 - 0.33C) (SAE 4130) 

AMS6359 Steel, Sheet, Strip, and Plate, 0.80Cr - 1.8Ni - 0.25Mo (0.38 - 0.43C) (SAE 4340) 

AS4792 Water Conditioning Agents for Aqueous Magnetic Particle Inspection 

AS5282 Tool Steel Ring for Magnetic Particle Inspection 

AS5371 Reference Standards, Notched Shims for Magnetic Particle Inspection 

AS7766 Terms Used in Aerospace Metals Specifications 

2.2 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9585, www.astm.org. 

ASTM E11 Woven Wire Test Sieve Cloth and Test Sieves 

ASTM E709 Guide for Magnetic Particle Testing 

ASTM E1316 Standard Terminology for Nondestructive Testing 

ASTM E1444/E1444M Magnetic Particle Examination 

2.3 Definitions 

Terms used in AMS are defined in AS7766. Refer to ASTM E1316 for terms related to nondestructive inspection. 

3. TECHNICAL REQUIREMENTS 

3.1 Material 

The product shall be composed of durable fluorescent magnetic particles, suitable for long time use, which have been 
treated to obtain the fluorescent color specified. This dry powder shall be formulated for use with an aqueous vehicle 
containing appropriate conditioning agents, a magnetic particle vehicle conforming to AMS2641, or equivalent odorless oil, 
and shall disperse evenly and thoroughly in the recommended vehicle. 

3.2 Properties 

The product shall conform to the following requirements; tests shall be performed, on the product supplied, in accordance 
with specified test methods using a test suspension prepared as in 4.3.3: 

3.2.1 Contamination 

The product shall show no evidence of foreign material, agglomeration, or scum, determined by visual examination of the 
test suspension at the following times: 

3.2.1.1 During preparation of the test suspension as in 4.3.3. 
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3.2.1.2 After mixing the test suspension, allowing it to stand for not less than 30 minutes, and agitating it slightly. 

3.2.1.3 During tests to determine conformance with other characteristics of the product. 

3.2.2 Color 

The color of the magnetic particles shall be fluorescent in the yellow-green range, unless another color is specified by the 
purchaser. The color shall be determined by observing the indications formed, during the sensitivity test of 3.2.5, in a 
darkened area under ultraviolet light with a minimum UV-A intensity of 1000 µW/cm2 (6452 µW/in2) at the inspection surface. 
Visible light shall not exceed 21.5 lx (2 foot-candles) at the inspection surface. UV-A sources shall meet the requirements 
of ASTM E1444/E1444M. 

3.2.3 Particle Size 

The fluorescent magnetic particles shall be of such size that not less than 98% by weight shall pass through a 76-mm 
(3-inch) diameter, 45-µm (U.S. Standard No. 325) sieve, as defined in ASTM E11, determined by passing a 1-L (1-quart) 
sample of thoroughly mixed test suspension, as in 4.3.3, through the screen/sieve. After the test suspension liquid vehicle 
has completely passed through the sieve, rinse with 1 L (1 quart ) of the original liquid vehicle. Dry the sieve to remove all 
of the liquid and determine the dry weight of the residual particulate material not passing through the screen/sieve as related 
to the original weight of the particulate material in the sample, expressed in percentage. 

3.2.4 Durability 

Fluorescent magnetic particles shall retain their initial sensitivity, color, and brightness of indication after placing not less 
than 400 mL (1-2/3 cups) of thoroughly mixed test suspension, prepared as in 4.3.3, in a 1-L (1-quart) capacity constant 
speed blender, operating the blender at approximately 10000 to 12000 rpm for a total of 10 minutes, in 2 minute intervals, 
allowing the suspension to cool for 5 minutes between stirring cycles, and, at the end of the cumulative 10 minute blending, 
conduct the sensitivity test of 3.2.5. 

3.2.5 Sensitivity 

3.2.5.1 Ring Test 

The product shall provide indications of at least the first seven holes on the ring test specimen of 4.3.4 when tested 
as follows: 

3.2.5.1.1 Place the ring on a 25-mm (1-inch) diameter copper bar and circularly magnetize the ring in a standard magnetic 
particle inspection unit by passing 2500 A of direct current through the copper bar immediately before flooding 
the ring with agitated test suspension that has passed the contamination (see 3.2.1) and concentration 
(see 4.3.3) tests. Examine the ring in a darkened area under UV-A illumination as defined in 3.2.2. The test 
shall be repeated using a sample of test suspension that has been subjected to the durability test of 3.2.4. 

3.2.5.2 Flaw-to-Background Test 

A flaw-to-background test shall be performed and the results documented using either of the test specimens described in 
3.2.5.2.1 or 3.2.5.2.2. 

3.2.5.2.1 Fatigue Crack Specimen 

Prepare a test specimen meeting the requirements of Figure 1. The test specimen consists of SAE 4130 (refer to AMS6350) 
or SAE 4340 (refer to AMS6359) steel heat treated to 1240 to 1380 MPa (180 to 200 ksi) with a surface finish 0.4 µm 
(16 µin) or better. The specimen contains a single fatigue crack (2.54 to 6.35 mm [0.100 to 0.250 inch] in surface length) 
grown using three-point bending. Magnetize and flush the specimen using a sample of agitated test suspension that has 
passed the contamination (see 3.2.1) and concentration (see 4.3.3) tests. Using the wet-continuous method, longitudinally 
magnetize the specimen in an alternating current (AC) field to achieve 30 x 10-4 to 60 x 10-4 T (30 to 60 gauss) tangential 
field measured in accordance with ASTM E709. View the crack indication in a darkened area under UV-A as defined in 
3.2.2. The indication shall be sharp and distinct. Background fluorescence around the indication shall be of a level which 
will neither obscure the indication nor cause difficulty in detection. See Figure 2 for an example indication. 
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