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1. SCOPE
1.1  Form

The foundation specification (AMS3050) and this category specification (AMS3050/8) cover anti-seize greases conforming
to the requirements but using the anti-seize ingredient Graphite+Aluminum only.

1.1.1  Foundation and Category Specifications

The foundation specification establishes the main requirements for all anti-seize greases conforming to the foundation
specification.

The category specification AMS3050/8 covers anti-seize greases conforming to AMS3050 and using a Graphite+Aluminum
anti-seize additive.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is
specified. When the referenced document has been cancelled and no superseding document has been specified, the last
published issue of that document shall apply.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AMS3050 Performance Specification Anti-Seize Thread Compound, High Temperature

ARP1917A Clarification of Terms Used in Aerospace Metals Specifications

Documents

Document Sharing Hub

Full document details: SAE AMS3050_8A


http://www.sae.org/
http://avadocuments2026.com/doc/sae-ams3050-8a
http://avadocuments2026.com/doc/sae-ams3050-8a

