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Mold Release Agent

RATIONALE

AMS3091C has been reaffirmed to comply with the SAE Five-Year Review policy.

1. SCOPE:

1.1 Form:
This specification covers a mold release agent in the form of a liquid.

1.2 Application:
This product has been used typically for application to molds used in the fabrication of plastic and
elastomeric components, but usage is not limited to such applications. Mold release agent will
function up to 480 °C (896 °F) without deterioration or transferring to the part surface.

1.3 Safety - Harzardous Materials:
While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary

precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:
The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order.
2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

AMS 2825 Material Safety Data Sheets
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2.2 U.S. Government Publications:

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-STD-2073-1 DOD Materiel, Procedures for Development and Application of Packaging
Requirements

3. TECHNICAL REQUIREMENTS:
3.1  Material:

Shall be a homogeneous mixture of a consistency that can be readily applied to applicable surfaces
by brush, dip, or spray. It shall be free of silicone oil, waxes, grease, and fluorocarbons.

3.2 Properties:
The mold release agent shall conform to the following requirements:

3.2.1 Wetting and Adherence: The product shall wet and adhere to both metallic and nonmetallic
surfaces when applied directly to clean, dry surfaces in accordance with manufacturer's
recommendations.

3.2.2 Nontransference: An applied film of the product shall be nontransferring and thermally stable up to
480 °C (896 °F), determined as in 3.2.2.1:

3.2.2.1 A smooth, continuous film shall be applied to a mold by spraying a thin coating, which is wet but
not sagging or dripping, of the product by brushing with a clean brush or by wiping on with a
clean cloth. The applied film shall be air dried for not less than 30 minutes at room temperature
or oven dried at 95 °C £ 5 (203 °F % 9) for not less than 30 minutes. A properly applied coating
will be colorless and uniform in thickness. Quality control samples of the identical surface finish
and surface preparation which have been processed on molds coated with the product shall
exhibit the same adhesion of paint, adhesives, and sealants, without additional cleaning, as
components or samples which have not been in contact with the product.

3.2.3 Toxicity: The product shall contain no materials of known toxicity. The vapor shall not cause
discomfort or injury to personnel engaged in application of the product.

3.2.4 Effect on Metals: The product shall not cause corrosion of metals, determined as in 3.2.4.1.

3.2.4.1 Panels of aluminum, magnesium, copper alloys, steel, and cadmium plated steel, or couples
thereof coated with the product shall show no evidence of corrosion, as indicated by rusting or
pitting, after being suspended vertically in a convection-current air oven at 100 °C £ 1 (212
°F £ 2) for 70 hours + 0.5. Slight darkening on comparison with freshly polished panels of the
same materials is acceptable.

Documents

Document Sharing Hub

Full document details: SAE AMS3091C


http://www.avadocuments.com/doc/sae-ams3091c
http://www.avadocuments.com/doc/sae-ams3091c

