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1. SCOPE:

1.1 Type: This specification covers a glyceryl-phthalate-base paint vehicle in
the form of a liquid.

1.2 Application: Primarily as a vehicle for aluminum-pigmented paint but may be
used as a transparent finish coating for metal and wood.

2. APPLICABLE DOCUMENTS: The following publications form a part of this
specification to the extent specified herein. The latest issue of Aerospace

Material Specifications shall apply. The applicable issue of other documents
shall be as specified in AMS 2350.

2.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale,
PA 15096.

2.1.1 Aerospace Material Specifications:

AMS 2350 - Standards and Test Methods
AMS 2825 - Material Safety Data Sheets
AMS 3128 - Aluminum Pigment Paste

AMS 3165 - Solvent, Petroleum, Aromatic

2.2 ASTM Publications: Available from American Society for Testing and
Materials, 1916 Race Street, Philadelphia, PA 19103.

ASTM D56 - Flash Point by Tag Closed Tester

ASTM D445 - Kinematic Viscosity of Transparent and Opaque Liquids (and the
Calculation of Dynamic Viscosity)

ASTM D1639 - Acid Value of Organic Coating Materials
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2.3 U.S. Government Publications: Available from Commanding Officer, Naval
Publications and Forms Center, 5801 Tabor Avenue, Philadelphia, PA 19120.

2.3.1 Federal Specifications:

PPP-P-1892 - Paint, Varnish, Lacquer, and Related Materials, Packaging,
Packing, and Marking of

3. TECHNICAL REQUIREMENTS:

3.1 Composition (by weight):

3.1.1 Vehicle:

min max
Resin 34 - 37%
Solvent, AMS 3165 63 - 66%
Drier See 3.1.1.2

3.1.1.1 Resin: Shall be a glyceryl phthalate type containing not less than 30%
phthalic anhydride. It shall be free from rosin and rosin derivatives.

3.1.1.2 Drier: Shall be free from lead and shall be used as required to obtain
the specified drying and curing properties with a high degree of package
stability.

3.2 Properties: Vehicle shall conform to the following requirements:

3.2.1 Properties as Received:

3.2.1.1 Viscosity: Shall be 0.50 - 1.00 poise (0.05 - 0.10 Pa<s) at 77°F
(25°C), determined in accordance with ASTM D445.

3.2.1.2 Weight: Shall be not less than 7.3 Ib per gal (0.875 Kg/L) at 77°F + 2
(25°C = 1).

3.21.3 Ash: Shall be not more than 0.1% by weight.

3.2.14 Flash Point: Shall be not lower than 80°F (27°C), determined in
accordance with ASTM D56.

3.21.5 Acid Number: Shall be not higher than 8.0, determined in accordance
with ASTM D1639.

3.2.1.6  Skinning and Livering: Shall be absent in a 1/4-filled closed container
after standing for not less than one week at room temperature.
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