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1. SCOPE:
1.1 Type:

This specification covers two-component colored systems composed of a resin and a miscible
hardener supplied in kit form.

1.2 Application:
Primarily for identification marking of parts and equipment exposed to temperatures from
-55° to +150°C (-65° to +300°F) where various colors are needed. Systems produce tile-like
compounds with good hardness, moisture and solvent resistance, and adhesion to metallic surfaces
when properly cured.
2. APPLICABLE DOCUMENTS:
The following publications form a part of this specification to the extent specified herein. The latest
issue of Aerospace Material Specifications shall apply. The applicable issue of other documents shall
be as specified in AMS 2350.
2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, \Warrendale, PA 15096.

2.1.1 Aerospace Material Specifications:

AMS 2350 - Standards and Test Methods
2.2 ASTM Publications:

Available from American Society for Testing and Materials, 1916 Race Street, Philadelphia, PA
19103.

ASTM D1638 - Testing Urethane Foam Isocyanate Raw Materials
ASTM D2134 - Softening of Organic Coatings by Plastic Compositions
ASTM D3359 - Measuring Adhesion by Tape Test

2.3 U.S. Government Publications:

Available from Commanding Officer, Naval Publications and Forms Center, 5801 Tabor Avenue,
Philadelphia, PA 19120.

2.3.1 Federal Specifications:
PPP-P-1892 - Paint, Varnish, Lacquer, and Related Materials, Packaging, Packing, and Marking of
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