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RATIONALE

AMS3155E has been designated cancelled and superseded since equivalent technical requirements are

contained in AMS2644.

CANCELLATION NOTICE

This specification has been declared “CANCELLED” by the Aerospace Materials Division, SAE, as of December 2008
and has been superseded by AMS2644. The requirements of the latest issue of AMS2644 shall be fulfilled whenever
reference is made to the cancelled AMS3155. By this action, this document will remain listed in the Numerical Section of
the Index of Aerospace Material Specifications, noting that it has been superseded by AMS2644.

Cancelled specifications are available from SAE.
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NONCURRENT NOTICE

This specification has been declared “NONCURRENT” by the Aerospace Materials Division, SAE,
as of August 1999. It is recommended, therefore, that this specification not be specified for new
designs.

‘“NONCURRENT?” refers to those materials which have previously been widely used and which may
be required on some existing designs in the future. The Aerospace Materials Division, however,
does not recommend these as standard materials for future use in new designs. Each of these
“NONCURRENT” specifications is available from SAE upon request.
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AMS 3155D SAE AMS 3155D
1. SCOPE:
1.1 Form:

This specification covers a petroleum-base material in the form of a fluorescent, solvent-soluble oil.
1.2 Application:

Primarily for use in fluorescent penetrant inspection of parts and assemblies for detection of surface
discontinuities and imperfections.

2. APPLICABLE DOCUMENTS:

The following publications form a part of this specification to the extent specified herein. The latest
issue of Aerospace Material Specifications (AMS) shall apply. The applicable issue of other
documents shall be as specified in AMS 2350.

2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096.

2.1.1 Aerospace Material Specifications:

AMS 2350 Standards and Test Methods

AMS 3160 Solvent, Petroleum

AMS 4045 Aluminum Alloy Sheet and Plate, 5.6Zn - 2.5Mg - 1.6Cu - 0.26Cr (7075; -T6 Sheet,
-T651 Plate)

AMS 4375 Magnesium Alloy Sheet and Plate, 3.0Al - 1.0Zn (AZ31B-0)

AMS 6350 Steel Sheet, Strip, and Plate, 0.95Cr - 0.20Mo (0.28 - 0.33C) (SAE 4130)

2.2 ASTM Publications:

Available from American Society for Testing and Materials, 1916 Race Street, Philadelphia, PA
19103.

ASTM D93 Flash Point by Pensky-Martens Closed Tester

ASTM D130 Detection of Copper Corrosion from Petroleum Products by the Copper Strip
Tarnish Test

ASTM D270 Sampling Petroleum and Petroleum Products

ASTM D445 Kinematic Viscosity of Transparent and Opaque Liquids (and the Calculation of
Dynamic Viscosity)

ASTM D1298 Density, Specific Gravity, or APl Gravity of Crude Petroleum and Liquid Petroleum
Products by Hydrometer Method
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