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1. SCOPE:

1.1 Form: 

This specification covers a petroleum-base solvent in the form of a liquid.

1.2 Application: 

This solvent has been used typically as a cleaner to remove oil and oil-bonded contaminants from 
metal surfaces, but usage is not limited to such application.

1.3 Safety-Hazardous Materials: 

While the materials, methods, applications, and processes described or referenced in this 
specification may involve the use of hazardous materials, this specification does not address the 
hazards which may be involved in such use.  It is the sole responsibility of the user to ensure 
familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved.  

2. APPLICABLE DOCUMENTS: 

The issue of the following documents in effect on the date of the purchase order forms a part of this 
specification to the extent specified herein.  The supplier may work to a subsequent revision of a 
document unless a specific document issue is specified.  When the referenced document has been 
canceled and no superseding document has been specified, the last published issue of that document 
shall apply.
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2.1 ASTM Publications: 

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA  19428-2959.

ASTM D 56 Flash Point by Tag Closed Tester
ASTM D 86 Distillation of Petroleum Products
ASTM D 93 Flash Point by Pensky-Martens Closed Tester
ASTM D 130 Detection of Copper Corrosion from Petroleum Products by the Copper Strip Tarnish 

Test
ASTM D 156 Saybolt Color of Petroleum Products (Saybolt Chromometer Method)
ASTM D 235 Mineral Spirits (Petroleum Spirits) (Hydrocarbon Dry Cleaning Solvents)
ASTM D 445 Kinematic Viscosity of Transparent and Opaque Liquids (and the Calculation of 

Dynamic Viscosity)
ASTM D 611 Aniline Point and Mixed Aniline Point of Petroleum Products and Hydrocarbon 

Solvents
ASTM D 847 Acidity of Benzene, Toluene, Xylenes, Solvent Naphthas, and Similar Industrial 

Aromatic Hydrocarbons
ASTM D 1133 Kauri-Butanol Value of Hydrocarbon Solvents
ASTM D 1209 Color of Clear Liquids (Platinum-Cobalt Scale)
ASTM D 1298 Relative Density (Specific Gravity), or API Gravity of Crude Petroleum and Liquid 

Petroleum Products by Hydrometer Method
ASTM D 1319 Hydrocarbon Types in Liquid Petroleum Products by Fluorescent Indicator 

Adsorption
ASTM D 3257 Aromatics in Mineral Spirits by Gas Chromatography
ASTM D 4057 Manual Sampling of Petroleum and Petroleum Products

3. TECHNICAL REQUIREMENTS: 

3.1 Material: 

Shall consist of a refined, straight-run distillate from crude petroleum without the admixture of benzol, 
ether, alcohols, chlorinated hydrocarbons, and other compounds not occurring naturally in crude 
petroleum.

3.1.1 Olefins: Solvent shall contain not more than 5% by volume of olefinic or cycloolefinic 
hydrocarbons, determined in accordance with ASTM D 1319 or ASTM D 3257.  In case of dispute, 
ASTM D 1319 shall be the referee method.

3.1.2 Aromatics: Solvent shall contain less than 8% by volume of aromatic compounds, determined in 
accordance with ASTM D 1319 or ASTM D 3257.  In case of dispute, ASTM D 1319 shall be the 
referee method.

3.2 Properties: 

Solvent shall conform to the following requirements:
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