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AMS 3170F has been designated Cancelled based on results of a survey to aerospace users and producers. 
 

CANCELLATION NOTICE 
 

This specification has been declared "CANCELLED" by the Aerospace Materials Division, SAE, as of February 2008. By 
this action, this document will remain listed in the Numerical Section of the Index of Aerospace Material Specifications 
indicating that it has been "CANCELLED". 
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1. SCOPE:

This specification covers a blend of alcohols and esters in the form of a liquid.

1.2 Applications:

This thinner has been used typically as the principal portion of the volatile fraction of organic
coatings such as AMS 3132, but usage is not limited to such applications.

1.3 Safety - Hazardous Materials:

While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:

The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue
in effect on the date of the purchase order.

2.1 SAE Publications:

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

AMS 2825 Material Safety Data Sheets
AMS 3132 Varnish, Phenolic Resin, Corrosion-Preventive

1.1 Type

 2.2  ASTM Publications:

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM D 891 Specific Gravity, Apparent, of Liquid Industrial Chemicals
ASTM D 1078  Distillation Range of Volatile Organic Liquids
ASTM E 300 Sampling Industrial Chemicals
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