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Sponge, Silicone Rubber 
Closed Cell, Firm 

RATIONALE 

SAE Five-Year Review and to update alignment with other silicone sponge specifications. 

1. SCOPE 

1.1 Form  

This specification covers a closed cell silicone rubber sponge in the form of sheet, strip, extrusions, and molded shapes. 

1.2 Application  

This product has been used typically for general applications requiring closed cell, firm sponge rubber that will be flexible 
from -103 to +401 °F (-75 to +205 °C) but usage is not limited to such applications. Compression set may be high at the 
higher temperatures in that range. It is the responsibility of the user to determine that this specification is appropriate for the 
environments (temperature range, fluids exposure, etc.) in which it is sought to be used. 

1.3 Safety Hazardous Materials  

While the materials, methods, applications, and processes described or referenced in this specification may involve the use 
of hazardous materials, this specification does not address the hazards which may be involved in such use. It is the sole 
responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved. 

2. APPLICABLE DOCUMENTS  

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the 
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is 
specified. When the referenced document has been cancelled and no superseding document has been specified, the last 
published issue of that document shall apply. 

2.1 SAE Publications  

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

AMS2810 Identification and Packaging, Elastomeric Products 
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2.2 ASTM Publications  

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9585, www.astm.org. 

ASTM D746 Standard Test Method for Brittleness Temperature of Plastics and Elastomers by Impact 

ASTM D1056 Standard Specification for Flexible Cellular Materials - Sponge or Expanded Rubber 

3. TECHNICAL REQUIREMENTS  

3.1 Material  

Shall be prepared from ingredients as shall be necessary to achieve the requirements detailed in this standard and shall be 
a compound, based on the polymer specified in 1.1, suitably cured to produce product meeting the requirements of 3.2 and 
3.3. Reprocessed vulcanized material is not acceptable. 

3.2 Finish  

The top and bottom surfaces of sheet and strip and the exterior surfaces of molded parts and extrusions (except ends) shall 
have a natural finish. 

3.3 Properties  

The product shall conform to the requirements shown in Table 1; tests shall be performed on the product supplied and in 
accordance with ASTM D1056 for Type 2 sponge, except as otherwise specified herein. 

The following testing shall be performed every 5 years and test reports shall be made available upon request: 

Table 1 - Physical property requirements 

Paragraph Property Test Sample Requirements Test Method 
3.3.1 As Received 
3.3.1.1 Compression-Deflection Test Slab  12-20 psi 

(83-138 kPa) 
ASTM D1056 
Temperature: 77 °F ± 9 °F (25 °C ± 5 °C) 
25% deflection  
Discs may be plied to meet thickness for test 

3.3.1.2 Density, Maximum Test Slab or Disc 
 

ASTM D1056 

3.3.1.2.1 Under 0.25 Inch (6.35 mm)  0.030 lb/in3 
(830 kg/m3) 

 

3.3.1.2.2 0.25 Inch (6.35 mm) and Over  0.025 lb/in3 
(692 kg/m3) 

 

3.3.2 Brittleness Temperature, 
Maximum 

Test Slab -67 °F (-55 °C) ASTM D746 

3.3.3 Compression Set 
Percent of Original Deflection, 
Maximum 

Test Slab or Disc 60% 
  

ASTM D1056 
Temperature: 212 °F ± 2 °F (100 °C ± 1 °C) 
Time: 22 hours ± 0.5 hour  
Test slabs or discs may not be plied  

3.4 Quality  

The product, as received by the purchaser, shall conform to dimensional requirements, shall be uniform in quality and 
condition, smooth, as free from foreign materials as commercially practicable, and free from imperfections detrimental to 
usage of the product. 
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