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1. SCOPE: 

1.1 Form: 

This specification covers a standard phosphonitrilic fluoroelastomer (FZ) rubber stock in the form of 
molded test slabs. 

12 Application: 

See AMS 3217. 

2. APPLICABLE DOCUMENTS: 

See AMS 3217. 

3. TECHNICAL REQUIREMENTS: 

3.1 Basic Specifications: 

The complete requirements for test slabs described herein and their procurement shall consist of this 
document and the latest issue of the basic specification AMS 3217. 

3.2 Material: 

Shall be a phosphonitrilic fluoroelastomer (FZ) compounded to the formulation shown in Table 1. 

TABLE 1 - Formulation 

	

Ingredients 	 Parts 

Eypel~-F compound 705NC or equivalenY' 	100 	(See 3.2.1) 

Vul-Cup 40KE 	 0.72 (See 3.2.2) 

Press Cure: 30 minutes t 0.5 at 
171 °C ± 3 (338 °F ± 5) 

Post Cure: 	4 hours ± 0.2 at 
177 °C ± 3 (351 °F ± 5). 

~Equivalent ingredients must be approved by Wright Laboratory (WUMLSE), 
WPAFB, OH 45433-6533. 

~ 3.2.1 Weigh parts to the nearest 0.1 gram. 
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