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FOREWORD
This Reaffirm contains format/editorial changes only.
1. SCOPE:
1.1 Form:
This specification covers a silicone rubber in the form of a two-component liquid compound.
1.2 Application:

Primarily for potting or encasement of electrical and electronic components with an elastomeric

medium or for production of mechanical rubber parts in low-pressure tooling. Elastomeric properties
are retained in operation from -55 to +230 °C (-67 to +446 °F). For mechanical applications, where
compression set resistance is important, elevated temperature post-curing of parts may be required.

1.3 Safety - Hazardous Materials:

While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:
The following publications form a part of this specification to the extent specified herein. The

applicable issue of referenced publications shall be the issue in effect on the date of the purchase
order.
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2.1 ASTM Publications:
Available from ASTM, 1916 Race Street, Philadelphia, PA 19103-1187.

ASTM D 149  Dielectric Breakdown Voltage and Dielectric Strength of Solid Electrical Insulating
Materials at Commercial Power Frequencies

ASTM D 395 Rubber Property - Compression Set

ASTM D 412  Rubber Properties in Tension

ASTM D573 Rubber - Deterioration in an Air Oven

ASTM D 746  Brittleness Temperature of Plastics and Elastomers by Impact

ASTM D 2240 Rubber Property - Durometer Hardness

2.2 U.S. Government Publications:

Available from Standardization Documents Order Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

2.2.1 Military Standards:
MIL-STD-794 Parts and Equipment, Procedures for Packaging and Packing of
3. TECHNICAL REQUIREMENTS:
3.1 Material:
Compound shall be based on a polysiloxane polymer and shall be supplied with the applicable curing
agent. The base compound shall polymerize (cure) at room temperature when mixed with the curing

agent (catalyst) in accordance with manufacturer’s recommendations (See 8.2).

3.2 Properties:
Compound, mixed with the recommended catalyst and cured, shall conform to the following

requirements; tests shall be performed, insofar as practicable, on slabs 6 inches (152 mm) square by
0.075 inch £ 0.005 (1.90 mm £ 0.13) thick, with a curing temperature of 25°C £ 2 (77 °F £ 4).
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