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1. SCOPE:
1.1 Form:

This specification covers elastomeric silicone insulating and sealing compounds supplied as two-
component systems which cure at room temperature.

1.2 Application:
These products have been used typically for protecting the electrical integrity of electrical and
electronic components by excluding moisture and contamination and by providing resilient
cushioning between -50 and +205 °C (-58 and +401 °F), but usage is not limited to such
applications. Compound may be applied by potting or encapsulating.

1.3 Classification:

Compound covered by this specification is classified as follows:

Class 1 Low Viscosity
Class 2  Medium Viscosity

1.4 Safety - Hazardous Materials:

While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.
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2. APPLICABLE DOCUMENTS:

The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order.

2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

AMS 2825 Material Safety Data Sheets

AMS 3020 Qil, Reference, for “L” Stock Rubber Testing

AMS 3021 Fluid, Reference, for Testing Di-Ester (Polyol) Resistant Materials

AMS 4049 Sheet and Plate, Alclad, 5.6Zn, 2.5Mg, 1.6Cu, 0.23Cr, Solution and Precipitation Heat
Treated

2.2 ASTM Publications:
Available from ASTM, 1916 Race Street, Philadelphia, PA 19103-1187.

ASTM D 149 Dielectric Breakdown Voltage and Dielectric Strength of Solid Electrical Insulating
Materials at Commercial Power Frequencies

ASTM D150 A-C Loss Characteristics and Permittivity (Dielectric Constant) of Solid Electrical
Insulating Materials

ASTM D 257 D-C Resistance or Conductance of Insulating Materials

ASTM D 412  Vulcanized Rubber and Thermoplastic Rubbers and Thermoplastic
Elastomers-Tension

ASTM D 471  Rubber Property - Effects of Liquids

ASTM D 495 High-Voltage, Low-Current, Dry Arc Resistance of Solid Electrical Insulation

ASTM D573 Rubber - Deterioration in an Air Oven

ASTM D 792  Specific Gravity (Relative Density) and Density of Plastics by Displacement

ASTM D 1824 Apparent Viscosity of Plastisols and Organosols at Low Shear Rates by Brookfield
Viscometer

ASTM D 2240 Rubber Property - Durometer Hardness

2.3 U.5. Government Publications;

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-L-23699 Lubricating Qil, Aircraft Turbine Engine, Synthetic Base

MIL-H-83282 Hydraulic Fluid, Fire Resistant Synthetic Hydrocarbon Base, Aircraft

MIL-STD-2073-1 DQD Materiel, Procedures for Development and Application of Packaging
Requirements
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3. TECHNICAL REQUIREMENTS:

3.1 Material:
The compound shall be based on polysiloxane polymer and shall be supplied with the applicable
curing agent. The base compound shall cure (polymerize) at room temperature when mixed with the
curing agent.

3.1.1  Primer: Shall be used in all adhesion and repairability tests when specified by the manufacturer.

3.1.2 Color: The base compound shall be furnished in the color manufactured. The curing agent shall be
of a contrasting color to facilitate proper mixing.

3.1.3 Storage Life: The polymer and curing agent shall meet the requirements of 3.2 at any time up to
one year from date of shipment when stored below 38 °C (100 °F) in the original, unopened
containers.

3.1.4 Application Life: Shall be 1 to 3 hours, unless shorter or longer life is ordered, determined in
accordance with 4.5.2.

3.2 Properties:

Compound, mixed and cured as in 4.5.1 and tested at 23 °C £ 1 (73 °F £ 2) and 50% % 5 relative
humidity, shall conform to the requirements shown in Table 1.

TABLE 1 - Properties

Property Requirement Test Method

3.2.1 Uncured:
3.2.1.1 Viscosity, as mixed ASTM D 1824
32111 Class1 50 to 200 poises
32112 Class?2 200 to 800 poises
3.2.2 As Cured:
3.2.2.1 Hardness, Durometer A or AMSE D 2240

equivalent 45+ 10
3.2.2.2 Tensile Strength, min ASTM D 412
32221 Class1 250 psi

(1.72 MPa)
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TABLE 1 - (Continued)
Property Requirement Test Method
32222 Class?2 325 psi
(2.24 MPa)
3.2.2.3 Elongation, min 100% ASTM D 412
3.2.2.4 Linear Shrinkage, max 1.0% 453
3.2.25 Specific Gravity, max 1.55 ASTM D 792
3.2.2.6  Adhesion, min 4.0 pounds/inch of width 454
(71.4 kg/m)
3.2.27 Repairability, min 4.0 pounds/inch of width 455
(71.4 kg/m)
3.2.2.8 Dielectric Strength, min 400 volts per 0.001 inch  ASTM D 149
(15,750 volts/mm)
3.2.2.9 Volume Resistivity, min 1%x101 ohm-centimeters ASTM D 257
3.2.210 Surface Resistivity, min 1x10"° ohms ASTM D 257
3.2.2.11 Dielectric Constant, max 4.5 ASTM D 149
3.2.2.12 Dissipation Factor
1 kilocycle, max 0.020 ASTM D 150
1 megacycle, max 0.010
3.2.2.13 Arc Resistance, min 100 seconds ASTM D 495
3.2.2.14 Corrosivity No worse than control 4586
3.2.3 Water Resistance ASTM D 471
Distilled Water
3.2.3.1 Weight Change 2t0+2% 71°C+2
(160 °F = 5)
3.2.32 Volume Change -3to +3% 3 hours £ 0.25
3.2.3.3 Hardness Change, Durometer A Oto -10
or equivalent
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TABLE 1 - (Continued)

Test Method

Property Requirement
3.2.4 Dry Heat Resistance
3.2.41 Hardness Change, Durometer A

or equivalent 10to +10
3.2.4.2 Tensile Strength Change, max -25%
3.2.4.3 Elongation Change, max -35%

3.2.5 Qil Resistance:
3.2.5.1 Hardness Change, Durometer A

or equivalent, max 10
3.2.5.2 Tensile Strength Change, max -25%
3.2.5.3 Elongation Change, max -25%
3.2.5.4 Volume Change 0to+10%
3.2.5.5 Weight Change Oto+5%

3.2.6 Reversion, Hydrolytic Stability,
Durometer A or equivalent, min 30

3.2.7 Reversion, Closed Mold,
Durometer A or equivalent, min 30

ASTM D 573
200°C+3
(392 °F £ 5)
70hours + 2

457

45.8

459

3.3 Quality:

Compound, as received by purchaser, shall be uniform in quality and condition and free from foreign
materials and from imperfections detrimental to usage of the compound.

4. QUALITY ASSURANCE PROVISIONS:

4.1 Responsibility for Inspection:

The manufacturer of the compound shall supply all samples and shall be responsible for all required
tests. Purchaser reserves the right to sample and to perform any confirmatory testing deemed
necessary to ensure that the compound conforms to the requirements of this specification.
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