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SPECIFICATION Concelied 201502

SAE AMS3374/4 REV. A

1996-11

Superseded by AMS3374

Firewall Sealant

Sealing Compound
Two-Part, Polysulfide (Type 4)

RATIONALE

Specification slash sheet is being cancelled. Technical information was incorporated in Revision C (July 2005) of base

specification (AMS3374).

CANCELLATION NOTICE

This document has been declared "CANCELLED" as of February 2011 and has been superseded by AMS3374. By this
action, this document will remain listed in the Numerical Section of the Aerospace Standards Index noting that it is

superseded by AMS3374.

Cancelled specifications are available from SAE.
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1. SCOPE:
1.1 Form:
This specification covers two-part, high temperature resistant polysulfide compounds.
1.2 Application:
This product is used primarily for sealing aircraft firewall structures against passage of air and
vapors. The cured compound shall remain an effective sealant at all temperatures between -65 and
+400 °F (-54 to +204 °C) and shall be able to withstand a flash temperature of 2000 °F (1093 °C).
2. APPLICABLE DOCUMENTS:
See AMS 3374.
3. TECHNICAL REQUIREMENTS:

3.1 Basic Specifications:

The complete requirements for procuring the sealing compound described herein shall consist of
this document and the latest issue of the basic specification AMS 3374.

3.2 Properties:

Shall conform to the following requirements, determined in accordance with test methods listed in
AMS 3374 and Table 1.

3.2.1 Primer: The manufacturer's recommended primer shall be used in preparation of all applicable
test specimens.
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