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 RATIONALE 

AMS3412F has been reaffirmed to comply with the SAE five year review policy. 

1.. SCOPE

1.1 Form 

This specification covers the requirements for an aluminum brazing flux in the form of powder or paste. 

1.2 Application 

This flux has been used typically for brazing aluminum and aluminum alloys in accordance with AMS2672 at 1050 °F 
(566 °C) and above, but usage is not limited to such applications. 

1.3 Classification 

Flux covered by this specification is classified as follows: 

Type 1 - Torch Brazing 
Type 2 - Furnace Brazing 

Where a type is not specified, Type 1 shall be supplied. 

1.3.1 Form 

Form 1 – Powder 
Form 2 – Paste 

If no form is specified, Form 1 shall be used. 

1.4 Safety - Hazardous Materials 

While the materials, methods, applications, and processes described or referenced in this specification may involve the 
use of hazardous materials, this specification does not address the hazards which may be involved in such use. It is the 
sole responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take 
necessary precautionary measures to ensure the health and safety of all personnel involved. 
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2.. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the 
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue 
is specified. When the referenced document has been cancelled and no superseding document has been specified, the 
last published issue of that document shall apply. 

2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside 
USA and Canada) or 724-776-4970 (outside USA), www.sae.org. 

AMS2672 
AMS4184 
AMS4185 

Brazing, Aluminum, Torch or Furnace  
Filler Metal, Aluminum Brazing, 10Si - 4Cu, (4145) 
Filler Metal, Aluminum Brazing, 12Si, (4047) 

2.2 ASTM Publications: 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, Tel: 
610-832-9585, www.astm.org. 

ASTM E 11 Wire Cloth and Sieves for Testing Purposes 

2.3 AWS Publications 

Available from American Welding Society, 550 NW LeJeune Road, Miami, FL 33126, Tel: 1-800-443-9353, www.aws.org. 

AWS A5.31 Specification for Fluxes for Brazing and Braze Welding 

3.. TECHNICAL REQUIREMENTS

3.1 Composition and Form 

3.1.1 Form 1 powder flux shall be a finely ground and uniformly blended mixture of ingredients, containing not more 
than 5% water by weight as determined by the water content test in AWS A5.31. 

3.1.1.1 Flux shall not harden in the container. A slight amount of agglomeration is permissible provided the lumps can 
be readily broken into a powder not coarser than the remainder of the material. 

3.1.2 Form 2 flux shall be in paste form, premixed with suitable moisturizing agents and ready for use with no further 
additions. 

3.1.2.1 Flux shall not harden in the container. A slight amount of agglomeration is permissible provided the lumps will 
pass through a number 40 sieve in accordance with ASTM E 11 with no more than a slight brushing required. 

3.2 Properties 

Flux shall conform to the following requirements: 

3.2.1 Fluxing Ability 

Flux shall permit production of satisfactory brazed joints of any type on applicable aluminum alloys, determined in 
accordance with 3.2.1.2. 

3.2.1.1 Form 1 powder flux, mixed with water in the proportions of 3 parts flux to 1 part water by weight, with or without 
a suitable wetting agent, shall form a smooth paste, free from coarse particles, having acceptable fusibility and 
application and fluxing characteristics. 
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