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1.1 Form: This specification covers leather tanned with chromium salts and
retanned with vegetable tanning material,

1.2 Application: Primarily for parts, such as packings, washers, and back-up
rings, requiring resistance to fuel and to hot, petroleum-base Tubricating
0il,

1.3 Safety - Hazardous Materials: While the materials, methods, applications,
and processes described or referenced in this specification may involve the
use of hazardous materials, this specification does not address the hazards
which may be involved 1in such use. It is the sole responsibility of the
user to ensure familiarity with the safe and proper use of any hazardous
materials and to take necessary precautionary measures to ensure the health
and safety of all personnel dinvolved.

¢, APPLICABLE DOCUMENTS: The following publications form a part of this
specification to the extent specified herein. The applicable issue of
referenced publications shall be the issue in effect on the date of the
purchase order,
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2,1 ASTM Publications: Available from ASTM, 1916 Race Street, Philadelphia, PA

19163-1187.

ASTM D 471 = Rubber Property - Effect of Liquids

ASTM D 573 ~ Rubber - Deterioration in an Air Oven

ASTM D 2289 - Tensile Strength of Leather

ASTM D 2617 - Total Ash in Leather

ASTM D 2887 - Chromic Oxide in Leather (Perchloric Acid Oxidation)

ASTM D 2818 - pH of Leather

ASTM D 2813 Sampling Leather for Physical and Chemical Tests

ASTM D 2868 - Nitrogen Content (Kjeldahl) and Hide Substance Content
of Leather

2.2 LS. Government Publications: Available from Standardization Documents
Order Desk, Building 4D, 70@ Robbins Avenue, Philadelphia, PA 19111-5894,

2.2.1 Militarv Standards:

MIL-STD-794 - Parts and Equipment, Procedures for Packaging and Packing of
3. TECHNICAL  REQUIREMENTS:

3.1 Material and Fabrication: The product shall consist of butt ends, close
trimmed from green salted steer hides, tanned with chromium salts and
retanned with vegetable tanning material. The tanning process shall be such
that, in retanning with vegetable tanning material, the Teather will be
tanned throughout so that examination of a cross-section will show no
indication of a chrome streak. The tanning process shall also preserve the
highest percentage of natural fiber of the butt and bring the fiber into
closest contact.

3.1.1 Impreanation: Leather shall not be impregnated except for the greases and
0ils used in currying.

3.1.2 Color: No dyes except the tanning agents shall be used.

3.1.3 Composition; Leather shall conform to the following requirements; tests
shall be performed on the product supplied and in accordance with
specified test methods, insofar as practicable:

3.1.3.1 Hide Substance 40 - 60% ASTM D 2868
3.1.3.2 Vegetable Tanning Material 20 - 35% 4.,5.1
3.1.3.3 Petroleum Ether Extract 18 - 18% 4.5.2
3.1.3.4 Total Ash, maximum 1% 4.5.3
3.1.3.5 Chromic Oxide(Crs0q), minimum 3% 4.5.4
3.1.3.6 Acidity (pH), minimum 3.0 ASTM D 2814
3.1.3.7 Glucose None 4.5.1
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