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1. SCOPE:

1.1 Form: 

This specification covers an unpigmented grade of vinyl plastic, unfilled and not containing 
plasticizer, in the form of sheet and film.

1.2 Application: 

These products have been used typically as a backing material for sound-proofing blankets and 
thermal insulation in aircraft, but usage is not limited to such applications.

1.3 Safety - Hazardous Materials: 

While the materials, methods, applications, and processes described or referenced in this 
specification may involve the use of hazardous materials, this specification does not address the 
hazards which may be involved in such use.  It is the sole responsibility of the user to ensure 
familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS: 

The following publications form a part of this specification to the extent specified herein.  The latest 
issue of SAE publications shall apply.  The applicable issue of other publications shall be the issue in 
effect on the date of the purchase order.
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2.1 SAE Publications : 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA  15096-0001.

AMS 2400 Plating, Cadmium
AMS 4037 Aluminum Alloy Sheet and Plate, 4.4Cu - 1.5Mg - 0.60Mn, (2024; -T3 Flat Sheet, 

-T351 Plate), Solution Heat Treated 
AMS 4377 Magnesium Alloy Sheet and Plate, 3.0Al - 1.0Zn - 0.20Mn (AZ31B-H24) Cold Rolled, 

Partially Annealed 
AMS 4507 Brass Sheet, Strip, and Plate, 70Cu - 30Zn, Half Hard (HO2)
AMS 5062 Steel, Low Carbon

2.2 ASTM Publications: 

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA  19428-2959.

ASTM D 568 Rate of Burning and/or Extent and Time of Burning of Flexible Plastics in a Vertical 
Position

ASTM D 638 Tensile Properties of Plastics
ASTM D 638M Tensile Properties of Plastics (Metric)
ASTM D 1004 Initial Tear Resistance of Plastic Film and Sheeting

2.3 U.S. Government Publications: 

Available from Standardization Documents Order Desk, Building 4D, 700 Robbins Avenue, 
Philadelphia, PA  19111-5094.

MIL-STD-2073-1 DOD Materiel, Procedures for Development and Application of Packaging 
Requirements

3. TECHNICAL REQUIREMENTS: 

3.1 Material: 

Shall be a flexible, unsupported plastic made from copolymers of vinyl chloride-vinyl acetate, vinyl 
chloride-propylene, or vinyl chloride-acetyl vinyl ether and shall not incorporate pigments, fillers, or 
plasticizers.

3.2 Color: 

Shall be natural and translucent.
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