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1. SCOPE:
1.1 Form:

This specification covers a non-crosslinked polyvinyl chloride plastic in the form of flexible, thinwall,
heat-shrinkable tubing with a low recovery temperature.

1.2 Application:

These products have been used typically as a flexible, electrical insulation tubing whose diameter
can be reduced to a predetermined size by heating to 150 °C (302 °F) or higher, but usage is not
limited to such applications. This tubing is stable for continuous exposure from -20 to +105 °C

(- 4to +221 °F).

1.3 Safety Hazardous Materials:

While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:
The following publications form a part of this specification to the extent specified herein. The

applicable issue of referenced publication shall be the issue in effect on the date of the purchase
order.
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2.1  ASTM Publications:

Available from, ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959 or
www.astm.org.

ASTM D 471 Rubber Property - Effect of Liquids
ASTM D 2671 Heat Shrinkable Tubing for Electrical Use
ASTM G 21 Resistance of Synthetic Polymeric Materials to Fungi

2.2 U. 8. Government Publications:

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-H-5606 Hydraulic Fluid, Petroleum Base, Aircraft, Missile and Ordnance
MIL-H-5624 Turbine Fuel, Aviation, Grades JP-4 and JP-5
MIL-A-8243 Anti-lcing and Deicing-Defrosting Fluid

MIL-STD-794 Parts and Equipment, Procedures for Packaging and Packing of
2.3 ANSI Publications:

Available from American National Standards Institute, Inc., 25 West 43rd Street, New York, NY
10036-8002.

ANSI/UL 224-\V\WW-1 UL Standard for Safety Extruded Insulative Tubing
3. TECHNICAL REQUIREMENTS:
3.1  Material:
Shall be a non-crosslinked, thermally-stabilized, flame-resistant, modified polyvinyl chloride.
3.2 Color:
Shall be black.
3.3 Properties:
Tubing shall conform to the following requirements; reported values shall be the average of all
specimens tested for each requirement. Tests shall be performed in accordance with ASTM D 2671
insofar as practicable.
3.3.1 Recovered Tubing: The requirements shown in Table 1 apply to tubing after being shrunk by
heating to 150 °C £ 5 (302 °F = 10) in a convection-current air oven with an air velocity of 100 to
200 feet per minute (0.5 to 1.0 m/sec) past the tubing, holding at heat for not less than three

minutes, removing from the oven, and conditioning for not less than four hours at 23 °C + 2
(73 °F £ 4) and 45 to 55% relative humidity:
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TABLE 1 - Properties After Being Heat Shrunk

Property

Requirement

Test Method

3.3.1.1 Tensile Strength, min 2000 psi ASTM D 2671
Jaw separation rate 20 inches per minute (14 MPa)
(8.5 mmv's)
3.3.1.2 Elongation, min 200% ASTM D 2671
3.31.3 Secant Modulus at 2% Strain, max 15,000 psi ASTM D 2671
(103 MPa)
3314 Dielectric Strength, min In accordance 451
with Table 2
3315 Volume Resistivity, min 1011 ohm-cm ASTM D 2671
3316 Flarmmability (Burning Time), max 15 seconds 452
3.3.1.6.1  Flammability, Pass VW-1 rating ANSI/UL 224-VWW-1
(UL Subject 224), min
3.31.7 Fungus Resistance Rating of 1 or less ASTM G 21
3.3.1.8 Low-Temperature Flexibility No Cracking ASTM D 2671
at-10°C+1(14°F 1 2)
3.3.1.9 Heat Aging, 400 hours £ 2 at ASTM D 2671
130 °C £ 2 (266 °F £ 4)
3.3.1.9.1  Elongation, min 150% ASTM D 2671
3.3.1.10 Corrosion, 168 hours + 2 Pass ASTM D 2671
at135°C 12 (275 °F £ 4) Method B
3.3.1.11 Solvent Resistance 45.3
3.3.1.11.1 Tensile Strength, min 1800 psi
(12.4 MPa)
3.3.1.11.2 Dielectric Strength, min 70% of value
determined
in3.3.1.4
3.3.1.12 Dimensional Change on Heating ASTM D 2671
3.3.1.12.1 Diametral In accordance
with Table 3
3.3.1.12.2 Longitudinal, max +1%, -25%
Documents

Full document details: SAE AMS3579E

Document Sharing Hub


http://www.avadocuments.com/doc/sae-ams3579e
http://www.avadocuments.com/doc/sae-ams3579e

