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1. SCOPE:
1.1 Form:

This specification covers a crosslinked polyvinyl chloride plastic in the form of flexible, thin-wall,
heat-shrinkable tubing.

1.2 Application:
Primarily for use as a flexible, electrical insulation tubing whose diameter can be reduced to a
predetermined size by heating to 175 °C (345 °F) or higher. This tubing is stable for continuous
exposure from —20 °C (-5 °F) to +105 °C (+220 °F).
2. APPLICABLE DOCUMENTS:
The following publications form a part of this specification to the extent specified herein. The latest
issue of Aerospace Material Specifications (AMS) shall apply. The applicable issue of other
documents shall be as specified in AMS 2350.
2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001 or www.Sae.org.

2.1.1 Aerospace Material Specifications:

AMS 2350 Standards and Test Methods
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2.2 ASTM Publications;

Available from ASTM, 100 Barr Harbor Drive, \West Conshohocken, PA 19428-2959 or
www.astm.org.

ASTM D 471 Rubber Property - Effect of Liquids
ASTM D 2671 Testing Heat-Shrinkable Tubing for Electrical Use
ASTM G 21 Resistance of Synthetic Polymeric Materials to Fungi

2.3 Government Publications:

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

2.3.1 Federal Specifications:
UU-T-450 Tissue, Facial

2.3.2 Military Specifications:

MIL-H-5606 Hydraulic Fluid, Petroleum Base, Aircraft, Missile and Ordnance
MIL-T-5624 Turbine Fuel, Aviation, Grades JP-4 and JP-5
MIL-A-8243 Anti-lcing and Deicing-Defrosting Fluid

2.3.3 Military Standards:

MIL-STD-104  Limits for Electrical Insulation Color
MIL-STD-794  Parts and Equipment, Procedures for Packaging and Packing of

3. TECHNICAL REQUIREMENTS:
3.1 Material:
Shall be a crosslinked, thermally-stabilized, flame-resistant, modified polyvinyl chloride.
3.2 Color:
Shall be black conforming to MIL-STD-104, unless otherwise ordered.
3.3 Properties:
Tubing shall conform to the following requirements; reported values shall be the average of all

specimens tested for each requirement. Except as otherwise specified, tests shall be performed in
accordance with ASTM D 2671 insofar as practicable.
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