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FOREWORD
Changes in this revision are format/editorial only.

1. SCOPE:

1.1 Form:
This specification covers one grade of cast methyl methacrylate plastic in the form of sheet.

1.2 Application:
This sheet has been used typically for fabricated parts, formed or otherwise, requiring dimensional
stability, optical clarity, good electrical properties, and excellent outdoor weatherability, but usage is
not limited to such applications.

1.3 Safety-Hazardous Materials:
While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:

The following publications form a part of this specification to the extent specified herein. The

applicable issue of referenced publications shall be the issue in effect on the date of the purchase
order.
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2.1 ASTM Publications:

Available from ASTM, 1916 Race Street, Philadelphia, PA 19103-1187.

ASTM D 149

ASTM D 150

ASTM D 256
ASTM D 257
ASTM D 542
ASTM D 570
ASTM D 635

ASTM D 637
ASTM D 638
ASTM D 638M
ASTM D 648
ASTM D 790

ASTM D 790M
ASTM D 792

ASTM D 1003
ASTM E 308

Dielectric Breakdown Voltage and Dielectric Strength of Solid Electrical Insulating
Materials at Commercial Power Frequencies

A-C Loss Characteristics and Permittivity (Dielectric Constant) of Solid Electrical
Insulating Materials

Impact Resistance of Plastics and Electrical Insulating Materials

D-C Resistance or Conductance of Insulating Materials

Index of Refraction of Transparent Organic Plastics

Water Absorption of Plastics

Rate of Burning and/or Extent and Time of Burning of Self-Supporting Plastics in a
Horizontal Position

Surface Irregularities of Flat Transparent Plastic Sheets

Tensile Properties of Plastics

Tensile Properties of Plastics (Metric)

Deflection Temperature of Plastics Under Flexural Load

Flexural Properties of Unreinforced and Reinforced Plastics and Electrical
Insulating Materials

Flexural Properties of Unreinforced and Reinforced Plastics and Electrical
Insulating Materials (Metric)

Specific Gravity (Relative Density) and the Density of Plastics by Displacement
Haze and Luminous Transmittance of Transparent Plastics

Computing the Colors of Objects by Using the CIE System

2.2 U.S. Government Publications:

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-STD-2073-1 DOD Materiel, Procedures for Development and Application of Packaging

Requirements

3. TECHNICAL REQUIREMENTS:

3.1 Material:

Shall be made from pure methacrylate monomers.

3.2 Color and Condition:

Colorless and transparent with a highly polished surface finish except that, when so ordered, sheet
shall be transparent, translucent, or opaque, in the color specified.
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3.3 Properties:

Sheet shall conform to the requirements shown in Table 1, 3.3.19, and 3.3.20; tests shall be
performed on the sheet supplied and in accordance with specified ASTM methods.

Table 1 - Properties

Paragraph

Property

Requirement

Test Method

3.3.1

3.3.2

3.3.3

3.3.4

3.3.5

Index of Refraction
(Applicable only to clear
sheet)

23 °C 73 °F
n22°C (n 228
Specific Gravity, 23/23 °C
(73/73 °F)
Haze, maximum
[Applicable only to clear
sheet 1/2 inch (12.7 mm) and
under in nominal thickness]
Water absorption (gain) at 23 °C £ 1
(73 °F £ 2), maximum [Specimens
1/8 inch (3.2 mm) in nominal
thickness]
Luminous Transmittance, minimum
(Applicable to colorless,
transparent sheet only)

Nominal Thickness
Inches

Up to 0.187, incl
Over 0.187 to 1.000, incl
Over 1.000 to 2.000, incl

Nominal Thickness
Millimeters

Upto 4.75,incl
Over 4.75 t0 25.40, incl
Over 25.40 to 50.80, incl

1.48 to 1.50

1.18t0 1.20

3.0%

0.65%

91%
89%
87%

91%
89%
87%

ASTM D 542

ASTM D 792,
Method A

ASTM D 1003
Procedure A

ASTM D 570

ASTM E 308
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