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1. SCOPE:

1.1 Form: 

This specification covers polyfluoroethylenepropylene in the form of film and sheet 0.020 inch 
(0.51 mm) and under in nominal thickness.

1.2 Application: 

These products have been used typically for electrical, electronic, and mechanical applications 
requiring a chemically-inert film of the fluorocarbon family, having high dielectric strength and 
volume resistivity, and being free from pinholes and electrical flaws.  Usage is not limited to such 
applications.

1.3 Safety - Hazardous Materials: 

While the materials, methods, applications, and processes described or referenced in this 
specification may involve the use of hazardous materials, this specification does not address the 
hazards which may be involved in such use.  It is the sole responsibility of the user to ensure 
familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS: 

The following publications form a part of this specification to the extent specified herein. The 
applicable issue of referenced publications shall be the issue in effect on the date of the purchase 
order.
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2.1 ASTM Publications: 

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA  19428-2959.

ASTM D 149 Dielectric Breakdown Voltage and Dielectric Strength of Solid Electrical Insulating 
Materials at Commercial Power Frequencies

ASTM D 374 Thickness of Solid Electrical Insulation
ASTM D 618 Conditioning Plastics and Electrical Insulating Materials for Testing
ASTM D 792 Specific Gravity (Relative Density) and Density of Plastics by Displacement
ASTM D 882 Tensile Properties of Thin Plastic Sheeting

2.2 U.S. Government Publications: 

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue, 
Philadelphia, PA  19111-5094.

MIL-STD-2073-1 DOD Materiel, Procedures for Development and Application of Packaging 
Requirements

3. TECHNICAL REQUIREMENTS: 

3.1 Material: 

Shall be manufactured from virgin, unplasticized, fully fluorinated thermoplastic copolymer of 
ethylene and propylene.

3.2 Color: 

May vary from clear to white to light gray.

3.3 Properties: 

The product shall conform to the following requirements; tests shall be performed on the product 
supplied and in accordance with specified ASTM methods insofar as practicable
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