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1. SCOPE:

1.1 Form: This specification covers one grade of polytetrafluoroethylene resin
in the form of film.

1.2 Application: Primarily for gaskets and other parts for use up to 260°C

(500°F) requiring good performance in mechanical, electrical, or chemical
service.

1.3 Safety - Hazardous Materials: While the materials, methods, applications,
and processes described or referenced in this specification may involve the
use of hazardous materials, this specification does not address the hazards
which may be involved in such use. Itis the sole responsibility of the
user to ensure familiarity with the safe and proper use of any hazardous
materials and to take necessary precautionary measures to ensure the health
and safety of all personnel involved.

2. APPLICABLE DOCUMENTS: The following publications form a part of this
specification to the extent specified herein. The applicable issue of

referenced publications shall be the issue in effect on the date of the
purchase order.
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2.1 ASTM Publications: Available from ASTM, 1916 Race Street, Philadelphia, PA

19103-1187.

ASTM D 149 - Dielectric Breakdown Voltage and Dielectric Strength of Solid
Electrical Insulating Materials at Commercial Power
Frequencies

ASTM D 638 - Tensile Properties of Plastics

ASTM D 638M - Tensile Properties of Plastics (Metric)

ASTM D 792 - Specific Gravity (Relative Density) and Density of Plastics by
Displacement

ASTM D 1389 - Dielectric Proof-Voltage Testing of Thin Solid Electrical
Insulating Materials

ASTM D 1708 - Tensile Properties of Plastics by Use of Microtensile Specimens

2.2 U.S. Government Publications: Available from Standardization Documents
Order Desk, Building 4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094.

2.2.1 Military Standards:

MIL-STD-2073-1 - DOD Materiel, Procedures for Development and Application
of Packaging Requirements

3. TECHNICAL REQUIREMENTS:

3.1 Material: Film shall be produced by skiving billets molded or extruded from

polytetrafluoroethylene powder without admixture of fillers, pigments, or
adulterants.

3.2 Color: May vary from white to light gray. Small gray, brown, or black
spots shall not in themselves be unacceptable.

3.3  Properties: Film shall conform to the following requirements; tests shall
be performed on the film supplied and in accordance with specified test
methods, insofar as practicable:

3.3.1 Tensile Strength at 23°C + 1 2800 psi 4.5.1
(73°F £ 2), minimum (19.3 MPa)
3.3.2  Elongation (Applicable only 4.5.1

to widths 0.375 inch
(9.52 mm) and over) at

23°C £ 1 (73°F = 2), minimum 200%
3.3.3 Specific Gravity at 23°/23°C ASTM D 792
(73°/73°F) 2.14 - 2.20 Add 2 drops of

wetting agent
to the water
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